

	
3GPP TSG-CT WG4 Meeting #121	C4-240347
Athens, Greece; 26th Feb – 1st March 2024
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	29.502
	CR
	[bookmark: _GoBack]0748
	rev
	-
	Current version:
	18.5.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X



	

	Title:	
	Include pduSetSupportInd in PDU Session Modification procedure

	
	

	Source to WG:
	Huawei

	Source to TSG:
	CT4

	
	

	Work item code:
	XRM
	
	Date:
	2024-01-22

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-18

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
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* * * First Change * * * *

[bookmark: _Toc25073944][bookmark: _Toc34063127][bookmark: _Toc43120104][bookmark: _Toc49768159][bookmark: _Toc56434332][bookmark: _Toc153803897]6.1.6.2.16	Type: VsmfUpdatedData
Table 6.1.6.2.16-1: Definition of type VsmfUpdatedData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	qosFlowsAddModList
	array(QosFlowItem)
	C
	1..N
	This IE shall be present if QoS flows have been successfully established or modified. For each GBR QoS flow, the V-SMF/I-SMF may also indicate an alternative QoS profile which the NG-RAN currently fulfils in the currentQosProfileIndex IE or indicate that the NG-RAN cannot even fulfil the lowest alternative QoS profile.
	

	qosFlowsRelList
	array(QosFlowItem)
	C
	1..N
	This IE shall be present if QoS flows have been successfully released.
	

	qosFlowsFailedtoAddModList
	array(QosFlowItem)
	C
	1..N
	This IE shall be present if QoS flows failed to be established or modified.
	

	qosFlowsVsmfRejectedAddModList
	array(Qfi)
	O
	1..N
	This IE may be present from V-SMF to H-SMF when the qosFlowsFailedtoAddModList IE is present.

When present, this IE shall include the QFIs of the QoS flows failed to be established or modified due to rejection by the V-SMF.

When the H-SMF subsequently send N1 Message to the UE to revert the update of QoS rules and QoS Flow level QoS parameters associated with the failed QoS Flow(s) indicated in the qosFlowsFailedtoAddModList IE, the H-SMF should exclude the QoS flow(s) that were failed to be established or modified due to rejection by the V-SMF. If all the failed QoS flow(s) were due to rejection by the V-SMF, the H-SMF should skip the subsequent N1 message update to the UE.

	

	qosFlowsFailedtoRelList
	array(QosFlowItem)
	C
	1..N
	This IE shall be present if QoS flows failed to be released.
	

	n1SmInfoFromUe
	RefToBinaryData
	C
	0..1
	This IE shall be present if the V-SMF/I-SMF has received known N1 SM information from the UE that does not need to be interpreted by the V-SMF/I-SMF. When present, this IE shall reference the n1SmInfoFromUe binary data (see clause 6.1.6.4.4). 
	

	unknownN1SmInfo
	RefToBinaryData
	C
	0..1
	This IE shall be present if the V-SMF/I-SMF has received unknown N1 SM information from the UE. When present, this IE shall reference the unknownN1SmInfo binary data (see clause 6.1.6.4.4). 
	

	ueLocation
	UserLocation
	C
	0..1
	This IE shall be present if it is available and QoS flows have been successfully established, modified or released.
When present, this IE shall contain the UE location information (see clause 5.2.3.4).
	

	ueTimeZone
	TimeZone
	C
	0..1
	This IE shall be present if it is available and QoS flows have been successfully established, modified or released.
When present, this IE shall contain the new UE Time Zone.
	

	addUeLocation
	UserLocation
	O
	0..1
	Additional UE location.
This IE may be present, if anType previously reported is a non-3GPP access and a valid 3GPP access user location information is available.
When present, it shall contain:
-	the last known 3GPP access user location (see clause 5.2.3.4); and
-	the timestamp, if available, indicating the UTC time when the addUeLocation information was acquired.
	

	assignedEbiList
	array(EbiArpMapping)
	C
	1..N
	This IE shall be present if the AMF assigned the requested EBI(s). When present, it shall contain the EBIs that were successfully assigned.
	

	failedToAssignEbiList
	array(Arp)
	C
	1..N
	This IE shall be present if the AMF failed to assign EBIs for a set of ARPs. 
	

	releasedEbiList
	array(EpsBearerId)
	C
	1..N
	This IE shall be present if the NF Service Consumer requested the revoke EBI(s) or if the AMF revoked already assigned EBI(s) for this PDU session towards the V-SMF. This IE shall contain the list of EBI(s) released for this PDU session at the AMF.
	

	secondaryRatUsageReport
	array(SecondaryRatUsageReport)
	O
	1..N
	This IE may be present to report usage data for a secondary RAT for QoS flows.
(NOTE)
	

	secondaryRatUsageInfo
	array(SecondaryRatUsageInfo)
	O
	1..N
	This IE may be present to report usage data for a secondary RAT for QoS flows and/or the whole PDU session.
	

	n4Info
	N4Information
	O
	0..1
	This IE may be present if the I-SMF needs to send N4 response information to the SMF for the control of traffic offloaded at a PSA/BP/ULCL controlled by an I-SMF. 
	DTSSA

	n4InfoExt1
	N4Information
	O
	0..1
	This IE may be present if the I-SMF needs to send additional N4 response information to the SMF for the control of traffic offloaded at a PSA/BP/ULCL controlled by an I-SMF. 
	DTSSA

	n4InfoExt2
	N4Information
	O
	0..1
	This IE may be present if the I-SMF needs to send additional N4 response information to the SMF for the control of traffic offloaded at a PSA/BP/ULCL controlled by an I-SMF (e.g. during a change of PSA). 
	DTSSA

	n4InfoExt3
	N4Information
	O
	0..1
	This IE may be present if the I-SMF needs to send additional N4 response information to the SMF for the control of traffic offloaded at a PSA/BP/ULCL controlled by an I-SMF (e.g. during simultaneous change of BP/ULCL and PSA).
	SCPBU

	modifiedEbiListNotDelivered
	boolean
	C
	0..1
	This IE should be present with the value true when the modifiedEbiList IE was received in VsmfUpdateData in request but cannot be updated to the AMF, e.g., during (H-)SMF triggered PDU session modification procedure and the AMF doesn’t support the EAEA feature.

When present, the IE shall be set as following:
- true: the received modifiedEbiList was not delivered to the AMF.
- false: the received modifiedEbiList was delivered to the AMF.

Absence of this IE means whether modifiedEbiList was delivered or not is unknown.

	

	ecnMarkingCongestionInfoStatus
	array(EcnMarkingCongestionInfoStatus)
	C
	1..N
	This IE shall be present when the V/I-SMF receives the ECN Marking or Congestion Monitoring Reporting Status, e.g. during an PDU Session Modification procedure.

When present, this IE shall contain a list of QoS flows with status for QoS monitoring for congestion information or for ECN marking for L4S.
	

	pduSetSupportInd
	boolean
	C
	0..1
	This IE shall be included when the V/I-SMF receives the PDU Set based Handling Indicator from NG-RAN, e.g. during an PDU Session Modification procedure.

When present, this IE shall indicate whether the PDU Set based handling is supported by the NG-RAN:

· true: the PDU Set based handling is supported.
· false: the PDU Set based handling is not supported.
	

	NOTE:	An SMF complying with this version of the specification should report secondary RAT usage using the secondaryRatUsageInfo attribute that replaces the secondaryRatUsageReport attribute.  




* * * Next Change * * * *

[bookmark: _Toc25074011][bookmark: _Toc34063203][bookmark: _Toc43120188][bookmark: _Toc49768245][bookmark: _Toc56434421][bookmark: _Toc153804007]A.2	Nsmf_PDUSession API
openapi: 3.0.0

info:
  version: '1.3.0-alpha.6'
  title: 'Nsmf_PDUSession'
  description: |
    SMF PDU Session Service.  
    © 2023, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).  
    All rights reserved.
[…]
    VsmfUpdatedData:
      description: Data within Update Response from V-SMF, or from I-SMF to SMF
      type: object
      properties:
        qosFlowsAddModList:
          type: array
          items:
            $ref: '#/components/schemas/QosFlowItem'
          minItems: 1
        qosFlowsRelList:
          type: array
          items:
            $ref: '#/components/schemas/QosFlowItem'
          minItems: 1
        qosFlowsFailedtoAddModList:
          type: array
          items:
            $ref: '#/components/schemas/QosFlowItem'
          minItems: 1
        qosFlowsVsmfRejectedAddModList:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Qfi'
          minItems: 1
        qosFlowsFailedtoRelList:
          type: array
          items:
            $ref: '#/components/schemas/QosFlowItem'
          minItems: 1
        n1SmInfoFromUe:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/RefToBinaryData'
        unknownN1SmInfo:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/RefToBinaryData'
        ueLocation:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/UserLocation'
        ueTimeZone:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/TimeZone'
        addUeLocation:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/UserLocation'
        assignedEbiList:
          type: array
          items:
            $ref: '#/components/schemas/EbiArpMapping'
          minItems: 1
        failedToAssignEbiList:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Arp'
          minItems: 1
        releasedEbiList:
          type: array
          items:
            $ref: '#/components/schemas/EpsBearerId'
          minItems: 1
        secondaryRatUsageReport:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/SecondaryRatUsageReport'
          minItems: 1
        secondaryRatUsageInfo:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/SecondaryRatUsageInfo'
          minItems: 1
        n4Info:
          $ref: '#/components/schemas/N4Information'
        n4InfoExt1:
          $ref: '#/components/schemas/N4Information'
        n4InfoExt2:
          $ref: '#/components/schemas/N4Information'
        n4InfoExt3:
          $ref: '#/components/schemas/N4Information'
        modifiedEbiListNotDelivered:
          type: boolean
        ecnMarkingCongestionInfoStatus:
          type: array
          items:
            $ref: '#/components/schemas/EcnMarkingCongestionInfoStatus'
          minItems: 1
        pduSetSupportInd:
          type: boolean
[…]
* * * End of Changes * * * *
