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* * * First Change * * * *
[bookmark: _Toc146025954]28.7.9.2	Decorated NAI used for 5G NSWO
The Decorated NAI used for 5G NSWO roaming scenarios shall take the form of a NAI as defined in clause 28.7.9.1, where the 'Homerealm' and the 'otherealm' shall be preceded by the label '5gc-nswo'.
The result is a decorated NAI of the form:
5gc-nswo.mnc<homeMNC>.mcc<homeMCC>.3gppnetwork.org!<username of SUCI in NAI format>@5gc-nswo.mnc<visitedMNC>.mcc<visitedMCC>.3gppnetwork.org
For the SNPN scenarios where the credential holder is a subscribed SNPN, the decorated NAI should have the form as mentioned below:
5g-nswo.nid<subscribedSNPNNID>.mnc<subscribedSNPNMNC>.mcc<subscribedSNPNMCC>.3gppnetwork.org!<username of SUCI in NAI format>@5g-nswo.nid<nonsubscribedSNPNNID>.mnc<nonsubscribedSNPNMNC>.mcc<nonsubscribedSNPNMCC>.3gppnetwork.org
For the SNPN scenarios where the credential holder is an HPLMN, the decorated NAI should have the form as mentioned below:
5g-nswo.mnc<homeMNC >.mcc<homeMCC>.3gppnetwork.org!<username of SUCI in NAI format>@5g-nswo.nid<nonsubscribedSNPNNID>.mnc<nonsubscribedSNPNMNC>.mcc<nonsubscribedSNPNMCC>.3gppnetwork.org
For the SNPN scenarios where the credential holder is a credential holder with AAA server, the decorated NAI based on configured SUPI should have the form as mentioned below:
5g-nswo.<realm of SUPI in NAI format>!<username of SUPI in NAI format>@5g-nswo.nid<nonsubscribedSNPNNID>.mnc<nonsubscribedSNPNMNC>.mcc<nonsubscribedSNPNMCC>.3gppnetwork.org
For the SNPN scenarios where the credential holder is a credential holder with AAA server, the decorated NAI based on anonymous SUPI should have the form as mentioned below:
5g-nswo.<realm of SUPI in NAI format>!anonymous@5g-nswo.nid<nonsubscribedSNPNNID>.mnc<nonsubscribedSNPNMNC>.mcc<nonsubscribedSNPNMCC>.3gppnetwork.org
or
5g-nswo.<realm of SUPI in NAI format>!@5g-nswo.nid<nonsubscribedSNPNNID>.mnc<nonsubscribedSNPNMNC>.mcc<nonsubscribedSNPNMCC>.3gppnetwork.org
EXAMPLE:
Assuming the IMSI 234150999999999, where MCC=234, MNC=15 and MSISN=0999999999, the Routing Indicator 678, a Home Network Public Key Identifier of 27, the null-scheme, and the Visited PLMN ID (MCC = 610, MNC = 71):
-	the NAI format for the SUCI for 5G NSWO takes the form:
type0.rid678.schid0.userid0999999999@5gc-nswo.mnc015.mcc234.3gppnetwork.org
-	the Decorated NAI format for the SUCI for 5G NSWO roaming takes the form:
5gc-nswo.mnc015.mcc234.3gppnetwork.org!type0.rid678.schid0.userid0999999999@5gc-nswo.mnc071.mcc610.3gppnetwork.org
For SNPN scenarios, decorated NAI format for SUCI for 5G-NSWO roaming shall take the following form:
Assuming the IMSI 234150999999999, where the subscribed SNPN that has MCC 234, MNC 015, and NID 345678ABCD and the non-subscribed SNPN (MCC =999, MNC =012, and NID 45678ABCDE).
5gc-nswo.nid345678ABCD.mnc015.mcc234.3gppnetwork.org!type0.rid678.schid0.userid0999999999@5gc-nswo.nid45678ABCDE.mnc012.mcc999.3gppnetwork.org
Assuming the IMSI 234150999999999, where the HPLMN that has MCC 234 and MNC 015 and the non-subscribed SNPN (MCC =999, MNC =012, and NID 45678ABCDE).
5gc-nswo.nid345678ABCD.mnc015.mcc234.3gppnetwork.org!type0.rid678.schid0.userid0999999999@5gc-nswo.nid45678ABCDE.mnc012.mcc999.3gppnetwork.org
Assuming the SUPI of the network-specified identifier SUPI type is user@example.com, and the non-subscribed SNPN (MCC =999, MNC =012, and NID 45678ABCDE), then the decorated NAI based on configured SUPI is:
5gc-nswo.example.com!user@5gc-nswo.nid45678ABCDE.mnc012.mcc999.3gppnetwork.org
and the decorated NAI based on anonymous SUPI is:
5gc-nswo.example.com!anonymous@5gc-nswo.nid45678ABCDE.mnc012.mcc999.3gppnetwork.org
or:
5gc-nswo.example.com!@5gc-nswo.nid45678ABCDE.mnc012.mcc999.3gppnetwork.org

* * * End of Changes * * * *

