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* * * First Change * * * *
5.10.4.2	Type: ClockQuality
Table 5.10.4.2-1: Definition of type ClockQuality
	Attribute name
	Data type
	P
	Cardinality
	Description

	traceabilityToGnss
	boolean
	O
	0..1
	true indicates yes
false indicates no"

	traceabilityToUtc
	boolean
	O
	0..1
	true indicates yes
false indicates no

	frequencyStability
	Uint16
	O
	0..1
	see 3GPP TS 23.501 [2]

	clockAccuracyIndex
	string
	O
	0..1
	string of two hexadecimal digits; see table 5 of IEEE Std 1588 [51].

	clockAccuracyValue
	integer
	O
	0..1
	Indicates the absolute clock accuracy value. Unit in 25ns.
Min: 1
Max: 40000000
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<<<<<<<<<<<<<<<<<<<< Unchanged Text Omitted >>>>>>>>>>>>>>>>>>>>

          $ref: '#/components/schemas/TimeSource'

    ClockQuality:
      description: Contains Clock Quality.
      type: object
      properties:
        traceabilityToGnss:
          type: boolean
        traceabilityToUtc:
          type: boolean
        frequencyStability:
          $ref: '#/components/schemas/Uint16'
        clockAccuracyIndex:
          type: string
          pattern: '^[A-Fa-f0-9]{2}$'
        clockAccurancyValue:
          type: integer
          minimum: 1
          maximum: 40000000


<<<<<<<<<<<<<<<<<<<< Unchanged Text Omitted >>>>>>>>>>>>>>>>>>>>
* * * End of Change * * * *
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