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	Reason for change:
	The stage 2 definition of Nmf_MRM_Create is described in clause AA.2.5.2.2 of 3GPP TS 23.228:

Service operation name: Nmf_MRM_Create
Description: The consumer NF requests the MF to create a media context including one or multiple media terminations and reserve media resources for anchoring one or multiple media streams of Mb interface in each termination. The consumer NF may also include media application function specification information requested by the application layer, e.g. DCSF, to be applied on the media stream by the MF.
Inputs, Required: List of Media Termination Descriptors.
Each Media Termination Descriptor of the list includes:   
-	Termination ID: A unique identity of the termination within the media context resource. The identity is allocated by the producer and must be set to value 'null' by the consumer when adding a termination to a context.
-	List of Media Stream Descriptors belonging to the Termination.

1/ The Termination ID is mandatory and when the consumer requests new termination, its value should be set to empty string.


	
	

	Summary of change:
	1/ change the presence of terminationId to 'M' and clarify the its description.
2/ update the OpenAPI file

	
	

	Consequences if not approved:
	Not alligned with Stage 2 requirements and may cause incorrect implemetation.

	
	

	Clauses affected:
	6.1.6.2.3, A.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	This CR introduces backward compatible changes to Nmf_MRM API

	
	

	This CR's revision history:
	Rev 1:
Revert changes on the payload data type of the service operation

Rev 2 and Rev 3:
Change the attribute description.
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* * * First Change * * * *
6.1.6.2.3	Type: TerminationInfo
Table 6.1.6.2.3-1: Definition of type TerminationInfo
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	terminationId
	string
	CM
	0..1
	Identifies a specific media termination. 
It shall be set to empty string (i.e., "") when service consumer requests the MF to add a new media termination in the Nmf_MRM_Create or Nmf_MRM_Update service operation. 
Otherwise, it shall contain the termination Id allocated by the MF. It is assigned by the MF when creating a new termination.
It shall be included in the response of adding a new media termination, i.e., the Nmf_MRM_Create operation and in the Nmf_MRM_Update operation with adding a new termination.
	

	medias
	array(MediaInfo)
	M
	1..N
	Represent the list of media resources for one or multiple medias on the Mb interface.
	




* * * Next Change * * * *
[bookmark: _Toc146103779][bookmark: _Toc151981338]A.2	Ndcmf_MRM API
openapi: 3.0.0

info:
  title: 'MF Media Resource Management (MRM) Service'
  version: 1.0.0-alpha.1
  description: |
    MF Media Resource Management (MRM) Service.  
    ? 2023, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).  
    All rights reserved.

externalDocs:
  description: >
    3GPP TS 29.176 V18.0.0; IP Multimedia Subsystem (IMS); Media Function (MF) Services; Stage 3.
  url: https://www.3gpp.org/ftp/Specs/archive/29_series/29.176/

servers:
  - url: '{apiRoot}/nmf-mrm/v1'
    variables:
      apiRoot:
        default: https://example.com
        description: apiRoot as defined in clause 4.4 of 3GPP TS 29.501

security:
  - {}
  - oAuth2ClientCredentials:
    - nmf-mrm

paths:

***Text skipped for clarity***
    TerminationInfo:
      description: Represents the termination information.
      type: object
      required:
        - terminationId
        - medias
      properties:
        terminationId:
          type: string
        medias:
          type: array
          items:
            $ref: '#/components/schemas/MediaInfo'
          minItems: 1
***Text skipped for clarity***
* * * End of Changes * * * *


