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* * * First Change * * * *
[bookmark: _Toc146103764][bookmark: _Toc151981323]6.1.6.2.4	Type: MediaInfo
Table 6.1.6.2.4-1: Definition of type MediaInfo
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	mediaId
	string
	M
	1
	Identifies a media stream, e.g. data channel.
	

	mediaResourceType
	MediaResourceType
	M
	1
	Represents the media resource type, e.g. DC, AR.
	

	localMbEndpoint
	Endpoint
	C
	0..1
	Represents the local IP address and port number of the local endpoint of MF on the Mb interface. 
It will be allocated by MF.
It shall be contained in the response when creating a new media stream, i.e. Nmf_MRM_Create operation or Nmf_MRM_Update operation with adding a new termination or adding a media in an existing termination.
(NOTE 1, NOTE 2)
	

	remoteMbEndpoint
	Endpoint
	C
	0..1
	Represents the IP address and port number of the remote endpoint on the Mb interface, e.g. remote UE. 
It shall be contained in the request of creating a new media stream, i.e. Nmf_MRM_Create operation or Nmf_MRM_Update operation with adding a new termination or adding a media in an existing termination. It can be Null when originating a new media.
(NOTE 1, NOTE 2)
	

	dcMedia
	DcMedia
	C
	0..1
	Represents the data channel media descriptors. It shall be contained if the mediaResourceType is set to "DC".
	

	arMedia
	ArMedia
	C
	0..1
	Represents the AR media descriptors. It shall be contained if the mediaResourceType is set to "AR".
	

	mediaProcessingURL
	Uri
	C
	0..1
	The mediaProcessingURL indicates the address where MF receive service-related media instructions.
It shall be contained in the response when creating a new media stream, i.e. Nmf_MRM_Create operation or Nmf_MRM_Update operation with adding a new termination or adding a media in an existing termination.
(NOTE 1)
	

	NOTE 1:	The IE cannot be changed once the media has been established.
NOTE 2: 	The attribute "transport" inside Endpoint data type shall be set to value only "UDP".



* * * End of Changes * * * *


