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	The Framed-Route field has been wrongly referred to Framed-Routing AVP, this needs to be corrected. Framed-Route and Framed-Routing AVP are two distinct AVPs.
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* * * First Change * * * *
[bookmark: _Toc146005429][bookmark: _Toc19717454][bookmark: _Toc27490955][bookmark: _Toc27557248][bookmark: _Toc27724165][bookmark: _Toc36031239][bookmark: _Toc36043159][bookmark: _Toc36814484][bookmark: _Toc44689342][bookmark: _Toc44924096][bookmark: _Toc51861066][bookmark: _Toc57930837][bookmark: _Toc57931467][bookmark: _Toc155291939][bookmark: _Toc155296666]8.2.109	Framed-Route
The Framed-Route IE describes a framed route. It shall be encoded as shown in Figure 8.2.109-1.

	
	
	Bits
	

	
	Octets
	8
	7
	6
	5
	4
	3
	2
	1
	

	
	1 to 2
	Type = 153 (decimal)
	

	
	3 to 4
	Length = n
	

	
	5 to (n+4)
	Framed-Route
	


[bookmark: _CRFigure8_2_1091]Figure 8.2.109-1: Framed-Route
The Framed-Route field shall be encoded as an Octet String as the value part of the Framed-Routeing AVP specified in IETF RFC 2865 [37].
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