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	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
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Rel-15	(Release 15)
Rel-16	(Release 16)

	
	

	Reason for change:
	The following CRs modifying the Namf_Communication API have been agreed and the version number of the corresponding OpenAPI file thus needs to be incremented following the rules in TS 29.501, subclause 4.3.1.

- CR 29.518 - 1015 (C4-240235)
- CR 29.518 - 1034 (C4-240575)
- CR 29.518 - 1031 (C4-240658)
- CR 29.518 - 1032 (C4-240666)
- CR 29.518 - 1009 (C4-240806)
- CR 29.518 - 1039 (C4-240815)
- CR 29.518 - 1020 (C4-240847)


The following CRs modifying the Namf_EventExposure API have been agreed and the version number of the corresponding OpenAPI file thus needs to be incremented following the rules in TS 29.501, subclause 4.3.1.

- CR 29.518 - 1010 (C4-240171)


The following CRs modifying the Namf_Location API have been agreed and the version number of the corresponding OpenAPI file thus needs to be incremented following the rules in TS 29.501, subclause 4.3.1.

- CR 29.518 - 1036 (C4-240489)
- CR 29.518 - 1025 (C4-240753)
- CR 29.518 - 1037 (C4-240758)

The following CRs modifying the Namf_MT API have been agreed and the version number of the corresponding OpenAPI file thus needs to be incremented following the rules in TS 29.501, subclause 4.3.1.

- CR 29.518 - 1029 (C4-240901)

CR 29.571 - 00532 (NoProfileMatchInfo caching in SCPs) has impacted on the following AMF service APIs:

TS29518_Namf_Communication.yaml
TS29518_Namf_EventExposure.yaml
TS29518_Namf_Location.yaml
TS29518_Namf_MBSBroadcast.yaml
TS29518_Namf_MBSCommunication.yaml
TS29518_Namf_MT.yaml

externalDocs needs also to be updated to refer to the new version of the specification.


	
	

	Summary of change:
	The Namf_Communication API version number is incremented from 1.3.0-alpha.5 to 1.3.0-alpha.6.

The Namf_EventExposure API version number is incremented from 1.3.0-alpha.4 to 1.3.0-alpha.5.

The Namf_MT API version number is incremented from 1.3.0-alpha.4 to 1.3.0-alpha.5.

The Namf_Location API version number is incremented from 1.3.0-alpha.5 to 1.3.0-alpha.6.

The Namf_MBSBroadcast API version number is incremented from 1.1.0-alpha.3 to 1.1.0-alpha.4.

The Namf_ MBSCommunication API version number is incremented from 1.1.0-alpha.1 to 1.1.0-alpha.2.

externalDocs is updated to 3GPP TS 29.518 V18.5.0


	
	

	Consequences if not approved:
	Incorrect API version number and externalDocs field

	
	

	Clauses affected:
	A2, A.3, A4, A5, A6, A7
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	Other comments:
	The CR introduced a backwards compatible correction in Namf openAPI files.
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[bookmark: _Toc11339834]* * * First Change * * * *
[bookmark: _Toc25156615][bookmark: _Toc34124920][bookmark: _Toc43208056][bookmark: _Toc49857523][bookmark: _Toc56677369][bookmark: _Toc56691892][bookmark: _Toc56699156][bookmark: _Toc89035525][bookmark: _Toc89065324][bookmark: _Toc89180625][bookmark: _Toc97072320][bookmark: _Toc120051736][bookmark: _Toc153870328]A.2	Namf_Communication API
openapi: 3.0.0

info:
  version: 1.3.0-alpha.65
  title: Namf_Communication
  description: |
    AMF Communication Service.  
    © 20243, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).  
    All rights reserved.

security:
  - {}
  - oAuth2ClientCredentials:
      - namf-comm

externalDocs:
  description: 3GPP TS 29.518 V18.54.0; 5G System; Access and Mobility Management Services
  url: 'https://www.3gpp.org/ftp/Specs/archive/29_series/29.518/'

servers:
  - url: '{apiRoot}/namf-comm/v1'
    variables:
      apiRoot:
        default: https://example.com
        description: apiRoot as defined in clause 4.4 of 3GPP TS 29.501


* * * Next Change * * * *
[bookmark: _Toc25156616][bookmark: _Toc34124921][bookmark: _Toc43208057][bookmark: _Toc49857524][bookmark: _Toc56677370][bookmark: _Toc56691893][bookmark: _Toc56699157][bookmark: _Toc89035526][bookmark: _Toc89065325][bookmark: _Toc89180626][bookmark: _Toc97072321][bookmark: _Toc120051737][bookmark: _Toc153870329][bookmark: _Hlk97070590]A.3	Namf_EventExposure API
openapi: 3.0.0

info:
  version: 1.3.0-alpha.54
  title: Namf_EventExposure
  description: |
    AMF Event Exposure Service.  
    © 20243, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).  
    All rights reserved.

security:
  - {}
  - oAuth2ClientCredentials:
      - namf-evts

externalDocs:
  description: 3GPP TS 29.518 V18.54.0; 5G System; Access and Mobility Management Services
  url: 'https://www.3gpp.org/ftp/Specs/archive/29_series/29.518/'

servers:
  - url: '{apiRoot}/namf-evts/v1'
    variables:
      apiRoot:
        default: https://example.com
        description: apiRoot as defined in clause 4.4 of 3GPP TS 29.501

* * * Next Change * * * *
[bookmark: _Toc25156617][bookmark: _Toc34124922][bookmark: _Toc43208058][bookmark: _Toc49857525][bookmark: _Toc56677371][bookmark: _Toc56691894][bookmark: _Toc56699158][bookmark: _Toc89035527][bookmark: _Toc89065326][bookmark: _Toc89180627][bookmark: _Toc97072322][bookmark: _Toc120051738][bookmark: _Toc153870330][bookmark: _Hlk97070612]A.4	Namf_MT
openapi: 3.0.0

info:
  version: 1.3.0-alpha.54
  title: Namf_MT
  description: |
    AMF Mobile Terminated Service.  
    © 20243, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).  
    All rights reserved.

security:
  - {}
  - oAuth2ClientCredentials:
      - namf-mt

externalDocs:
  description: 3GPP TS 29.518 V18.54.0; 5G System; Access and Mobility Management Services
  url: 'https://www.3gpp.org/ftp/Specs/archive/29_series/29.518/'

servers:
  - url: '{apiRoot}/namf-mt/v1'
    variables:
      apiRoot:
        default: https://example.com
        description: apiRoot as defined in clause 4.4 of 3GPP TS 29.501

* * * Next Change * * * *
[bookmark: _Toc25156618][bookmark: _Toc34124923][bookmark: _Toc43208059][bookmark: _Toc49857526][bookmark: _Toc56677372][bookmark: _Toc56691895][bookmark: _Toc56699159][bookmark: _Toc89035528][bookmark: _Toc89065327][bookmark: _Toc89180628][bookmark: _Toc97072323][bookmark: _Toc120051739][bookmark: _Toc153870331][bookmark: _Hlk97070650]A.5	Namf_Location
openapi: 3.0.0

info:
  version: 1.3.0-alpha.65
  title: Namf_Location
  description: |
    AMF Location Service.  
    © 20243, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).  
    All rights reserved.

security:
  - {}
  - oAuth2ClientCredentials:
      - namf-loc

externalDocs:
  description: 3GPP TS 29.518 V18.54.0; 5G System; Access and Mobility Management Services
  url: 'https://www.3gpp.org/ftp/Specs/archive/29_series/29.518/'

servers:
  - url: '{apiRoot}/namf-loc/v1'
    variables:
      apiRoot:
        default: https://example.com
        description: apiRoot as defined in clause 4.4 of 3GPP TS 29.501

* * * Next Change * * * *
[bookmark: _Toc89035529][bookmark: _Toc89065328][bookmark: _Toc89180629][bookmark: _Toc97072324][bookmark: _Toc120051740][bookmark: _Toc153870332][bookmark: _Hlk97070666]A.6	Namf_MBSBroadcast API
openapi: 3.0.0

info:
  version: 1.1.0-alpha.43
  title: Namf_MBSBroadcast
  description: |
    AMF MBSBroadcast Service.  
    © 20243, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).  
    All rights reserved.

externalDocs:
  description: 3GPP TS 29.518 V18.54.0; 5G System; Access and Mobility Management Services
  url: 'https://www.3gpp.org/ftp/Specs/archive/29_series/29.518/'

servers:
  - url: '{apiRoot}/namf-mbs-bc/v1'
    variables:
      apiRoot:
        default: https://example.com
        description: apiRoot as defined in clause 4.4 of 3GPP TS 29.501


* * * Next Change * * * *
[bookmark: _Toc81738314][bookmark: _Toc89035530][bookmark: _Toc89065329][bookmark: _Toc89180630][bookmark: _Toc97072325][bookmark: _Toc120051741][bookmark: _Toc153870333][bookmark: _Hlk97070691]A.7	Namf_MBSCommunication API
openapi: 3.0.0

info:
  version: 1.1.0-alpha.21
  title: Namf_MBSCommunication
  description: |
    AMF Communication Service for MBS.  
    © 20242, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).  
    All rights reserved.

externalDocs:
  description: 3GPP TS 29.518 V18.50.0; 5G System; Access and Mobility Management Services
  url: 'https://www.3gpp.org/ftp/Specs/archive/29_series/29.518/'

servers:
  - url: '{apiRoot}/namf-mbs-comm/v1'
    variables:
      apiRoot:
        default: https://example.com
        description: apiRoot as defined in clause 4.4 of 3GPP TS 29.501



* * * End of Changes * * * *

