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	Reason for change:
	The SMS_SBI architecture defines services exposed by the IP-SM-GW NF, which should be discovered and invoked, just like any other NF instance.

However, the IP-SM-GW registration information (updated in the HSS by the IP-SM-GW via the Nhss_imsSDM service) does not contain information necessary to discover and invoke those services.


	
	

	Summary of change:
	Enhance the registration information of IP-SM-GW with the NF Instance ID.


	
	

	Consequences if not approved:
	It is not possible to discover services offered by IP-SM-GW, defeating the whole purpose of a Service-Based Architecture (service discovery, real-time service scalability and resilence, etc...)
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	Other comments:
	This CR introduces backwards-compatible new features, with impacts on the following APIs:
- TS29562_Nhss_imsSDM.yaml
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Table 6.2.6.2.44-1: Definition of type IpSmGwAddress
	Attribute name
	Data type
	P
	Cardinality
	Description

	ipSmGwNumber
	Msisdn
	M
	1
	IP-SM-GW number

	ipSmGwDiaUri
	DiameterIdentity
	O
	0..1
	IP-SM-GW Diameter Uri. It shall be present if s6c is supported.

	ipSmGwDiaRealm
	DiameterIdentity
	O
	0..1
	IP-SM-GW Diameter Realm. It shall be present if s6c is supported.

	ipSmGwSbiSupInd
	boolean
	C
	0..1
	SBI Support Indication of the IP-SM-GW. it shall be present if provided in SMS Registration Information Creation or Update procedure (see clauses 5.3.2.7.6)
Contains the indication on whether or not the IP-SM-GW is expecting to support SBI-based MT SM transmit.
- true: the IP-SM-GW supports SBI for MT SM transmit.
- false, or absence of this attribute: the IP-SM-GW do not support SBI for MT SM transmit.

	ipSmGwInstanceId
	NfInstanceId
	O
	0..1
	NF Instance ID of the IP-SM-GW
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    IpSmGwAddress:
      description: IP-SM-GW number and diameter URI/realm
      type: object
      required:
       - ipSmGwNumber
      properties:
        ipSmGwNumber:
          $ref: '#/components/schemas/Msisdn'
        ipSmGwDiaUri:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DiameterIdentity'
        ipSmGwDiaRealm:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DiameterIdentity'
        ipSmGwSbiSupInd:
          type: boolean
          default: false
        ipSmGwInstanceId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NfInstanceId'
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