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[bookmark: _Toc155373261]9.11.3.94	TNAN information
The purpose of the TNAN information information element is to enable the network to assign the UE, a suitable TNAN information (SSID and TNGF identifier) for the requested NSSAI.
The TNAN information information element is coded as shown in figure 9.11.3.94.1 and table 9.11.3.94.1.
The TNAN information information element is a type 4 information element with a minimum length of 3 octets.
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	TNAN information IEI
	octet 1

	Length of TNAN information contents
	octet 2

	0
Spare
	SSID ind
	TNGF ID ind
	octet 3

	TNGF ID length
	octet 4*

	
TNGF ID
	octet 5*

octet m*

	SSID length
	octet m+1*

	
SSID
	octet m+2*

octet u*


Figure 9.11.3.94.1: TNAN information information element
Table 9.11.3.94.1: TNAN information information element
	TNGF ID indication (TNGF ID ind) (bit 1 of octet 3)

	The TNGF ID ind indicates whether the TNGF ID length field and the TNGF ID field are included in the TNAN information or not.

	Bit

	1

	0
	TNGF ID length and TNGF ID not included

	1
	TNGF ID length and TNGF ID included

	

	SSID indication (SSID ind) (bit 2 of octet 3)

	The SSID ind indicates whether the SSID length field and the SSID field are included in the TNAN information or not.

	Bit

	2

	0
	SSID length and SSID not included

	1
	SSID length and SSID included

	

	Bits 3 to 8 of octet 3 are spare and shall be coded as zero

	

	TNGF ID length (octet 4) indicates the length of the TNGF ID field.

	TNGF ID (octets 5 to m)

	The TNGF ID field is an octet string that indicates the TNGF ID.

	

	SSID length (octet m+1) indicates the length of the SSID field.

	SSID (octets m+2 to u)

	The SSID field is an octet string which shall have a maximum length of 32 octets (see IEEE Std 802.11 [59ABC]).
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SSID length (octet m+1) indicates the length of the SSID field.

The SSID field is an octet string which shall have a maximum length of 32 octets _






