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	* * * First Change * * *


[bookmark: _Toc155360230]15.2.7	Application ID
The purpose of the Application ID information element is to uniquely identify the application for which the payload is intended.
The Application ID information element is coded as shown in figure 15.2.7-1 and table 15.2.7-1.
The Application ID information element is a type 3 information element with a length of 2 octets.
	8
	7
	6
	5
	4
	3
	2
	1
	

	Application ID IEI
	octet 1

	Application ID value
	octet 2


Figure 15.2.7-1: Application ID value
Table 15.2.7-1: Application ID value
	Application ID value (octet 1)

The Application ID contains a number that uniquely identifies the destination application.



	Bits
	
	

	8
	7
	6
	5
	4
	3
	2
	1
	
	

	
	
	
	
	
	
	
	
	
	

	0
	0
	0
	0
	0
	0
	0
	1
	
	BROADBAND CALLOUT

	
	
	
	
	
	
	
	
	
	

	The Application ID Value contains a number that uniquely identifies a destination application.

The value ‘1’ is reserved for the Broadband Callout feature (NOTE).

All other features are coordinated by the mission critical organization.

NOTE: Broadband Callout is a feature defined by TCCA to reliably alert personnel about incidents. MCData SDS with this Application ID is used as a transport for Broadband Callout messages. Implementation of the Broadband Callout feature is left to TCCA.
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