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[bookmark: _Toc45209890][bookmark: _Toc51860715][bookmark: _Toc99186470][bookmark: _Toc154366934]20.2.2.2.8	Functional alias resolution from MCVideo server owning the functional alias procedure
In order to discover the MCVideo users that have successfully activated a handled functional alias in the MCVideo server owning the functional alias, the MCVideo server shall generate an initial SIP SUBSCRIBE request according to 3GPP TS 24.229 [11], IETF RFC 3856 [13], and IETF RFC 6665 [16].
In the SIP SUBSCRIBE request, the MCVideo server:
1)	shall set the Request-URI to the public service identity of the controlling MCVideo function associated with the handled functional alias;
NOTE 1:	The public service identity can identify the controlling MCVideo function in the primary MCVideo system or in a partner MCVideo system.
NOTE 2:	If the controlling MCVideo function is in a partner MCVideo system in a different trust domain, then the public service identity can identify the MCVideo gateway server that acts as an entry point in the partner MCVideo system from the primary MCVideo system.
NOTE 3:	If the controlling MCVideo function is in a partner MCVideo system in a different trust domain, then the primary MCVideo system can route the SIP request through an MCVideo gateway server that acts as an exit point from the primary MCVideo system to the partner MCVideo system.
NOTE 4:	How the MCVideo function serving the MCVideo user determines the public service identity of the controlling MCVideo function associated with the handled functional alias or of the MCVideo gateway server in the partner MCVideo system is out of the scope of the present document.
NOTE 5:	How the primary MCVideo system routes the SIP request through an exit MCVideo gateway server is out of the scope of the present document.
2)	shall include an application/vnd.3gpp.mcvideo-info+xml MIME body. In the application/vnd.3gpp.mcvideo-info+xml MIME body, the MCVideo server shall include the <mcvideo-request-uri> element set to the handled functional alias ID;
3)	shall include the ICSI value "urn:urn-7:3gpp-service.ims.icsi.mcvideo" (coded as specified in 3GPP TS 24.229 [11]), in a P-Asserted-Service header field according to IETF RFC 6050 [14];
4)	shall set the Expires header field according to IETF RFC 6665 [16] to zero;
5)	shall include an Accept header field containing the application/pidf+xml MIME type;
6)	shall include an Events header field set to "presence"; and
7)	shall include an application/simple-filter+xml MIME body indicating per-functional alias restrictions of presence event package notification information indicating the served functional alias.
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