

	
3GPP TSG-CT WG1 Meeting #147	C1-241573
Athens, Greece, 26 February-1 March 2024							Revision of C1-240716
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	24.549
	CR
	0016
	rev
	1
	Current version:
	18.0.0
	

	

	[bookmark: _Hlt497126619]For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	X



	

	Title:	
	Update the general description

	
	

	Source to WG:
	China Mobile, China Southern Power Grid Co

	Source to TSG:
	C1

	
	

	Work item code:
	NSCALE
	
	Date:
	2024-02-02

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-18

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	Rel-18 TS 23.434 mentions in clause 16:
The network slice capability enablement is a SEAL service that offers network slice capability enablement capabilities, such as support for vertical application to slice re-mapping (which can be defined as the mapping of the UEs running a vertical application to different slice), to one or more vertical applications. The NSCE service provides additional functionality and exposes slice capabilities based on 5GS management system services (e.g. MnS services) and 5GS network services (e.g. NEF APIs, NWDAF APIs, NSACF APIs). The detailed specification of NSCE is provided in 3GPP TS 23.435 [40].
It is suggested to update the scope and general description on NSCE to align to SA6 Rel-18 TS 23.434 and 23.435.

	
	

	Summary of change:
	1. Update the scope and general description on NSCE.
2. Add new reference.

	
	

	Consequences if not approved:
	SA6 Rel-18 requirements are not supported.

	
	

	Clauses affected:
	1, 2, 6.1

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


[bookmark: _Toc123577192]* * * First Change * * * *
[bookmark: _Toc131183807]1	Scope
[bookmark: references]The present document specifies the protocol aspects of the SEAL service for the network slice capability enablement to support re-mapping of a vertical application to different slices over the 3GPP system and slice capabilities based on 5GS management system services and 5GS network services. The protocol aspects specify the User Equipment (UE) supporting the client functionality of this SEAL service and the network supporting the server functionality of this SEAL service, where the client functionality and server functionality are specified in 3GPP TS 23.434 [2] and 3GPP TS 23.435 [x].
The present document is also applicable to the application server supporting the Vertical Application Layer server (VAL server) functionality for a specific Vertical Application Layer service (VAL service). The specification for the VAL server for a specific VAL service is out of scope of the present document.

* * * Next Change * * * *

[bookmark: _Toc131183808]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[bookmark: definitions][2]	3GPP TS 23.434: "Service Enabler Architecture Layer for Verticals (SEAL); Functional architecture and information flows".
[2A]	3GPP TS 23.502: "Procedures for the 5G System (5GS); Stage 2".
[3]	3GPP TS 24.526: "User Equipment (UE) policies for 5G System (5GS); Stage 3".
[bookmark: _Hlk102050923][3A]	3GPP TS 24.546: "Configuration management - Service Enabler Architecture Layer for Verticals (SEAL); Protocol specification".
[4]	3GPP TS 24.547: "Identity management - Service Enabler Architecture Layer for Verticals (SEAL); Protocol specification".
[5]	Void.
[6]	IETF RFC 4825: "The Extensible Markup Language (XML) Configuration Access Protocol (XCAP)".
[7]	IETF RFC 6750: "The OAuth 2.0 Authorization Framework: Bearer Token Usage".
[8]	IETF RFC 9110:"HTTP Semantics".
[9]	IETF RFC 7252: "The Constrained Application Protocol (CoAP)".
[10]	IETF RFC 8259: "The JavaScript Object Notation (JSON) Data Interchange Format".
[11]	IETF RFC 8323: "CoAP (Constrained Application Protocol) over TCP, TLS, and WebSockets".
[12]	OMA OMA-TS-XDM_Core-V2_1-20120403-A: "XML Document Management (XDM) Specification".
[X]	3GPP TS 23.435: "Procedures for Network Slice Capability Exposure for Application Layer Enablement Service".



* * * Next Change * * * *
[bookmark: _Toc131183817]6.1	General
The network slice capability enablement procedures is a SEAL service of:
a)  providing network slice capability enablement capabilities for network slice re-mapping from one VAL service to one or more other VAL services, according to 3GPP TS 23.434 [2] and 3GPP TS 23.435 [x]. The network server entity, providing the functionality for the network slice re-mapping, acts as an AF communicating with 5GCN to provide guidance to update and modify the S-NSSAIs and the DNNs of the route selection descriptors of the URSP rules, 3GPP TS 24.526 [3], for one or more application traffics per UE.; and
NOTE:	In this release, S-NSSAI and DNN are only used as the route selection descriptor.
b) providing slice capabilities based on 5GS management system services and 5GS network services, according to 3GPP TS 23.435 [x] e.g., retrieving the KQI data of services, the QoE data, the end user information and fault reports from NSCE client, notifying the slice modification and delivering slice information to NSCE client.

* * * End of Changes * * * *

