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	24.501
	5992
	1
	Rel-18
	Corrections to the network indication to the UE for ranging and sidelink positioning support
	F
	18.5.0
	CT1#147
	C1-241581
	Nokia, Nokia Shanghai Bell
	Ranging_SL
	5.5.1.2.4, 5.5.1.3.4
	TS/TR ... CR ...; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.501
	6015
	1
	Rel-18
	Modification on naming of ranging and sidelink capability
	F
	18.5.0
	CT1#147
	C1-241582
	ZTE
	Ranging_SL
	5.5.1.2.2, 5.5.1.3.2, 9.11.3.1
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.501
	6100
	3
	Rel-18
	Update UE ranging and sidelink positioning capability per role
	C
	18.5.0
	CT1#147
	C1-241643
	Xiaomi
	Ranging_SL
	5.5.1.2.2, 5.5.1.3.2, 9.11.3.1
	TS 23.586 CR 0087; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.554
	0503
	-
	Rel-18
	Clarification on content type for ranging and sidelink positioning in discovery message
	F
	18.3.0
	CT1#146
	C1-240179
	ZTE
	Ranging_SL
	11.2.1
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.554
	0532
	1
	Rel-18
	Update Security aspects to support ranging and sidelink positioning in 5G ProSe DCR procedure
	C
	18.3.0
	CT1#147
	C1-241609
	Xiaomi
	Ranging_SL
	
	

	24.571
	0043
	6
	Rel-18
	Mobile Terminated Location Request for Ranging_SL
	B
	18.3.0
	CT1#147
	C1-241630
	Xiaomi, Ericsson
	Ranging_SL
	5.2.1.x(new), 5.2.1.x.1(new), 5.2.1.x.2(new)
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.571
	0059
	1
	Rel-18
	SL-MO-LR response in case of network congestion
	B
	18.3.0
	CT1#146
	C1-240321
	Nokia, Nokia Shanghai Bell
	Ranging_SL
	5.2.2.9.2
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.571
	0064
	-
	Rel-18
	Correction to NAS signalling transport for downlink SLPP messages
	F
	18.3.0
	CT1#146
	C1-240177
	ZTE
	Ranging_SL
	5.2.1.6
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.571
	0069
	1
	Rel-18
	Procedure for Ranging/SL Positioning service exposure through 5GC network via control plane
	B
	18.3.0
	CT1#147
	C1-241518
	Ericsson
	Ranging_SL
	3.1, 5.2.2.9.1, 5.2.2.9.2
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.571
	0070
	2
	Rel-18
	DL Supplementary service message between LMF and UE for Ranging_SL
	B
	18.3.0
	CT1#147
	C1-241629
	Xiaomi
	Ranging_SL
	3.3, 5.2.1.x(new), 5.2.1.x.1(new), 5.2.1.x.2(new)
	TS24.080 CR 0115; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.571
	0071
	2
	Rel-18
	UL Supplementary service message between LMF and UE for Ranging_SL
	B
	18.3.0
	CT1#147
	C1-241628
	Xiaomi
	Ranging_SL
	5.2.2.x(new), 5.2.2.x.1(new), 5.2.2.x.2(new)
	TS24.080 CR 0115; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.587
	0287
	1
	Rel-18
	Adding new V2X message family encoding for supplementary RSPP signaling
	B
	18.4.0
	CT1#146
	C1-240368
	Qualcomm Incorporated, Ericsson
	Ranging_SL
	9.2
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.587
	0294
	2
	Rel-18
	Clarification on RSPP metadata IE used in PC5 link establishment procedure for V2X capable UE
	F
	18.4.0
	CT1#147
	C1-241621
	ZTE
	Ranging_SL
	6.1.2.2.1, 7.3.1.1, 7.3.2.1, 8.4.x (new)
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 


