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	Reason for change:
	In the List of UDP port numbers, following corrections are needed:

1- The attribute name "fmtp" is mentioned wrongly as "fmpt" multiple times. This needs to be corrected.

2- There is nothing called "<transport>" portion in the media announcement field ("m=") according to IETF RFC 4566…but instead it shall be called "<proto>" . This can be seen in IETF RFC 4566 as following:

5.14.  Media Descriptions ("m=")

      m=<media> <port> <proto> <fmt> ...
…
  <proto> is the transport protocol.  The meaning of the transport
      protocol is dependent on the address type field in the relevant
      "c=" field.  Thus a "c=" field of IP4 indicates that the transport
      protocol runs over IP4.  The following transport protocols are
      defined, but may be extended through registration of new protocols
      with IANA (see Section 8):

      *  udp: denotes an unspecified protocol running over UDP.
…


	
	

	Summary of change:
	1- Correcting the attribute name to be "fmtp".
2- Correcting "<transport>" portion to be "<proto>" portion.
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	Wrong attributes stay in the spec.
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[bookmark: _Toc533170289][bookmark: _Toc45198904][bookmark: _Toc51869502][bookmark: _Toc58572530][bookmark: _Toc58572650][bookmark: _Toc58572729][bookmark: _Toc58572808][bookmark: _Toc58572888][bookmark: _Toc58572967][bookmark: _Toc58573047][bookmark: _Toc58573125][bookmark: _Toc58573204][bookmark: _Toc58573283][bookmark: _Toc58573362][bookmark: _Toc138371443][bookmark: _Toc155844352]9.4.3	List of UDP port numbers and associated V2X message family
The association between a UDP port number and a V2X message family is defined according to the media announcement field ("m=") of IETF RFC 4566 [31], with:
a)	the <port> portion set to the UDP port number;
b)	the <media> portion set to "application";
c)	the <transportproto> portion set to "udp";
d)	the <fmt> portion set to "vnd.3gpp.5gsv2x"; and
e)	an fmtp attribute:
1)	with the <format> portion set to "vnd.3gpp.5gsv2x"; and
2)	with the <format specific parameters> portion containing a semicolon separated list of parameters as specified in clause A.1.2 with:
A)	a type parameter set to IP or non-IP; and
B)	if a UDP port is used for exchange of V2X messages of non-IP type of data, a v2x-message-family parameter set to the value of the associated V2X message family as specified in clause 9.2.
If multiple parameters are indicated in the <format specific parameters> portion of an fmptp attribute with the <format> portion set to "vnd.3gpp.5gsv2x", the order of parameters is not significant.
Sending entity shall not include any parameter not defined in the present version of the present specification in the <format specific parameters> portion of an fmptp attribute with the <format> portion set to "vnd.3gpp.5gsv2x".
Receiving entity shall ignore any parameter included in the <format specific parameters> portion of an fmptp attribute with the <format> portion set to "vnd.3gpp.5gsv2x", such that the parameter is not specified in the present version of the present specification.
Receiving entity shall ignore the media announcement field ("m=") if the type parameter does not contain a value or contains a value not specified in the present version of the present specification.
***** End of changes *****

