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[bookmark: _Toc146313195][bookmark: _Toc152151254][…]
17	CAG list handling
17.1	CAG list handling for 5G
17.1.1	Automatic CAG selection with preconfigured CAG list on USIM 
[…]
17.1.1.4	Method of tests
17.1.1.4.1	Initial conditions
[…]
***** start of changes *****
[bookmark: _Toc132275128][bookmark: _Toc146300462]17.1.1.4.2	Procedure
a)	Bring up CAG cell Cell B, and the UE is switched on.
b)	After 5 mins, bring up CAG cell Cell A and power down Cell B.
c)	 The UE sends REGISTRATION REQUEST to the available CAG cell Cell A, indicates the registration type IE as "initial registration".
d)	The NG-SS sends REGISTRATION ACCEPT with a 5G-GUTI.
e)	The UE sends REGISTRATION COMPLETE to NG-SS.
f)	UE is switched off, and then Cell A is powered down.
g)	CAG Cell B is powered up again with SIB1 modified to indicate new cag-identity 00 00 00 07.
h)	The UE is now switched on.
i)	The UE sends REGISTRATION REQUEST to CAG Cell B, indicates the registration type IE as "initial registration".
j)	UE is switched off, and then NG-SS is powered down.
[bookmark: _Toc132275129][bookmark: _Toc146300463]17.1.1.4.3	Acceptance criteria
1)	 After step a) ME shall not attempt registration to CAG Cell B.
2)	 At step c) ME shall send REGISTRATION REQUEST to CAG cell Cell A.
3)	 After step i) ME shall send REGISTRATION REQUEST to CAG cell Cell B.
***** end of changes *****
[bookmark: _GoBack][…]


3GPP
