

	
3GPP TSG-CT WG3 Meeting #133	C3-241621
[bookmark: _GoBack]Athens, GR, 26 Feb - 01 Mar, 2024													(revision of C3-241275)
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	29.520
	CR
	0860
	rev
	1
	Current version:
	18.4.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X



	

	Title:	
	Resolve the Editor's Note for DN performance analytics

	
	

	Source to WG:
	Huawei, Ericsson

	Source to TSG:
	CT3 

	
	

	Work item code:
	eNA_Ph3
	
	Date:
	2024-02-10

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-18

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	[bookmark: _CRTable6_14_32]According to Table 6.14.3-2 in TS 23.288, the Aggregated Traffic rate, Variance Traffic rate and the other information can be provided in the DN performance prediction, while detail UE list is only applied to statistics. The EN and NOTE in Table 5.1.6.2.47-1 can be removed.

	
	

	Summary of change:
	Remove the Editor’s Note and NOTE in Table 5.1.6.2.47-1.

	
	

	Consequences if not approved:
	Open issue and error in the specification.

	
	

	Clauses affected:
	5.1.6.2.47

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	This CR does not impact the OpenAPI file.

	
	

	This CR's revision history:
	



Page 1


Additional discussion(if needed):
Proposed changes:
*** 1st Change ***
[bookmark: _Toc145705737][bookmark: _Toc148522641][bookmark: _Toc153363691][bookmark: _Toc148523011][bookmark: _Toc153364069]5.1.6.2.47	Type PerfData
Table 5.1.6.2.47-1: Definition of type PerfData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	avgTrafficRate
	BitRate
	O
	0..1
	Indicates average traffic rate observed for UEs communicating with the application.
	

	maxTrafficRate
	BitRate
	O
	0..1
	Indicates maximum traffic rate observed for UEs communicating with the application.
	

	minTrafficRate
	BitRate
	O
	0..1
	Indicates minimum traffic rate observed for UEs communicating with the application.
The minimum traffic rate measurements are only derived from active traffic.
	DnPerformanceExt_AIML

	aggTrafficRate
	BitRate
	O
	0..1
	Indicates aggregated traffic rate. (NOTE)
	DnPerformanceExt_AIML

	varTrafficRate
	Float
	O
	0..1
	Indicates variance of traffic rate. (NOTE)
	DnPerformanceExt_AIML

	trafRateUeIds
	array(Supi)
	O
	1..N
	Identifies a UE or a list of UEs whose traffic rate is higher or lower than the threshold. Each element identifies a SUPI of an UE. The maximum number of SUPI(s) shall not exceed the subscribed "maxSupiNbr" attribute value if provided. (NOTE)
	DnPerformanceExt_AIML

	avePacketDelay
	PacketDelBudget
	O
	0..1
	Indicates average Packet Delay.
	

	maxPacketDelay
	PacketDelBudget
	O
	0..1
	Indicates maximum Packet Delay.
	

	varPacketDelay
	Float
	O
	0..1
	Indicates variance of Packet Delay. (NOTE)
	DnPerformanceExt_AIML

	packDelayUeIds
	array(Supi)
	O
	1..N
	Identifies a UE or a list of UEs whose packet delay is higher or lower than the threshold. Each element identifies a SUPI of an UE. The maximum number of SUPI(s) shall not exceed the subscribed "maxSupiNbr" attribute value if provided. (NOTE)
	DnPerformanceExt_AIML

	avgPacketLossRate
	PacketLossRate
	O
	0..1
	Indicates average Packet Loss Rate.
	

	maxPacketLossRate
	PacketLossRate
	O
	0..1
	Indicates maximum Packet Loss Rate.
	DnPerformanceExt_AIML

	varPacketLossRate
	Float
	O
	0..1
	Indicates variance of Packet Loss Rate. (NOTE)
	DnPerformanceExt_AIML

	packLossUeIds
	array(Supi)
	O
	1..N
	Identifies a UE or a list of UEs whose packet loss rate is higher than the threshold. Each element identifies a SUPI of an UE. The maximum number of SUPI(s) shall not exceed the subscribed "maxSupiNbr" attribute value if provided. (NOTE)
	DnPerformanceExt_AIML

	numOfUe
	Uinteger
	O
	0..1
	The number of UEs for the UE gourp or all UEs (i.e. any UE) communicating with the application in the DNAI.
	DnPerformanceExt_eNA

	NOTE:	If these attribute(s) is provided, the analytics target period shall be a past time period (i.e. only statistics is applicable).



Editor’s note: It is FFS whether the prediction is applicable to all the performance defined in above table.


*** End of Changes ***
