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This clause specifies the application data model supported by the API. Data types listed in clause 7.2 also apply to this API.
Table 8.1.4.1-1 specifies the data types defined specifically for the CAPIF_Discover_Service_API.
Table 8.1.4.1-1: CAPIF_Discover_Service_API specific Data Types
	Data type
	Section defined
	Description
	Applicability

	DiscoveredAPIs
	Clause 8.1.4.2.2
	Represents a list of APIs currently registered in the CAPIF core function
 and satisfying a number of filter criteria provided by the API consumer.
	

	IpAddrInfo
	Clause 8.1.4.2.4
	Represents the UE IP address information.
	RNAA



Table 8.1.4.1-2 specifies data types re-used by the CAPIF_Discover_Service_API service.
Table 8.1.4.1-2: Re-used Data Types
	Data type
	Reference
	Comments
	Applicability

	AefLocation
	Clause 8.2.4.2.10
	Used to indicate the AEF location.
	

	CommunicationType
	Clause 8.2.4.3.5
	Used to indicate the communication type used by the API.
	

	Ipv4Addr
	3GPP TS 29.122 [14]
	Used to indicate an IPv4 address.
	RNAA

	Ipv6Addr
	3GPP TS 29.122 [14]
	Used to indicate an IPv6 address.
	RNAA

	ProblemDetails
	3GPP TS 29.122 [14]
	Used to represent additional information and details on an error response.
	

	ServiceKpis
	Clause 8.2.4.2.13
	Represents information about the service characteristics provided by a service API.
	EdgeApp_2

	SupportedFeatures
	3GPP TS 29.571 [19]
	Used to negotiate the applicability of optional features defined in table 8.1.6-1.
	



* * * * Next change * * * *
8.2.4.1	General
This clause specifies the application data model supported by the API. Data types listed in clause 7.2 also apply to this API.
Table 8.2.4.1-1 specifies the data types defined specifically for the CAPIF_Publish_Service_API service.
specifies the data types defined specifically for the CAPIF_Publish_Service_API service.
Table 8.2.4.1-1: CAPIF_Publish_Service_API specific Data Types
	Data type
	Section defined
	Description
	Applicability

	ApiStatus
	Clause 8.2.4.2.12
	Represents the API status.
	ApiStatusMonitoring

	AefLocation
	Clause 8.2.4.2.10
	Represents the location information (e.g. civic address, GPS coordinates, data center ID) where the AEF providing the service API is located.
	

	AefProfile
	Clause 8.2.4.2.4
	Represents the AEF profile data.
	

	CommunicationType
	Clause 8.2.4.3.5
	Indicates a communication type of the resource or a custom operation.
	

	CustomOperation
	Clause 8.2.4.2.7
	Represents the description of a custom operation.
	

	DataFormat
	Clause 8.2.4.3.4
	Indicates a data format, e.g., JSON.
	

	InterfaceDescription
	Clause 8.2.4.2.3
	Represents the description of the API interface.
	

	IpAddrRange
	Clause 8.2.4.2.14
	Represents the list of IP address ranges information.
	

	Operation
	Clause 8.2.4.3.7
	Indicates an HTTP method (e.g. PUT).
	

	Protocol
	Clause 8.2.4.3.3
	Indicates a protocol and protocol version used by the API.
	

	PublishedApiPath
	Clause 8.2.4.2.9
	Represents the published API path within the same CAPIF provider domain.
	

	Resource
	Clause 8.2.4.2.6
	Represents the API resource data.
	

	SecurityMethod
	Clause 8.2.4.3.6
	Indicates the security method (e.g. PKI).
	

	ServiceAPIDescription
	Clause 8.2.4.2.2
	Represents the description of a service API as published by the APF.
	

	ServiceAPIDescriptionPatch
	Clause 8.2.4.2.11
	Represents the parameters to request the modification of an APF published API resource.
	PatchUpdate

	ServiceKpis
	Clause 8.2.4.2.13
	Represents information about the service characteristics provided by a service API.
	EdgeApp_2

	ShareableInformation
	Clause 8.2.4.2.8
	Indicates whether the service API and/or the service API category can be shared to the list of CAPIF provider domains.
	

	Version
	Clause 8.2.4.2.5
	Represents the API version information
	



Table 8.2.4.1-2 specifies data types re-used by the CAPIF_Publish_Service_API service: 
Table 8.2.4.1-2: Re-used Data Types
	Data type
	Reference
	Comments
	Applicability

	CivicAddress
	3GPP TS 29.572 [30]
	Used to indicate a civic address.
	

	DateTime
	3GPP TS 29.122 [14]
	Used to indicate an expiration timer.
	

	DurationSec
	3GPP TS 29.122 [14]
	Indicates the duration in seconds.
	

	Fqdn
	3GPP TS 29.571 [19]
	Used to indicate a FQDN.
	

	GeographicArea
	3GPP TS 29.572 [30]
	Used to indicate a geographic area.
	

	Ipv4Addr
	3GPP TS 29.122 [14]
	Used to indicate an IPv4 address.
	

	Ipv6Addr
	3GPP TS 29.122 [14]
	Used to indicate an IPv6 address.
	

	Ipv4AddressRange
	3GPP TS 29.571 [19]
	Used to indicate the IPv4 address range.
	RNAA

	Ipv6AddressRange
	3GPP TS 29.571 [19]
	Used to indicate the IPv6 address range.
	RNAA

	Port
	3GPP TS 29.122 [14]
	Used to indicate a port.
	

	SupportedFeatures
	3GPP TS 29.571 [19]
	Used to negotiate the applicability of optional features defined in table 8.2.6-1.
	ApiSupportedFeaturePublishing

	Uinteger
	3GPP TS 29.571 [19]
	Unsigned Integer, i.e. only value 0 and integers above 0 are permissible.
Minimum = 0.
	



* * * * Next change * * * *
8.2.4.2.13	Type: ServiceKpis
Table 8.2.4.2.13-1: Definition of type ServiceKpis
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	maxReqRate
	Uinteger
	CO
	0..1
	Contains the maximum request rate (i.e., number of requests per second) from the API Invoker that is supported by any service producer of the service API.
	

	maxRestime
	DurationSec
	CO
	0..1
	Contains the maximum response time (expressed in seconds) supported for the API Invoker's service requests.
	

	availability
	Uinteger
	CO
	0..1
	Contains the advertised percentage of time any service producer of the service API is available for the API Invoker's use.

Minimum: 0
Maximum: 100
	

	avalComp
	string
	CO
	0..1
	Contains the maximum compute resource available for the API Invoker.

It is encoded as a string representing a compute resource in FLOPS that shall be formatted as follows:
Pattern: '^\d+(\.\d+)? (kFLOPS|MFLOPS|GFLOPS|TFLOPS|PFLOPS|EFLOPS|ZFLOPS)$'

Examples:
"125 PFLOPS", "0.125 EFLOPS", "125000 TFLOPS"
	

	avalGraComp
	string
	CO
	0..1
	Contains the maximum graphical compute resource available for the API Invoker.

It is encoded as a string representing a graphical compute resource in FLOPS that shall be formatted as follows:
Pattern: '^\d+(\.\d+)? (kFLOPS|MFLOPS|GFLOPS|TFLOPS|PFLOPS|EFLOPS|ZFLOPS)$'

Examples:
"1250 TFLOPS", "1.25 PFLOPS", "1250000 GFLOPS"
	

	avalMem
	string
	CO
	0..1
	Contains the maximum memory resource available for the API Invoker.

It is encoded as a string representing a memory resource that shall be formatted as follows:
Pattern: '^\d+(\.\d+)? (KB|MB|GB|TB|PB|EB|ZB|YB)$'

Examples:
"128 GB", "0.128 TB", "128000 MB"
	

	avalStor
	string
	CO
	0..1
	Contains the maximum storage resource available for the API Invoker.

It is encoded as a string representing a storage resource that shall be formatted as follows:
Pattern: '^\d+(\.\d+)? (KB|MB|GB|TB|PB|EB|ZB|YB)$'

Examples:
"128 TB", "0.128 PB", "128000 GB"
	

	conBand
	Uinteger
	CO
	0..1
	Contains the connection bandwidth (expressed in kbps) advertised for the API Invoker's use.
	

	NOTE:	At least one of the attributes of this data structure shall be present.



* * * * End of changes * * * *
