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* * * * Start of changes * * * *
[bookmark: _Toc24868497][bookmark: _Toc34154005][bookmark: _Toc36040949][bookmark: _Toc36041262][bookmark: _Toc43196550][bookmark: _Toc43481320][bookmark: _Toc45134597][bookmark: _Toc51189129][bookmark: _Toc51763805][bookmark: _Toc57206037][bookmark: _Toc59019378][bookmark: _Toc68170051][bookmark: _Toc83234092][bookmark: _Toc90661471][bookmark: _Toc138754983][bookmark: _Toc151885699][bookmark: _Toc152075764][bookmark: _Toc153793480][bookmark: _Toc157113362][bookmark: _Toc120544592][bookmark: _Toc138755032][bookmark: _Toc151885770][bookmark: _Toc152075835][bookmark: _Toc153793551][bookmark: _Toc157113433]7.1.1.4.2.2	Type: LocationReportConfiguration
Table 7.1.1.4.2.2-1: Definition of type LocationReportConfiguration
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	valServerId
	string
	M
	1
	Represents the VAL server identifier.
	

	valTgtUe
	ValTargetUe
	M
	1
	Represents the VAL User ID or VAL UE ID to which the location reporting applies.
	

	immRep
	boolean
	O
	0..1
	Indication of immediate reporting. If included, when it is set to true it indicates immediate reporting of the subscribed events, if available. Otherwise, reporting will occur when the event is met.
	

	monDur
	DateTime
	O
	0..1
	Represents the time at which the subscription ceases to exist (i.e the reporting trigger becomes invalid). If omitted, there is no time limit.
	

	repPeriod
	DurationSec
	O
	0..1
	Indicates the minimum time interval between successive location reports.
	

	notifUri
	Uri
	C
	0..1
	Represents the notification URI.

This attribute shall be provided when the "NotifSupport" feature is supported.
	NotifSupport

	accuracy
	Accuracy
	O
	0..1
	Represents the desired level of accuracy of the requested location information.
	

	triggCriteria
	TriggeringCriteria
	O
	0..1
	Represents the location report triggering criteria based on the VAL service area information.
	TriggeringCriteria

	valSvcAreaIds
	array(string)
	O
	0..1
	Represents the VAL service area ID(s).
	ValSrvArea

	suppFeat
	SupportedFeatures
	CO
	0..1
	Used to negotiate the applicability of optional featuressupported features of the API as defined in clause 7.1.1.6.

This attribute shall be provided only if feature negotiation needs to take placein the HTTP POST request and in the response of successful resource creation.
	

	report
	LocationReport
	O
	0..1
	Represents location report.

This attribute may be present only in the response to a Location Trigger creation/update request.
	NotifSupport



* * * * Next change * * * *
7.1.3.4.2.4	Type: ValServiceAreaData
Table 7.1.3.4.2.4-1: Definition of type ValServiceAreaData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	valSvcAreas
	array(ValServiceArea)
	O
	1..N
	Represents the requested VAL service area(s).

If this attribute is not present, this means that no VAL service data instance satisfies the provided query parameter(s) in the request.
	

	suppFeats
	SupportedFeatures
	CO
	0..1
	Used to negotiate the applicability of optional features defined in table 7.1.3.6-1.
This attribute shall be present only if feature negotiation needs to take place.
	



[bookmark: _Toc24868574][bookmark: _Toc34154079][bookmark: _Toc36041023][bookmark: _Toc36041336][bookmark: _Toc43196579][bookmark: _Toc43481349][bookmark: _Toc45134626][bookmark: _Toc51189158][bookmark: _Toc51763834][bookmark: _Toc57206066][bookmark: _Toc59019407][bookmark: _Toc68170080][bookmark: _Toc83234121][bookmark: _Toc90661517][bookmark: _Toc138755068][bookmark: _Toc151885812][bookmark: _Toc152075877][bookmark: _Toc153793593][bookmark: _Toc157113475]* * * * Next change * * * *
7.2.1.4.2.2	Type: VALGroupDocument
Table 7.2.1.4.2.2-1: Definition of type VALGroupDocument
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	valGroupId
	string
	M
	1
	This is VAL group identity (VAL group ID) as per TS 23.434 [2], which is a unique identifier within the VAL service that represents a VAL group, set of VAL users or VAL UEs according to the VAL service.
	

	grpDesc
	string
	O
	0..1
	Text description of the VAL group.
	

	members
	array(ValTargetUe)
	O
	1..N
	List of VAL User IDs or VAL UE IDs, which are members of the VAL group.
	

	valGrpConf
	string
	O
	0..1
	Configuration data for the VAL group.
Shall be present in HTTP POST request message from VAL server to Group Management server.
	

	valServiceIds
	array(string)
	O
	1..N
	List of VAL services whose communications enabled on the group.
	

	suppFeat
	SupportedFeatures
	CO
	0..1
	Used to negotiate the supported optional features of the API as described in clause 6.8.
This attribute shall be provided only if feature negotiation needs to take place.in the HTTP POST request and in the response of successful resource creation.
	

	resUri
	Uri
	O
	0..1
	The URI for individual VAL group document resource. (NOTE 1)

	

	locInfo
	LocationInfo
	O
	0..1
	The location information related to the VAL group. This information is used to determine the members of the group.
	

	addLocInfo
	LocationArea5G
	O
	0..1
	The additional location information related to the VAL group. This information is used to determing the members of the group.
	

	valSvcAreaId
	string
	O
	0..1
	Identifier of the VAL service area.
	ValSrvArea

	extGrpId
	ExternalGroupId
	O
	0..1
	The external group identifier, identifying the member UEs of the VAL group at the 3GPP core network.
	

	com5GLanType
	PduSessionType
	O
	0..1
	Identifies the 5G LAN-Type communication. (NOTE 2)
	

	valSvcInf
	string
	O
	0..1
	VAL service specific information that may be present during group membership update and in the notification of the events "GM_GROUP_INFO_CHANGE" and "GM_GROUP_CREATE".
	

	NOTE 1:	The "resUri" attribute is not modifiable by the VAL server.
NOTE 2:		The enumeration value "UNSTRUCTURED" in data type "PduSessionType" is not applicable.



Editor's note:	The cardinality and the presence condition of the "valSvcAreaId" attribute is FFS and to be aligned based on stage-2 requirements.
* * * * End of change * * * *
