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	Reason for change:
	The following issues have been identified in clause 4.4.9.3 in the service description clause of the AF required QoS for UE(s) not identified by their UE address(es) functionality:
· The first bullet hints that it is only applicable to POST requests (resource creation) whereas it should also applicable to PUT request, and more generally speaking within the corresponding resource representation.
· The two alternatives (trigger the TSCTSF or store in the UDR) need further minor clarifications to avoid confusion.

	
	

	Summary of change:
	This CR proposes to:
· Address the above-mentioned issues.
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	· The service description clauses of the AF required QoS for UE(s) not identified by their UE address(es) functionality is not completed.
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* * * * Start of changes * * * *
[bookmark: _Toc151992745][bookmark: _Toc151999525][bookmark: _Toc152158097][bookmark: _Toc153790974][bookmark: _Toc24868396][bookmark: _Toc34153886][bookmark: _Toc36040830][bookmark: _Toc36041143][bookmark: _Toc43196416][bookmark: _Toc43481186][bookmark: _Toc45134463][bookmark: _Toc51188995][bookmark: _Toc51763671][bookmark: _Toc57205903][bookmark: _Toc59019244][bookmark: _Toc68169917][bookmark: _Toc83233958][bookmark: _Toc90661312][bookmark: _Toc138754747][bookmark: _Toc151885430][bookmark: _Toc152075495][bookmark: _Toc153793210][bookmark: _Toc24868456][bookmark: _Toc34153949][bookmark: _Toc36040893][bookmark: _Toc36041206][bookmark: _Toc43196471][bookmark: _Toc43481241][bookmark: _Toc45134518][bookmark: _Toc51189050][bookmark: _Toc51763726][bookmark: _Toc57205958][bookmark: _Toc59019299][bookmark: _Toc68169972][bookmark: _Toc83234013][bookmark: _Toc90661376][bookmark: _Toc138754837][bookmark: _Toc151885535][bookmark: _Toc152075600][bookmark: _Toc153793315][bookmark: _Toc34035293][bookmark: _Toc36037286][bookmark: _Toc36037590][bookmark: _Toc38877432][bookmark: _Toc43199514][bookmark: _Toc45132693][bookmark: _Toc59015436][bookmark: _Toc63170992][bookmark: _Toc66282029][bookmark: _Toc68165905][bookmark: _Toc70426197][bookmark: _Toc73433545][bookmark: _Toc73435642][bookmark: _Toc73437048][bookmark: _Toc75351458][bookmark: _Toc83229736][bookmark: _Toc85527728][bookmark: _Toc90649353][bookmark: _Toc151473232]4.4.9.3	Procedures for AF required requested QoS for a target UE or group of UE(s) not identified by UE address(es)
[bookmark: _Hlk141882034]When the "GMEC_5G" feature is supported and the AF requiredrequested QoS targeting for one or severala UE or group of UE(s) not identified by the their UE address(es), as described defined in clause 4.15.6.14 of 3GPP TS 23.502 [2], the provisions and procedures of clause 4.4.9.2 shall apply with the following differences:
-	Either the "extGroupId" attribute or the "gpsi" attribute shall be provided used to identify the target UE or group of UE(s) within the "Individual AS Session with Required QoS Subscription" resource representation in the HTTP POST request message.
-	After the successful authorization of the request at the NEF, the NEF may further support service specific authorization as described defined in clause 4.15.6.10 in of 3GPP TS 23.502 [2] and 3GPP TS 29.503 [63].
-	At the reception of requests from the AF, Tthe NEF shall either invoke the relevant TSCTSF service, as defined in 3GPP TS 29.565 [50] at the reception of the request, in order to fulfil the request, or when it determines to not invoke the TSCTSF, invoke the Nudr_DataRepository service as described in 3GPP TS 29.504 [20] and 3GPP TS 29.519 [23] to store the received AF requested QoS information related tofor the target UE or group of UE(s) identified by the SUPI or Internal Group ID or SUPI (derived respectively from the received GPSI or External Group ID) as Application Data in the UDR.
-	No direct interactions from the NEF towards the PCF shall take place.
-	The NEF may receive notification(s) about on the subscribed event(s) from the TSCTSF (when the NEF decided to invokes the TSCTSF at the reception of the corresponding AF required QoS requests) or from the PCF (when the NEF decided to not invoke the TSCTSF but rather invokeds the Nudr_DataRepository service as described in 3GPP TS 29.504 [20] and 3GPP TS 29.519 [23] at the reception of the corresponding AF required QoS request). In the latter case, the PCF notifies the NEF about on the subscribedmatched event(s) using the Npcf_PolicyAuthorization_Notify service operation, as specified in 3GPP TS 29.514 [7].
* * * * End of changes * * * *
