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Additional discussion(if needed):
Proposed changes:

*** First Change ***
[bookmark: _Toc28011137][bookmark: _Toc34138000][bookmark: _Toc36037595][bookmark: _Toc39051697][bookmark: _Toc43363289][bookmark: _Toc45132896][bookmark: _Toc49871627][bookmark: _Toc50023517][bookmark: _Toc51761197][bookmark: _Toc67492680][bookmark: _Toc74838414][bookmark: _Toc104311237][bookmark: _Toc104385917][bookmark: _Toc104407111][bookmark: _Toc104408404][bookmark: _Toc104545998][bookmark: _Toc151471571]5.6.2.3	Type PolicyAssociationRequest
Table 5.6.2.3-1: Definition of type PolicyAssociationRequest
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	notificationUri
	Uri
	M
	1
	Identifies the recipient of Notifications sent by the PCF.
	

	altNotifIpv4Addrs
	array(Ipv4Addr)
	O
	1..N
	Alternate or backup IPv4 Address(es) where to send Notifications.
	

	altNotifIpv6Addrs
	array(Ipv6Addr)
	O
	1..N
	Alternate or backup IPv6 Address(es) where to send Notifications.
	

	altNotifFqdns
	array(Fqdn)
	O
	1..N
	Alternate or backup FQDN(s) where to send Notifications.
	

	supi
	Supi
	M
	1
	Subscription Permanent Identifier.
	

	gpsi
	Gpsi
	C
	0..1
	Generic Public Subscription Identifier. Shall be provided when available.
	

	accessType
	AccessType
	C
	0..1
	The Access Type where the served UE is camping. Shall be provided when available.
	

	accessTypes
	array(AccessType)
	C
	1..N
	The Access Types where the served UE is camping. Shall be provided when available.
	MultipleAccessTypes

	pei
	Pei
	C
	0..1
	The Permanent Equipment Identifier of the served UE. Shall be provided when available.
	

	userLoc
	UserLocation
	C
	0..1
	The location of the served UE. Shall be provided when available.
	

	timeZone
	TimeZone
	C
	0..1
	The time zone where the served UE is camping. Shall be provided when available.
	

	servingPlmn
	PlmnIdNid
	C
	0..1
	The serving network (a PLMN or an SNPN) where the served UE is camping. For the SNPN the NID together with the PLMN ID identifies the SNPN. Shall be provided when available.
	

	ratType
	RatType
	C
	0..1
	The 3GPP RAT Type where the served UE is camping. Shall be provided when available.
	

	ratTypes
	array(RatType)
	C
	1..N
	The 3GPP and non-3GPP RAT Types where the served UE is camping. Shall be provided when available.
	MultipleAccessTypes

	groupIds
	array(GroupId)
	C
	1..N
	List of Internal Group Identifiers of the served UE. Shall be provided when available.
	

	[bookmark: _Hlk514096922]servAreaRes
	ServiceAreaRestriction
	C
	0..1
	Service Area Restriction as part of the AMF Access and Mobility Policy. Shall be provided when available.
	

	wlServAreaRes
	WirelineServiceAreaRestriction
	O
	0..1
	Wireline Service Area Restriction as part of the AMF Access and Mobility Policy.
	WirelineWirelessConvergence

	rfsp
	RfspIndex
	C
	0..1
	RFSP Index as part of the AMF Access and Mobility Policy. Shall be provided when available.
	

	ueAmbr
	Ambr
	C
	0..1
	UE-AMBR as part of the AMF Access and Mobility Policy. Shall be provided when available.
	UE-AMBR_Authorization

	ueSliceMbrs
	array(UeSliceMbr)
	C
	1..N
	The subscribed UE-Slice-MBR for each subscribed S-NSSAI of the home PLMN mapping to a S-NSSAI of the serving PLMN. Shall be provided when available. (NOTE)
	UE-Slice-MBR_Authorization

	allowedSnssais
	array(Snssai)
	C
	1..N
	Represents the Allowed NSSAI in the 3GPP access and includes the S-NSSAIs values the UE can use in the serving PLMN. It shall be included if the feature "SliceSupport", "NetSliceRepl" and/or the feature "DNNReplacementControl" is supported in the AMF.
	SliceSupport, DNNReplacementControl, NetSliceRepl

	partAllowedNssai
	map(PartiallyAllowedSnssai)
	O
	1..N
	Represents the Partially Allowed NSSAI.

The "snssai" attribute within the PartiallyAllowedSnssai data type shall be the key of the map. 
	PartNetSliceSupport, NetSliceRepl

	snssaisPartRejected
	map(SnssaiPartRejected)
	O
	1..N
	Represents the set of S-NSSAI(s) partially rejected in the RA.

The "snssai" attribute within the SnssaiPartRejected data type shall be the key of the map.
	PartNetSliceSupport

	rejectedSnssais
	array(Snssai)
	O
	1..N
	Represents the set of Rejected S-NSSAI(s) in the RA.
	PartNetSliceSupport

	pendingNssai
	array(Snssai)
	O
	1..N
	Represents the Pending NSSAI.
	PartNetSliceSupport

	targetSnssais
	array(Snssai)
	C
	1..N
	Represents the Target NSSAI. It shall be included if available and the feature "TargetNSSAI" is supported.
	TargetNSSAI

	mappingSnssais
	array(MappingOfSnssai)
	C
	1..N
	If the "DNNReplacementControl" feature and/or "NetSliceRepl" feature is/are supported, this attribute shall contain the mapping of each S-NSSAI of the Allowed NSSAI and, if the "PartNetSliceSupport" feature and/or "NetSliceRepl" feature is/are also supported, the mapping of each S-NSSAI of the Partially Allowed NSSAI to the corresponding S-NSSAI of the HPLMN. This attribute shall be included if available.

If the feature "MultipleAccessTypes" is supported, this attribute contains also the mapping of the Allowed NSSAI in the non-3GPP access to the corresponding S-NSSAI of the HPLMN.
	DNNReplacementControl, PartNetSliceSupport, NetSliceRepl

	n3gAllowedSnssais
	array(Snssai)
	C
	1..N
	Represents the Allowed NSSAI in the non-3GPP access and includes the S-NSSAIs values the UE can use in the serving PLMN. It shall be included if the feature "MultipleAccessTypes" and, the feature "SliceSupport" or "DNNReplacementControl" are supported in the AMF and the UE is registered in the non-3GPP access.
	SliceSupport, MultipleAccessTypes, DNNReplacementControl

	guami
	Guami
	C
	0..1
	The Globally Unique AMF Identifier (GUAMI) shall be provided by an AMF as service consumer.
	

	serviceName
	ServiceName
	O
	0..1
	If the NF service consumer is an AMF, it should provide the name of a service produced by the AMF that makes use of information received within the Npcf_AMPolicyControl_UpdateNotify service operation.
	

	suppFeat
	SupportedFeatures
	M
	1
	Indicates the features supported by the service consumer.
	

	traceReq
	TraceData
	C
	0..1
	Trace control and configuration parameters information defined in 3GPP TS 32.422 [18] shall be included if trace is required to be activated.
	

	nwdafDatas
	array(NwdafData)
	O
	1..N
	List of NWDAF Instance IDs and their associated Analytics IDs consumed by the NF service consumer.
	EneNA

	NOTE:	If the serving PLMN is not the HPLMN, then within the "ueSliceMbrs" attribute, there shall not be more than one array item with the same "servingSnssai" attribute's value in this release of the specification.



*** End of Changes ***

