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Additional discussion(if needed):
Proposed changes:
*** 1st Change ***
[bookmark: _Toc94261421][bookmark: _Toc104199073][bookmark: _Toc104489509][bookmark: _Toc138762338][bookmark: _Toc145708532][bookmark: _Toc153827206]6.1.6.2.8	Type: StateOfConfiguration
Table 6.1.6.2.8-1: Definition of type StateOfConfiguration
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	stateOfNwtt
	boolean
	O
	0..1
	When any of the PTP port state(s) in NW-TT is Leader, Follower or Passive, it is included and set to true to indicate the current state of the time synchronization configuration for the NW-TT port(s) of the PTP instance is active; when PTP port state is in any other case, it is included and set to false to indicate the state of configuration for the NW-TT port(s) of the PTP instance is inactive. Default value is false.
	

	stateOfDstts
	array(StateOfDstt)
	O
	1..N
	Contains the PTP port states and the clock quality acceptance criteria result of the DS-TT(s).
	



Editor’s note: Whether it is required the report of the clock quality acceptance criteria for the NW-TTP ports (i.e., whether the clkQltIndOfNwtt attribute is needed) is FFS and requires SA2 clarifications.

*** End of Changes ***
