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* * * * Start of changes * * * *
[bookmark: _Toc114211696][bookmark: _Toc136554421][bookmark: _Toc151992814][bookmark: _Toc151999594][bookmark: _Toc152158166][bookmark: _Toc153791044][bookmark: _Toc122116090][bookmark: _Toc136554423][bookmark: _Toc151992816][bookmark: _Toc151999596][bookmark: _Toc152158168][bookmark: _Toc153791046][bookmark: _Toc104297861][bookmark: _Toc104300172][bookmark: _Toc122098140][bookmark: _Toc136554442][bookmark: _Toc151992835][bookmark: _Toc151999615][bookmark: _Toc152158187][bookmark: _Toc153791065]4.4.29.4.1	General
The procedures described in the clauses below are used by an AF to perform MBS parameters provisioning, in order to carry out one or more of the following procedures:
-	Multicast MBS Session Authorization information provisioning as defined in clause 7.2.9 of 3GPP TS 23.247 [53].
-	Multicast MBS Session Assistance Information provisioning as defined in clause 7.2.9a of 3GPP TS 23.247[53].
NOTE 1:	The stage 2 Nnef_ParameterProvisioning API for MBS Parameters Provisioning is implemented in stage 3 via the Nnef_MBSSession API.
[bookmark: _Toc151992815][bookmark: _Toc151999595][bookmark: _Toc152158167][bookmark: _Toc153791045]NOTE 2:	An AF can perform Multicast MBS Session Authorization information provisioning and Multicast MBS Session Assistance Information provisioning simultaneously, i.e., via the same MBS Parameters Provisioning.
* * * * Next changes * * * *
4.4.29.4.2	Procedure for multicast MBS Session Authorization information provisioning
This procedure is used by an AF to request the creation/update/deletion of an MBS Session Authorization information provisioning for a multicast MBS group.
In order to request the creation of an MBS Parameters Provisioning for the purpose of MBS Session Authorization information provisioning for a multicast MBS group, an AF shall trigger the Nnef_MBSSession API by sending an HTTP POST request to the NEF targeting the "MBS Parameters Provisionings" collection resource, with the request body including the MbsPpData data structure that shall contain:
-	within the "afId" attribute, the identifier of the AF that is sending the request;
-	within the "mbsSessAuthData" attribute, the MBS Session Authorization information data to be provisioned, encoded via the MbsSessAuthData data structure that shall contain:
-	within the "extGroupId" attribute, the external group identifier of the targeted multicast MBS Group; and
-	within the "gpsisList" attribute, the list of the GPSI(s) of the member UE(s) constituting the multicast MBS group, if the multicast MBS group has not yet been created or the list of its member(s) needs to be updated; and
-	within the "mbsSessionIdList" attribute, the identifier(s) of the multicast MBS Session(s) that the multicast MBS group is authorized to join;
and
-	within the "suppFeat" attribute, the features supported by the AF, if applicable (i.e. feature negociation needs to take place).
The NEF shall then check whether the AF is authorized to perform this operation or not as defined in clause 7.2.9 of 3GPP TS 23.247 [53]. If the AF is authorized, the NEF shall trigger the Nudm_ParameterProvision service API of the UDM to request the provisioning of the received MBS Session Authorization information.
Upon success and reception of a successful response from the UDM as defined in 3GPP TS 29.503 [17], the NEF shall respond to the AF with an HTTP "201 Created" status code including a Location header field containing the URI of the created resource, and the response body containing the MbsPpData data structure containing a representation of the created "Individual MBS Parameters Provisioning" resource.
On failure or if the NEF receives an error response from the UDM, the NEF shall take proper error handling actions, as specified in clause 5.20.7, and respond to the AF with an appropriate error status code.
In order to request the update of an existing "Individual MBS Parameters Provisioning" resource for the purpose of MBS Session Authorization information provisioning for a multicast MBS group, an AF shall trigger the Nnef_MBSSession API by sending to the NEF either:
-	an HTTP PUT request targeting the concerned "Individual MBS Parameters Provisioning" resource with the request body including the MbsPpData data structure; or
-	an HTTP PATCH request targeting the concerned "Individual MBS Parameters Provisioning" resource with the request body including the MbsPpDataPatch data structure.
After authorizing the request, the NEF shall interact with the UDM via the the Nudm_ParameterProvision service API to request the provisioning of the received updated MBS Session Authorization information.
Upon success and reception of a successful response from the UDM as defined in 3GPP TS 29.503 [17], the NEF shall respond to the AF with an HTTP "200 OK" status code with the response body containing a representation of the updated Individual MBS Parameters Provisioning resource within the MbsPpData data structure, or an HTTP "204 No Content" status code.
On failure or if the NEF receives an error response from the UDM, the NEF shall take proper error handling actions, as specified in clause 5.20.7, and respond to the AF with an appropriate error status code.
In order to request the deletion of an existing "Individual MBS Parameters Provisioning" resource for the purpose of MBS Session Authorization information provisioning for a multicast MBS group, an AF shall trigger the Nnef_MBSSession API by sending an HTTP DELETE request targeting the concerned "Individual MBS Parameters Provisioning" resource to the NEF. After authorizing the request, the NEF shall interact with the UDM via the the Nudm_ParameterProvision service API to request to update accordingly the MBS Session Authorization information.
Upon success and reception of a successful response from the UDM as defined in 3GPP TS 29.503 [17], the NEF shall respond to the AF with an HTTP "204 No Content" status code.
On failure or if the NEF receives an error code response from the UDM, the NEF shall take proper error handling actions, as specified in clause 5.20.7, and respond to the AF with an appropriate error status code.
NOTE:	The stage 2 Nnef_ParameterProvisioning API for MBS Parameters Provisioning is implemented in stage 3 via the Nnef_MBSSession API.
* * * * Next changes * * * *
4.4.29.4.3	Procedure for multicast MBS Session Assistance information provisioning
When the "5MBS2" feature is supported, this procedure is used by an AF to request the creation/update/deletion of an MBS Session Assistance information provisioning for multicast MBS sessions.
In order to request the creation of an MBS Parameters Provisioning for the purpose of MBS Session Assistance information provisioning for multicast MBS sessions, an AF shall trigger the Nnef_MBSSession API by sending an HTTP POST request to the NEF targeting the "MBS Parameters Provisionings" collection resource, with the request body including the MbsPpData data structure that shall contain:
-	within the "afId" attribute, the identifier of the AF that is sending the request;
-	within the "mbsSessAssistInfo" attribute, the MBS Session Assistance information to be provisioned; and
-	within the "suppFeat" attribute, the features supported by the AF, which shall include the support of the "5MBS2" feature.
The NEF shall then check whether the AF is authorized to perform this operation or not, as defined in clause 7.2.9a of 3GPP TS 23.247 [53]. If the AF is authorized, the NEF shall trigger the Nudm_ParameterProvision service API of the UDM to request the provisioning of the received MBS Session Assistance information.
Upon success and reception of a successful response from the UDM, as defined in 3GPP TS 29.503 [17], the NEF shall respond to the AF with an HTTP "201 Created" status code including an HTTP Location header field containing the URI of the created resource, and the response body containing the MbsPpData data structure containing a the representation of the created "Individual MBS Parameters Provisioning" resource within the MbsPpData data structure.
On failure or if the NEF receives an error response from the UDM, the NEF shall take proper error handling actions, as specified in clause 5.20.7, and respond to the AF with an appropriate error status code.
In order to request the update or deletion of an existing "Individual MBS Parameters Provisioning" resource for the purpose of MBS Session Assistance information provisioning for multicast MBS sessions, an AF shall trigger the Nnef_MBSSession API by reusing the same update/deletion procedures defined in clause 4.4.29.4.2.
* * * * Next changes * * * *
[bookmark: _Toc114212429][bookmark: _Toc136555180][bookmark: _Toc151993628][bookmark: _Toc152000408][bookmark: _Toc152159013][bookmark: _Toc153791892][bookmark: _Toc122116819][bookmark: _Toc136555183][bookmark: _Toc151993631][bookmark: _Toc152000411][bookmark: _Toc152159016][bookmark: _Toc153791895]5.20.5.2.6	Type: MbsPpData
Table 5.20.5.2.6-1: Definition of type MbsPpData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	afId
	string
	M
	1
	Contains the identifier of the AF that is sending the request.
	

	mbsSessAuthData
	MbsSessAuthData
	C
	0..1
	Contains the MBS Session Authorization data that the AF requests to provision.

This attribute shall be present when the AF requests to provision MBS Session Authorization data.
	

	mbsSessAssistInfo
	MbsSessAssistInfo
	C
	0..1
	Contains the MBS Session Assistance information that the AF requests to provision.

This attribute shall be present when the AF requests to provision MBS Session Assistance information.
	5MBS2

	suppFeat
	SupportedFeatures
	C
	0..1
	Contains the list of supported features among the ones defined in clause 5.20.6.

This attribute shall be provided present only when feature negocation needs to take place.
	



* * * * Next changes * * * *
5.20.5.2.9	Type: MbsSessAssistInfo
Table 5.20.5.2.9-1: Definition of type MbsSessAssistInfo
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	mbsSessAssistData
	array(MbsAssistanceInfo)
	M
	1..N
	Contains the one or several MBS Session Assistance information data set(s) for one or more several MBS Session(s).
	



Editor's Note:	Whether the AF can provision more than one MBS Session Assistance Information set for more than one MBS Session via the same request is FFS.
* * * * End of changes * * * *
