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7.6.3
Subscriber management parameters

7.6.3.1
Category

This parameter refers to the calling party category as defined in CCITT Recommendation Q.767.

7.6.3.2
Equipment status

This parameter refers to the status of the mobile equipment as defined in 3GPP TS 22.016 [7].

7.6.3.2a
BMUEF

This parameter refers to the Bit Map of UE Faults and corresponds to the UESBI-Iu parameter defined in 3GPP TS 25.413 [120].

7.6.3.3
Extensible Bearer service

This parameter may refer to a single bearer service, a set of bearer services or to all bearer services as defined in 3GPP TS 22.002 [3]. This parameter is used only for subscriber profile management. Extensible Bearer service values include all values defined for a Bearer service parameter (7.6.4.38).

7.6.3.4
Extensible Teleservice

This parameter may refer to a single teleservice, a set of teleservices or to all teleservices as defined in 3GPP TS 22.003 [4]. This parameter is used only for subscriber profile management. Extensible Teleservice values include all values defined for a Teleservice parameter (7.6.4.39).

7.6.3.5
Extensible Basic Service Group

This parameter refers to the Basic Service Group either as an extensible bearer service (see clause 7.6.3.3) or an extensible teleservice (see clause 7.6.3.4). This parameter is used only for subscriber profile management. The null value (i.e. neither extensible bearer service nor extensible teleservice) is used to denote the group containing all extensible bearer services and all extensible teleservices.

7.6.3.6
GSM bearer capability

This parameter refers to the GSM bearer capability information element defined in 3GPP TS 24.008 [35].

7.6.3.7
Subscriber Status

This parameter refers to the barring status of the subscriber:

-
service granted;

-
Operator Determined Barring.

7.6.3.8
CUG Outgoing Access indicator

This parameter represents the Outgoing Access as defined in ETS 300 136.

7.6.3.9
Operator Determined Barring General Data

This parameter refers to the set of subscriber features that the network operator or the service provider can regulate. This set only includes those limitations that can be 

a) controlled in the VLR,
b) controlled in the SGSN,
c) controlled in the SGSN applied for short message transfer only,
d) interrogated or modified by the gsmSCF:

	ODB category
	Controlled in the VLR 
	Controlled in the SGSN
	Controlled in the SGSN applied for short message transfer only
	Interrogatable and modifyable by the gsmSCF

	All outgoing calls barred
	X
	
	X
	X

	International outgoing calls barred
	X
	
	X
	X

	International outgoing calls except those to the home PLMN country barred
	X
	
	X
	X

	Interzonal outgoing calls barred
	X
	
	X
	X

	Interzonal outgoing calls except those to the home PLMN country barred
	X
	
	X
	X

	Interzonal outgoing calls AND international outgoing calls except those directed to the home PLMN country barred
	X
	
	X
	X

	Premium rate (information) outgoing calls barred
	X
	
	
	X

	Premium rate (entertainment) outgoing calls barred
	X
	
	
	X

	Supplementary service access barred
	X
	
	
	X

	Invocation of call transfer barred
	X
	
	
	X

	Invocation of chargeable call transfer barred
	X
	
	
	X

	Invocation of internationally chargeable call transfer barred
	X
	
	
	X

	Invocation of interzonally chargeable call transfer barred
	X
	
	
	X

	Invocation of call transfer where both legs are chargeable barred
	X
	
	
	X

	Invocation of call transfer if there is already an ongoing transferred call for the served subscriber in the serving MSC/VLR barred
	X
	
	
	X

	All packet Oriented Services barred
	
	X
	
	X

	Roamer Access to HPLMN-AP barred
	
	X
	
	X

	Roamer Access to VPLMN-AP barred
	
	X
	
	X

	Outgoing calls when roaming outside the home PLMN country
	
	
	
	X

	All incoming calls
	
	
	
	X

	Incoming calls when roaming outside the home PLMN country
	
	
	
	X

	Incoming calls when roaming outside the zone of the home PLMN country
	
	
	
	X

	Roaming outside the home PLMN
	
	
	
	X

	Roaming outside the home PLMN country
	
	
	
	X

	Registration of any call forwarded-to number
	
	
	
	X

	Registration of any international call forwarded-to number
	
	
	
	X

	Registration of any international call forwarded-to number except to a number within the HPLMN country
	
	
	
	X

	Registration of any inter-zone call forwarded-to number
	
	
	
	X

	Registration of any inter-zone call forwarded-to number except to a number within the HPLMN country
	
	
	
	X


7.6.3.10
ODB HPLMN Specific Data

This parameter refers to the set of subscriber features that the network operator or the service provider can regulate only when the subscriber is registered in the HPLMN. This set only includes those limitations that can be controlled in the VLR or in the SGSN:

-
Operator Determined Barring Type 1;

-
Operator Determined Barring Type 2;

-
Operator Determined Barring Type 3;

-
Operator Determined Barring Type 4.

7.6.3.11
Regional Subscription Data

This parameter defines the regional subscription area in which the subscriber is allowed to roam. It consists of a list of Zone Codes (see clause 7.6.2.28).

7.6.3.12
Regional Subscription Response

This parameter indicates either that the regional subscription data cannot be handled or that the current MSC or SGSN area is entirely restricted because of regional subscription.

7.6.3.13
Roaming Restriction Due To Unsupported Feature

This parameter defines that a subscriber is not allowed to roam in the current MSC area. It may be used by the HLR if a feature or service is indicated as unsupported by the VLR.

7.6.3.14
Extensible SS-Info

This parameter refers to all the information related to a supplementary service and is a choice between:

-
extensible forwarding information
(see clause 7.6.3.15);

-
extensible call barring information
(see clause 7.6.3.20);

-
CUG info

(see clause 7.6.3.22);

-
extensible SS-Data

(see clause 7.6.3.29).

7.6.3.15
Extensible forwarding information

This parameter represents the information related to each call forwarding service:

-
the SS-Code of the relevant call forwarding service
(see clause 7.6.4.1);

-
if required, a list of extensible forwarding feature parameters
(see clause 7.6.3.16).


The list may contain one item per Basic Service Group.

7.6.3.16
Extensible forwarding feature

This parameter applies to each combination of call forwarding service and Basic Service Group and contains the following information, as required:

-
extensible Basic Service Group
(see clause 7.6.3.5);

-
extensible SS-Status
(see clause 7.6.3.17);

-
forwarded-to number
(see clause 7.6.2.22);

-
forwarded-to subaddress
(see clause 7.6.2.23);

-
extensible forwarding options
(see clause 7.6.3.18);

-
extensible no reply condition timer
(see clause 7.6.4.19);

-
long forwarded-to number
(see clause 7.6.2.22A).

If a number is required to define the forwarded-to destination then:

-
If the VLR supports Long Forwarded-to Numbers then the long forwarded-to number shall be present and the forwarded-to number shall be absent;

-
If the VLR does not support Long Forwarded-to Numbers then the forwarded-to number shall be present and the long forwarded-to number shall be absent.

7.6.3.17
Extensible SS-Status

This parameter refers to the state information of individual supplementary services as defined in 3GPP TS 23.011 [22].

7.6.3.18
Extensible Forwarding Options

This parameter refers to a set of forwarding options attached to a supplementary service. It contains the following information:

-
notification to forwarding party
(see 3GPP TS 22.082 [10] for the meaning of this parameter);

-
redirection notification to the forwarded-to party
(see 3GPP TS 22.082 [10] for the meaning of this parameter);

-
notification to calling party
(see 3GPP TS 22.082 [10] for the meaning of this parameter);

-
redirecting presentation
(see 3GPP TS 22.082 [10] for the meaning of this parameter);

-
forwarding reason
(see 3GPP TS 22.082 [10] for the meaning of this parameter).

7.6.3.19
Extensible No reply condition timer

This parameter refers to the extensible no reply condition timer for call forwarding on no reply.

7.6.3.20
Extensible Call barring information

This parameter contains for each call barring service:

-
SS-Code
(see clause 7.6.4.1);

-
a list of extensible call barring feature parameters
(see clause 7.6.3.21).


The list may contain one item per Basic Service Group.

7.6.3.21
Extensible Call barring feature

This parameter gives the status of call barring services as applicable to each Basic Service Group. The parameter contains the following information:

-
Extensible Basic Service Group
(see clause 7.6.3.5);

-
provisioned SS-Status
(see clause 7.6.3.17).

7.6.3.22
CUG info

This parameter refers to the overall information required for operation for each CUG:

-
CUG subscriptionList;

-
CUG featureList.

7.6.3.23
CUG subscription

This parameter refers to the set of basic information for each CUG defined in that subscription. The following information is stored:

-
CUG index;

-
CUG interlock;

-
Intra CUG restrictions;

-
Basic Service Group List.

7.6.3.24
CUG interlock

This parameter represents the CUG interlock code defined in ETS 300 138.

7.6.3.25
CUG index

This parameter represents the CUG index defined in ETS 300 138.

7.6.3.26
CUG feature

This parameter contains two parameters that are associated with the Basic Service Group. If the Basic Service Group Code is not present the feature applies to all Basic Services. The following parameters are included:

-
Preferential CUG indicator:

-
indicates which CUG index is to be used at outgoing call set-up using the associated Basic Service Group;

-
Inter CUG Option:

-
describes whether it for the associated Basic Service Group is allowed to make calls outside the CUG and whether incoming calls are allowed;

-
Basic Service Group.

See 3GPP TS 22.085 [13] for meaning of this parameter.

7.6.3.27
Inter CUG options

This parameter indicates the subscribers' ability to make and receive calls outside a specific closed user group. It takes any of the following values:

-
CUG only facility (only calls within CUG are allowed);

-
CUG with outgoing access (calls outside CUG allowed);

-
CUG with incoming access (calls from outside CUG into CUG allowed);

-
CUG with both incoming and outgoing access (all calls allowed).

7.6.3.28
Intra CUG restrictions

This parameter describes whether or not the subscriber is allowed to originate calls to or to receive calls from within the CUG. It can take any of the following values:

-
no CUG restrictions;

-
CUG incoming calls barred;

-
CUG outgoing calls barred.

7.6.3.29
Extensible SS-Data

This parameter refers to the necessary set of information required in order to characterise one supplementary service:

-
SS-Code
(see clause 7.6.4.1);

-
Extensible SS-Status (if applicable)
(see clause 7.6.3.17);

-
Extensible Override subscription option (if applicable)
(see clause 7.6.3.30);

-
Extensible CLI Restriction (if applicable)
(see clause 7.6.3.31);

-
Extensible Basic Service Group Code
(see clause 7.6.3.5).

7.6.3.30
Subscriber State

This parameter indicates the state of the MS as defined in 3GPP TS 23.018 [97].

7.6.3.31
Requested Info

This parameter indicates the subscriber information being requested as defined in 3GPP TS 23.018 [97] and 3GPP TS 23.078 [98].

7.6.3.31A
Requested Domain

This parameter indicates the domain (circuit switched, i.e. from the MSC/VLR, or packet switched, i.e. from the SGSN) from which the requested information should be retrieved.

7.6.3.32
Suppression of Announcement

This parameter indicates if the announcement or tones shall be suppressed as defined in 3GPP TS 23.078 [98].

7.6.3.33
Suppress T-CSI

This parameter is used to suppress the invocation of terminating CAMEL services.

7.6.3.34
GMSC CAMEL Subscription Info

This parameter contains CAMEL subscription information, i.e. O-CSI and/or D-CSI and/or T-CSI, which indicates to the GMSC that originating and/or terminating CAMEL services shall be invoked for the incoming call.

7.6.3.35
VLR CAMEL Subscription Info

This parameter identifies the subscriber as having CAMEL services that are invoked in the MSC or VLR.

7.6.3.36
Supported CAMEL Phases in the VLR

This parameter indicates which phases of CAMEL are supported in the VLR.

7.6.3.36A
Supported CAMEL Phases in the SGSN

This parameter indicates which phases of CAMEL are supported in the SGSN.

7.6.3.36B
Offered CAMEL4 CSIs in the VLR

This parameter indicates which CSIs of CAMEL phase 4 are offered in the VLR as defined in 3GPP TS 23.078.

7.6.3.36C
Offered CAMEL4 CSIs in the SGSN

This parameter indicates which CSIs of CAMEL phase 4 are offered in the SGSN as defined in 3GPP TS 23.078.

7.6.3.36D
Offered CAMEL4 CSIs

This parameter indicates which CSIs of CAMEL phase 4 are offered as defined in 3GPP TS 23.078.

7.6.3.36E
Offered CAMEL4 CSIs in interrogating node

This parameter indicates which CSIs of CAMEL phase 4 are offered in the GMSC or in the gsmSCF as defined in 3GPP TS 23.078.

7.6.3.36F
Offered CAMEL4 CSIs in VMSC

This parameter indicates which CSIs of CAMEL phase 4 are offered in the VMSC as defined in 3GPP TS 23.078.

7.6.3.36G
Offered CAMEL4  Functionalities

7.6.3.36H
Supported CAMEL Phases

This parameter indicates which phases of CAMEL are supported as defined in 3GPP TS 23.078.

7.6.3.36I
Supported CAMEL Phases in interrogating node

This parameter indicates which phases of CAMEL are supported as defined in 3GPP TS 23.078. The interrogating node may be a GMSC or a gsmSCF.

This parameter indicates which functionalities of CAMEL phase 4 are offered as defined in 3GPP TS 23.078.

7.6.3.37
CUG Subscription Flag

This parameter indicates that a subscriber with a T-CSI also has a CUG subscription. It is defined in 3GPP TS 23.078. 

7.6.3.38
CAMEL Subscription Info Withdraw

This parameter indicates that CAMEL Subscription Info shall be deleted from the VLR or SGSN.

7.6.3.39
Voice Group Call Service (VGCS) Data

This parameter refers to one or more groups a subscriber may be a member of for voice group calls.

7.6.3.40
Voice Broadcast Service (VBS) Data

This parameter refers to one or more groups a subscriber may be a member of for the voice broadcast service. Per group it is further indicated whether the subscriber is only allowed to listen to respective group calls or whether he is in addition entitled to initiate respective voice broadcast calls.

7.6.3.41
ISDN bearer capability

This parameter refers to the ISDN bearer capability information element defined in 3GPP TS 29.007 [56].

7.6.3.42
Lower layer Compatibility

This parameter refers to the lower layer compatibility information element defined in 3GPP TS 24.008 [35].

7.6.3.43
High Layer Compatibility

This parameter refers to the high layer compatibility information element defined in 3GPP TS 24.008 [35].

7.6.3.44
Alerting Pattern

This parameter is an indication that can be used by the MS to alert the user in a specific manner in case of mobile terminating traffic (switched call or USSD). That indication can be an alerting level or an alerting category.

7.6.3.45
GPRS Subscription Data Withdraw

This parameter indicates that GPRS Subscription Data shall be deleted from the SGSN.

7.6.3.46
GPRS Subscription Data

This parameter refers to the list of PDP-Contexts that subscriber has subscribed to.

7.6.3.47
QoS-Subscribed

This parameter indicates the quality of service subscribed for a certain service. It is defined in 3GPP TS 23.060 [104].

7.6.3.48
VPLMN address allowed

This parameter specifies whether the MS is allowed to use a dynamic address allocated in the VPLMN. It is defined in 3GPP TS 23.060 [104].

7.6.3.49
Roaming Restricted In SGSN Due To Unsupported Feature

This parameter defines that a subscriber is not allowed to roam in the current SGSN area. It may be used by the HLR if a feature or service is indicated as unsupported by the SGSN.

7.6.3.50
Network Access Mode

This parameter is defined in 3GPP TS 23.108. 

7.6.3.51
Mobile Not Reachable Reason

This parameter stores the reason for the MS being absent when an attempt to deliver a short message to an MS fails at the MSC, SGSN or both. It is defined in 3GPP TS 23.040.

7.6.3.52
Cancellation Type

This parameter indicates the reason of location cancellation. It is defined in 3GPP TS 23.060 [104].

7.6.3.53
All GPRS Data

This parameter indicates to the SGSN that all GPRS Subscription Data shall be deleted for the subscriber.

7.6.3.54
Complete Data List Included

This parameter indicates to the SGSN that the complete GPRS Subscription Data stored for the Subscriber shall be replaced with the GPRS Subscription Data received.

7.6.3.55
PDP Context Identifier

This parameter is used to identify a PDP context for the subscriber.

7.6.3.56
LSA Information

This parameter refers to one or more localised service areas a subscriber may be a member of, together with the priority, the preferential access indicator, the active mode support indicator and active mode indication of each localised service area. The access right outside these localised service areas is also indicated.

7.6.3.57
SoLSA support indicator

This parameter indicates that the VLR or the SGSN supports SoLSA subscription.

7.6.3.58
LSA Information Withdraw

This parameter indicates that LSA information shall be deleted from the VLR or the SGSN.

7.6.3.59
LMU Indicator

This parameter indicates the presence of an LMU.

7.6.3.60
LCS Information

This parameter defines the LCS related information for an MS subscriber and contains the following components:

-
GMLC List
(see clause 7.6.3.61).

-
LCS Privacy Exception List
(see clause 7.6.3.62).

-
MO-LR List
(see clause 7.6.3.65A).

-
Additional LCS Privacy Exception List
(see clause 7.6.3.62A).

7.6.3.61
GMLC List

This parameter contains the addresses of all GMLCs that are permitted to issue a call/session unrelated or call/session related MT-LR location request for this MS. Usage of this parameter is defined in 3GPP TS 23.271.

7.6.3.62
LCS Privacy Exception List

This parameter defines the classes of LCS Client that are allowed to locate any target MS. For each class, the following information is provided:

-
SS-Code
(see clause 7.6.4.1);

-
a list of LCS privacy exception parameters
(see clause 7.6.3.63).

7.6.3.62A
Additional LCS Privacy Exception List

This parameter defines the classes of LCS Client that are allowed to locate any target MS. For each class, the following information is provided:

-
SS-Code
(see clause 7.6.4.1);

-
a list of LCS privacy exception parameters
(see clause 7.6.3.63).

The Additional LCS Privacy Exception List shall be present only if the LCS Privacy Exception List is present and contains LCS privacy exception parameters for 4 privacy exception classes.

7.6.3.63
LCS Privacy Exception Parameters

This parameter gives the status of each LCS privacy exception class and any additional parameters relevant to this class. The parameter contains the following information:

-
provisioned SS-Status
(see clause 7.6.3.17);

-
privacy notification to MS user
(see clause 7.6.3.65B);

-
external client List
(see clause 7.6.3.64);

-
internal client List
(see clause 7.6.3.65).

-
service type List
(see clause 7.6.3.65D);

7.6.3.64
External Client List 

This parameter is only applicable to the call/session unrelated privacy class and call/session related privacy class, and gives the identities of the external clients that are allowed to locate a target MS for a MT-LR. Each identity is an international (e.g.E.164) address. For each identified external client, GMLC restrictions may be defined. It may also be indicated if the MS shall be notified of a non-restricted MT-LR from each identified LCS client and, if so, whether notification only or notification with privacy verification shall apply. Usage of this parameter is defined in 3GPP TS 23.271.

7.6.3.65
Internal Client List 

This parameter is only applicable to the PLMN operator privacy class and gives the identities of the internal PLMN operator clients that are allowed to locate a target MS for an NI-LR or MT-LR. Usage of this parameter is defined in 3GPP TS 23.271.

7.6.3.65A
MO-LR List

This parameter defines the classes of MO-LR for which a subscription exists for a particular MS. For each class, the following information is provided:

-
SS-Code
(see clause 7.6.4.1).
7.6.3.65B
Privacy Notification to MS User

This parameter is applicable to the call/session unrelated privacy class and call/session related privacy class. For non-call/call related privacy class it indicates whether the MS user shall be notified for that class MT-LR from any value added LCS client when the MT-LR is restricted and be enabled to accept or override the restriction.  Usage of this parameter is defined in 3GPP TS 23.271.

7.6.3.65C
GMLC List Withdraw

This parameter indicates whether the subscriber’s LCS GMLC list shall be deleted from the VLR or SGSN.
7.6.3.65D
Service Type List 

This parameter is only applicable to the Service type privacy class and gives the identities of the service type of the clients that are allowed to locate a target MS for an MT-LR. Usage of this parameter is defined in 3GPP TS 23.271.

7.6.3.66
IST Alert Timer

This parameter indicates the IST Alert Timer value that must be used in the MSC to inform the HLR about the call activities that the subscriber performs. Units are minutes.

7.6.3.67
Call Termination Indicator

This parameter indicates whether the MSC shall terminate a specific ongoing call, or all the call activities related to a specified subscriber.

7.6.3.68
IST Information Withdraw

This parameter indicates that IST information shall be deleted from the VMSC.

7.6.3.69
IST Support Indicator

This parameter indicates the degree of IST functionality supported by the MSC (Visited MSC or Gateway MSC). It can take one of the following values:

-
Basic IST functionality;

-
IST command service (in addition to the basic IST functionality and including the ability to terminate all calls being carried for the identified subscriber).

7.6.3.70
Super-Charger Supported In HLR

This parameter is used by the HLR to indicate support of the Super-Charger functionality and an indication of the age of the subscription data stored in the HLR.

7.6.3.71
Super-Charger Supported In Serving Network Entity

This parameter is used to indicate support of the Super-Charger functionality by the originating entity and to indicate either that subscription data is required or the date and time of the last know subscriber data modification.

7.6.3.72
Age Indicator

This parameter is used by the HLR to determine the validity of the subscription data retained by the serving network entity in a Super-Charged network.

7.6.3.73
GPRS enhancements support indicator

This parameter indicates to the HLR that the SGSN supports GPRS enhancements.

7.6.3.74
Extension QoS-Subscribed

This parameter indicates the enhanced QoS subscribed for a certain service. It is defined in 3GPP TS 23.060. This parameter is an extension to QoS-Subscribed.

7.6.3.75
SGSN CAMEL Subscription Info

This parameter identifies the subscriber as having CAMEL services that are invoked in the SGSN.

7.6.3.75A
Extension-2 QoS-Subscribed

This parameter indicates the additional QoS information to the Extension QoS-subscribed parameter. It is a further extension to Extension QoS-Subscribed. This parameter shall be used when the maximum bit rate exceeds 8640 kbps. For more details, refer to 3GPP TS 24.008 [35].
7.6.3.76
MO-SMS-CSI

This parameter identifies the subscriber as having mobile originating SMS CAMEL services as defined in 3GPP TS 23.078. For the CAMEL phase 3 the MO-SMS-CSI is the same as the SMS-CSI.

7.6.3.76a
MT-SMS-CSI

This parameter identifies the subscriber as having mobile terminating SMS CAMEL services as defined in 3GPP TS 23.078.

7.6.3.77
GPRS-CSI

This parameter identifies the subscriber as having GPRS CAMEL services as defined in 3GPP TS 23.078.

7.6.3.78
CAMEL subscription info

This parameter indicates the CSI that can be controlled by CSE.

7.6.3.79
Extensible Call barring information for CSE

This parameter contains for each call barring service for CSE:

-
SS-Code;

-
a list of extensible call barring feature parameters.


The list may contain one item per Basic Service Group.

-
password;

-
wrong password attempt counter;

-
notification-to-CSE flag.

7.6.3.80
Extensible Forwarding information for CSE

This parameter represents the information for CSE related to each call forwarding service:

-
the SS-Code of the relevant call forwarding service;

-
if required, a list of extensible forwarding feature parameters;

-
the list may contain one item per Basic Service Group;

-
notification-to-CSE flag.

7.6.3.81
Modification Request for CSI

This parameter indicates the CAMEL subscription information to be modified by CSE.

7.6.3.81a
Modification Request for ODB data

This parameter indicates the operator determined barring data to be modified by CSE.

7.6.3.82
Modification Request for SS Information

This parameter indicates the call forwarding and call barring supplementary service data to be modified by CSE.

7.6.3.83
Call Barring Data

This parameter contains the extensible call barring feature list (see clause 7.6.3.21) and Notification to CSE flag.

7.6.3.84
Call Forwarding Data

This parameter contains the extensible call forwarding feature list (see clause 7.6.3.16) and Notification to CSE flag.

7.6.3.85
ODB Data

This parameter contains the ODB general data, ODB HPLMN specific data.

7.6.3.86
Requested Subscription Info

This parameter indicates the subscription information being requested.

7.6.3.87
CS Allocation/Retention priority
This parameter indicates the allocation/retention priority for Circuit Switched (CS). It corresponds to the allocation/retention priority that is defined in 3GPP TS 23.107.

7.6.3.88
ODB Info

This parameter contains the ODB data and Notification to CSE flag.

7.6.3.89
Suppress VT-CSI

This parameter is used to suppress the invocation of terminating CAMEL services at the VMSC.

7.6.3.90
Suppress Incoming Call Barring

This parameter is used to suppress the invocation of Incoming Call Barrings.

7.6.3.91
gsmSCF Initiated Call

This parameter is used to indicate that the call was initiated by the gsmSCF.
7.6.3.91a
SuppressMTSS
This parameter is used to suppress the invocation of terminating supplementary services

7.6.3.92
Call barring support indicator

This parameter is used to indicate that the SGSN supports the call barring services for SMS.

7.6.3.93
MNP Info Result

This parameter refers to the Mobile Number Portability (MNP) information result (see 3GPP TS 23.078 [98] and 3GPP TS 23.066 [108]). This parameter may contain the following information:

-
Routeing Number
(see clause 7.6.2.63).

-
IMSI
(see 3GPP TS 23.078[98], see also clause 7.6.2.1).

-
MSISDN
(see clause 7.6.2.17).

-
Number Portability Status
(see clause 7.6.5.14).

7.6.3.94
Allowed Services

This parameter is used by the HLR to indicate which service is available for a call when two services have been requested, for the SCUDIF feature described in 3GPP TS 23.172 [126].

7.6.3.95
Unavailability Cause

This parameter is used to indicate the reason for the unavailability of one of the services as indicated by the Allowed Services IE (see 7.6.3.94) when two services have been requested, for the SCUDIF feature described in 3GPP TS 23.172 [126].

7.6.3.96
MNP Requested Info

This parameter indicates by its presence that  Mobile Number Portability (MNP) information is requested for the subscriber, as defined in 3GPP TS 23.078 [98].

7.6.3.97

Access Restriction Data

This parameter refers to the radio access technologies that are possibly restricted to a subscriber via subscription data. For the use of the parameter, see 3GPP TS 23.012[23] for CS domain and 3GPP TS 23.060[104] for PS domain.

7.6.3.98
Supported RAT types indicator

This parameter indicates which RAT types are supported/served by the MSC/VLR or SGSN

10
Call handling services

10.1
MAP_SEND_ROUTING_INFORMATION service

10.1.1
Definition

This service is used between the Gateway MSC and the HLR. The service is invoked by the Gateway MSC to perform the interrogation of the HLR in order to route a call towards the called MS.

This is a confirmed service using the primitives listed in table 10.1/1.

This service is also used between the GMSC and the NPLR and between the gsmSCF and the HLR.

10.1.2
Service primitives

Table 10.1/1: MAP_SEND_ROUTING_INFORMATION parameters

	Parameter name
	Request
	Indication
	Response
	Confirm

	Invoke Id
	M
	M(=)
	M(=)
	M(=)

	Interrogation Type
	M
	M(=)
	
	

	GMSC or gsmSCF Address
	M
	M(=)
	
	

	MSISDN
	M
	M(=)
	C
	C(=)

	OR Interrogation
	C
	C(=)
	
	

	OR Capability
	C
	C(=)
	
	

	CUG Interlock
	C
	C(=)
	C
	C(=)

	CUG Outgoing Access
	C
	C(=)
	C
	C(=)

	Number of Forwarding
	C
	C(=)
	
	

	Network Signal Info
	C
	C(=)
	
	

	Supported CAMEL Phases
	C
	C(=)
	C
	C(=)

	Suppress T-CSI
	C
	C(=)
	
	

	Offered CAMEL 4 CSIs
	C
	C(=)
	
	

	Suppression of Announcement
	C
	C(=)
	
	

	Call Reference Number
	C
	C(=)
	
	

	Forwarding Reason
	C
	C(=)
	
	

	Basic Service Group
	C
	C(=)
	
	

	Basic Service Group 2
	C
	C(=)
	
	

	Alerting Pattern
	C
	C(=)
	
	

	CCBS Call
	C
	C(=)
	
	

	Supported CCBS Phase
	C
	C(=)
	
	

	Additional Signal Info
	C
	C(=)
	
	

	IST Support Indicator
	C
	C(=)
	
	

	Pre-paging supported
	C
	C(=)
	
	

	Call Diversion Treatment Indicator
	C
	C(=)
	
	

	Long FTN Supported
	C
	C(=)
	
	

	Suppress VT-CSI
	C
	C(=)
	
	

	Suppress Incoming Call Barring
	C
	C(=)
	
	

	gsmSCF Initiated Call
	C
	C(=)
	
	

	SuppressMTSS
	C
	C(=)
	
	

	Network Signal Info 2
	C
	C(=)
	
	

	IMSI
	
	
	C
	C(=)

	MSRN
	
	
	C
	C(=)

	Forwarding Data
	
	
	C
	C(=)

	Forwarding Interrogation Required
	
	
	C
	C(=)

	VMSC address
	
	
	C
	C(=)

	ReleaseResourcesSupported
	
	
	C
	C(=)

	GMSC Camel Subscription Info
	
	
	C
	C(=)

	Location Information
	
	
	C
	C(=)

	Subscriber State
	
	
	C
	C(=)

	Basic Service Code
	
	
	C
	C(=)

	CUG Subscription Flag
	
	
	C
	C(=)

	North American Equal Access preferred Carrier Id
	
	
	U
	C(=)

	User error
	
	
	C
	C(=)

	SS-List
	
	
	U
	C(=)

	CCBS Target
	
	
	C
	C(=)

	Keep CCBS Call Indicator
	
	
	C
	C(=)

	IST Alert Timer
	
	
	C
	C(=)

	Number Portability Status
	
	
	U
	C(=)

	Supported CAMEL Phases in VMSC
	
	
	C
	

	Offered CAMEL 4 CSIs in VMSC
	
	
	C
	C(=)

	MSRN 2
	
	
	C
	C(=)

	Forwarding Data 2
	
	
	C
	C(=)

	SS-List 2
	
	
	C
	C(=)

	Basic Service Code 2
	
	
	C
	C(=)

	Allowed Services
	
	
	C
	C(=)

	Unavailability Cause
	
	
	C
	C(=)

	Provider error
	
	
	
	O

	GSM Bearer Capability
	
	
	
U
	C (=)


10.1.3
Parameter use

See clause 7.6 for a definition of the parameters used in addition to the following. Note that:

-
a conditional parameter whose use is defined only in 3GPP TS 23.078 shall be absent if the sending entity does not support CAMEL;

-
a conditional parameter whose use is defined only in 3GPP TS 23.079 [99] shall be absent if the sending entity does not support optimal routeing;

-
a conditional parameter whose use is defined only in 3GPP TS 23.078 & 3GPP TS 23.079 [99] shall be absent if the sending entity supports neither CAMEL nor optimal routeing.

Interrogation Type
See 3GPP TS 23.079 [99] for the use of this parameter.

GMSC or gsmSCF address
The E.164 address of the GMSC or the gsmSCF. This parameter contains the gsmSCF address if the gsmSCF iniated call parameter is present, otherwise it is the GMSC address.
MSISDN
This is the Mobile Subscriber ISDN number assigned to the called subscriber. In the Request & Indication it is the number received by the GMSC in the ISUP IAM. If the call is to be forwarded and the HLR supports determination of the redirecting number, the HLR inserts the basic MSISDN in the Response.

See 3GPP TS 23.066 [108] for the use of this parameter and the conditions for its presence in the response.

OR Interrogation
See 3GPP TS 23.079 [99] for the use of this parameter and the conditions for its presence.

OR Capability
See 3GPP TS 23.079 [99] for the use of this parameter and the conditions for its presence.

CUG Interlock

See 3GPP TS 23.018 [97] for the use of this parameter and the conditions for its presence.

CUG Outgoing Access

See 3GPP TS 23.018 [97] for the use of this parameter and the conditions for its presence.

Number of Forwarding

See 3GPP TS 23.018 [97] for the use of this parameter and the conditions for its presence.

Network Signal Info

See 3GPP TS 23.018 [97] for the conditions for the presence of the components of this parameter.

Supported CAMEL Phases

The use of this parameter and the requirements for its presence are specified in 3GPP TS 23.078.

T-CSI Suppression

The use of this parameter and the requirements for its presence are specified in 3GPP TS 23.078.

Offered CAMEL 4 CSIs 

This parameter indicates the CAMEL phase 4 CSIs offered in the GMSC/VLR (see clause 7.6.3.36D).

Suppression Of Announcement

The use of this parameter and the requirements for its presence are specified in 3GPP TS 23.078.

Call Reference Number

The use of this parameter and the conditions for its presence are specified in 3GPP TS 23.078 [98] and 3GPP TS 23.079 [99].

Forwarding Reason
See 3GPP TS 23.079 [99] for the use of this parameter and the conditions for its presence.

Basic Service Group
See 3GPP TS 23.079 [99] for the use of this parameter and the conditions for its presence. 

Basic Service Group 2
See 3GPP TS 23.079[99] for the use of this parameter and the conditions for its presence.

Alerting Pattern

See 3GPP TS 23.018 [97] and 3GPP TS 23.078 [98] for the use of this parameter and the conditions for its presence.
CCBS Call
See 3GPP TS 23.093 [107] for the use of this parameter and the conditions for its presence.

Supported CCBS Phase

This parameter indicates by its presence that CCBS is supported and the phase of CCBS which is supported.
Additional Signal Info
See 3GPP TS 23.081 [27] for the conditions for the presence of the components of this parameter.

IST Support Indicator

This parameter is used to indicate to the HLR that the GMSC supports basic IST functionality, that is, the GMSC is able to terminate the subscriber call activity that originated the IST Alert when it receives the IST Alert response indicating that the call(s) shall be terminated. If this parameter is not included in the Send Routing Information indication and the subscriber is marked as an IST subscriber, then the HLR may limit the service for the call (by barring the incoming call if it is not subject to forwarding, or suppressing Call Forwarding from the GMSC), or allow the call assuming the associated risk of not having the basic IST mechanism available.

This parameter can also indicate that the GMSC supports the IST Command, including the ability to terminate all calls being carried for the identified subscriber by using the IMSI as a key. If this additional capability is not included in the Send Routing Information indication and the subscriber is marked as an IST subscriber, then the HLR may limit the service for the subscriber (by barring the incoming calls if they are not subject to forwarding, or suppressing Call Forwarding from the GMSC), or allow the incoming calls assuming the associated risk of not having the IST Command mechanism available.

Pre-paging supported

See 3GPP TS 23.018 for the use of this parameter and the conditions for its presence.

Call Diversion Treatment Indicator

This parameter indicates whether or not call diversion is allowed. 

Network Signal Info 2

See 3GPP TS 23.172 [126] for the conditions for the presence of the components of this parameter.

IMSI

See 3GPP TS 23.018 [97] and 3GPP TS 23.066 [108] for the use of this parameter and the conditions for its presence.

MSRN
See 3GPP TS 23.018 [97], 3GPP TS 23.066 [108] and 3GPP TS 23.079 [99] for the use of this parameter and the conditions for its presence. If the NPLR returns only the MSISDN-number without Routeing Number to the GMSC, the MSISDN-number shall be returned as MSRN.

Forwarding Data

This parameter includes a number to define the forwarded-to destination, the forwarding reason and the forwarding options Notification to calling party and Redirecting presentation, and can include the forwarded-to subaddress. See 3GPP TS 23.018 [97] and 3GPP TS 23.079 [99] for the conditions for the presence of its components.

Forwarding Interrogation Required

See 3GPP TS 23.079 [99] for the use of this parameter and the conditions for its presence.

Long FTN Supported
This parameter indicates that the GMSC supports Long Forwarded-to Numbers.

Suppress VT-CSI

The use of this parameter and the requirements for its presence are specified in 3GPP TS 23.078.

Suppress Incoming Call Barring

The use of this parameter and the requirements for its presence are specified in 3GPP TS 23.078.

gsmSCF Initiated Call

The use of this parameter and the requirements for its presence are specified in 3GPP TS 23.078.
SuppressMTSS
The use of this parameter and the requirements for its presence are specified in 3GPP TS 23.078.

VMSC address
See 3GPP TS 23.079 [99] and 3GPP TS 23.078 [98] for the use of this parameter and the conditions for its presence. 
In addition this parameter shall be present if the ReleaseResourcesSupported parameter is present.

Release Resources Supported
This parameter indicates by its presence that the MAP_RELEASE_RESOURCES service is supported at the VMSC. It shall be present if so indicated by the VMSC with MAP_PROVIDE_ROAMING_NUMBER confirm.

GMSC CAMEL Subscription Info

The use of this parameter and the requirements for its presence are specified in 3GPP TS 23.078.

Location Information

The use of this parameter and the requirements for its presence are specified in 3GPP TS 23.078.

Subscriber State

The use of this parameter and the requirements for its presence are specified in 3GPP TS 23.078.

CUG Subscription Flag
The use of this parameter and the requirements for its presence are specified in 3GPP TS 23.078.

North American Equal Access preferred Carrier Id

This parameter is returned to indicate the preferred carrier identity to be used to set-up the call (i.e. forwarding the call or establishing the roaming leg).

SS-List

This parameter includes SS-codes and will be returned as an operator option. The HLR shall not send PLMN-specific SS-codes across PLMN boundaries. However if the GMSC receives PLMN-specific SS-codes from a foreign PLMN's HLR the GMSC may ignore it. If the GMSC attempts to process the PLMN- specific SS- codes, this may lead to unpredictable behaviour but the GMSC shall continue call processing.

Basic Service Code

The use of this parameter and the requirements for its presence are specified in 3GPP TS 23.078.
If the CAMEL service is not involved, this parameter includes the basic service code and will be returned as an operator option. The HLR shall not send a PLMN-specific Basic Service Code across PLMN boundaries. However if the GMSC receives a PLMN-specific Basic Service Code from a foreign PLMN's HLR the GMSC may ignore it. If the GMSC attempts to process the PLMN specific Basic Service codes, this may lead to unpredictable behaviour but the GMSC shall continue call processing.

CCBS Target
See 3GPP TS 23.093 [107] for the use of this parameter and the conditions for its presence.
Keep CCBS Call Indicator
See 3GPP TS 23.093 [107] for the use of this parameter and the conditions for its presence.
IST Alert Timer

It includes the IST Alert timer value that must be used to inform the HLR about the call activities that the subscriber performs. This parameter is only sent to the GMSC in response to a Send Routing Information request which indicates the the GMSC supports IST.
Number Portability Status

This parameter indicates the number portability status of the subscriber. This parameter may be present if the sender of SRIack is NPLR.

Supported CAMEL Phases in VMSC

The use of this parameter and the requirements for its presence are specified in 3GPP TS 23.078.

Offered CAMEL 4 CSIs in VMSC

This parameter is defined in clause 7.6.3.36F.

MSRN 2

The use of this parameter and the requirements for its presence are specified in 3GPP TS 23.172 [126].

Forwarding Data 2

The use of this parameter and the requirements for its presence are specified in 3GPP TS 23.172 [126].

SS-List 2
The use of this parameter and the requirements for its presence are specified in 3GPP TS 23.172 [126].

Basic Service Code 2
The use of this parameter and the requirements for its presence are specified in 3GPP TS 23.172 [126].

Allowed Services

The use of this parameter and the requirements for its presence are specified in 3GPP TS 23.172 [126].

Unavailability Cause
The use of this parameter and the requirements for its presence are specified in 3GPP TS 23.172 [126].

User error
This parameter is sent by the responder when an error is detected and if present, takes one of the following values:

-
Unknown Subscriber;

The diagnostic for the Unknown Subscriber error may indicate “NPDB Mismatch”.

-
Number changed;

-
Call Barred;


This error will indicate that either incoming calls are barred for this MS or that calls are barred due to Operator Determined Barring (see 3GPP TS 22.041 [8] for a definition of this network feature);

-
CUG Reject;


The value of this error cause will indicate the reason for CUG Reject;

-
Bearer Service Not Provisioned;

-
Teleservice Not Provisioned;


A subscription check has been performed and the call has not passed the check due to incompatibility with regard to the requested service. Depending on the nature of the incompatibility, either of these messages will be returned;

-
Facility Not Supported;

-
Absent Subscriber;


This indicates that the location of the MS is not known (either the station is not registered and there is no location information available or the Provide Roaming Number procedure fails due to IMSI detached flag being set), or the GMSC requested forwarding information with a forwarding reason of not reachable, and the call forwarding on MS not reachable service is not active;

-
Busy Subscriber;


This indicates that Call Forwarding on Busy was not active for the specified basic service group when the GMSC requested forwarding information with a forwarding reason of busy;


The error may also indicate that the subscriber is busy due to an outstanding CCBS recall. In the error data it may then be specified that CCBS is possible for the busy encountered call;

-
No Subscriber Reply;


This indicates that Call Forwarding on No Reply was not active for the specified basic service group when the GMSC requested forwarding information with a forwarding reason of no reply;

-
OR Not Allowed;


This indicates that the HLR is not prepared to accept an OR interrogation from the GMSC, or that calls to the specified subscriber are not allowed to be optimally routed;

-
Forwarding Violation;

-
System Failure;

-
Data Missing;

-
Unexpected Data Value.

See clause 7.6 for a definition of these errors.

Provider error
These are defined in clause 7.6. 

GSM Bearer Capability

This information is passed according to the rules specified in 3GPP TS 29.007 [56]. There may be two GSM Bearer Capabilities supplied.

17.7.3
Call handling data types

.$MAP-CH-DataTypes {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-CH-DataTypes (13) version10 (10)}

DEFINITIONS

IMPLICIT TAGS

::=

BEGIN

EXPORTS


SendRoutingInfoArg,


SendRoutingInfoRes,


ProvideRoamingNumberArg,


ProvideRoamingNumberRes,


ResumeCallHandlingArg,


ResumeCallHandlingRes,


NumberOfForwarding,


SuppressionOfAnnouncement,


CallReferenceNumber,


SetReportingStateArg,


SetReportingStateRes,


StatusReportArg,


StatusReportRes,


RemoteUserFreeArg,


RemoteUserFreeRes,


IST-AlertArg,


IST-AlertRes,


IST-CommandArg,

IST-CommandRes,

UU-Data,

ReleaseResourcesArg,

ReleaseResourcesRes

;

IMPORTS


SubscriberInfo,


SupportedCamelPhases,


OfferedCamel4CSIs,


CUG-Interlock,


O-CSI, 


D-CSI,


O-BcsmCamelTDPCriteriaList, 


T-BCSM-CAMEL-TDP-CriteriaList,


IST-SupportIndicator,


IST-AlertTimerValue,


T-CSI,


NumberPortabilityStatus

FROM MAP-MS-DataTypes {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-MS-DataTypes (11) version10 (10)}


ForwardingOptions,


SS-List,


CCBS-Feature

FROM MAP-SS-DataTypes {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-SS-DataTypes (14) version10 (10)}


ISDN-AddressString,


ISDN-SubaddressString,


FTN-AddressString,


ExternalSignalInfo,


Ext-ExternalSignalInfo,


IMSI,


LMSI,


Ext-BasicServiceCode,


AlertingPattern,


NAEA-PreferredCI

FROM MAP-CommonDataTypes {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-CommonDataTypes (18) version10 (10)}


ExtensionContainer

FROM MAP-ExtensionDataTypes {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-ExtensionDataTypes (21) version10 (10)}

;

CUG-CheckInfo ::= SEQUENCE {


cug-Interlock
CUG-Interlock,


cug-OutgoingAccess
NULL


OPTIONAL,


extensionContainer
ExtensionContainer
OPTIONAL,


...}

NumberOfForwarding ::= INTEGER (1..5)

SendRoutingInfoArg ::= SEQUENCE {


msisdn

[0] ISDN-AddressString,


cug-CheckInfo
[1] CUG-CheckInfo
OPTIONAL,


numberOfForwarding
[2] NumberOfForwarding
OPTIONAL,


interrogationType
[3] InterrogationType,


or-Interrogation
[4] NULL

OPTIONAL,


or-Capability
[5] OR-Phase
OPTIONAL,


gmsc-OrGsmSCF-Address
[6] ISDN-AddressString,


callReferenceNumber
[7] CallReferenceNumber
OPTIONAL,


forwardingReason
[8] ForwardingReason
OPTIONAL,


basicServiceGroup
[9] Ext-BasicServiceCode
OPTIONAL,


networkSignalInfo
[10] ExternalSignalInfo
OPTIONAL,


camelInfo

[11] CamelInfo
OPTIONAL,


suppressionOfAnnouncement
[12] SuppressionOfAnnouncement 
OPTIONAL,


extensionContainer
[13] ExtensionContainer
OPTIONAL,


...,


alertingPattern
[14] AlertingPattern
OPTIONAL,


ccbs-Call

[15] NULL


OPTIONAL,


supportedCCBS-Phase
[16]
 SupportedCCBS-Phase
OPTIONAL,


additionalSignalInfo
[17] Ext-ExternalSignalInfo
OPTIONAL,


istSupportIndicator
[18] IST-SupportIndicator
OPTIONAL,


pre-pagingSupported
[19]
NULL

OPTIONAL,


callDiversionTreatmentIndicator
[20]
CallDiversionTreatmentIndicator
OPTIONAL,


longFTN-Supported
[21]
NULL

OPTIONAL,


suppress-VT-CSI
[22]
NULL

OPTIONAL,


suppressIncomingCallBarring
[23]
NULL

OPTIONAL,


gsmSCF-InitiatedCall
[24]
NULL

OPTIONAL,


basicServiceGroup2
[25] Ext-BasicServiceCode
OPTIONAL,


networkSignalInfo2
[26] ExternalSignalInfo
OPTIONAL,
     suppressMTSS
[xx] SuppressAllMTSS
OPTIONAL

 }

SuppressionOfAnnouncement ::= NULL

SuppressMTSS ::= BIT STRING {


SuppressCUG                      (0),


SuppressCCBS                     (1) } (SIZE (2..16))


--
Other bits than listed above shall be discarded
InterrogationType ::= ENUMERATED {


basicCall  (0),


forwarding  (1)}

OR-Phase ::= INTEGER (1..127)
CallReferenceNumber ::= OCTET STRING (SIZE (1..8))
ForwardingReason ::= ENUMERATED {


notReachable  (0),


busy  (1),


noReply  (2)}

SupportedCCBS-Phase ::= INTEGER (1..127) 

-- exception handling:

-- Only value 1 is used.

-- Values in the ranges 2-127 are reserved for future use.

-- If received values 2-127 shall be mapped on to value 1.

CallDiversionTreatmentIndicator ::= OCTET STRING (SIZE(1))

--
callDiversionAllowed (xxxx xx01)

--
callDiversionNotAllowed (xxxx xx10)

--
network default is call diversion allowed
SendRoutingInfoRes ::= [3] SEQUENCE {


imsi


[9] IMSI

OPTIONAL,


-- IMSI must be present if SendRoutingInfoRes is not segmented.


-- If the TC-Result-NL segmentation option is taken the IMSI must be


-- present in one segmented transmission of SendRoutingInfoRes.


extendedRoutingInfo
ExtendedRoutingInfo
OPTIONAL,


cug-CheckInfo
[3] CUG-CheckInfo
OPTIONAL,


cugSubscriptionFlag
[6] NULL

OPTIONAL,


subscriberInfo
[7] SubscriberInfo
OPTIONAL,


ss-List

[1] SS-List
OPTIONAL,


basicService
[5] Ext-BasicServiceCode
OPTIONAL,


forwardingInterrogationRequired
[4] NULL

OPTIONAL,


vmsc-Address
[2] ISDN-AddressString
OPTIONAL,


extensionContainer
[0] ExtensionContainer
OPTIONAL,


... ,


naea-PreferredCI
[10] NAEA-PreferredCI
OPTIONAL,


-- naea-PreferredCI is included at the discretion of the HLR operator.


ccbs-Indicators
[11] CCBS-Indicators
OPTIONAL,


msisdn

[12] ISDN-AddressString
OPTIONAL,


numberPortabilityStatus
[13] NumberPortabilityStatus
OPTIONAL,


istAlertTimer
[14] IST-AlertTimerValue
OPTIONAL,

supportedCamelPhasesInVMSC
[15]
SupportedCamelPhases
OPTIONAL,

offeredCamel4CSIsInVMSC
[16] OfferedCamel4CSIs
OPTIONAL,


routingInfo2
[17] RoutingInfo
OPTIONAL,


ss-List2

[18] SS-List
OPTIONAL,


basicService2
[19] Ext-BasicServiceCode
OPTIONAL,


allowedServices
[20] AllowedServices
OPTIONAL,


unavailabilityCause
[21] UnavailabilityCause
OPTIONAL,


releaseResourcesSupported
[22] NULL

OPTIONAL,


gsm-BearerCapability
[23] ExternalSignalInfo
OPTIONAL


}

AllowedServices ::= BIT STRING {


firstServiceAllowed
(0),


secondServiceAllowed
(1) } (SIZE (2..8))


--
firstService is the service indicated in the networkSignalInfo


--
secondService is the service indicated in the networkSignalInfo2


--
Other bits than listed above shall be discarded
UnavailabilityCause ::= ENUMERATED {


bearerServiceNotProvisioned
(1),


teleserviceNotProvisioned
(2),


absentSubscriber
(3),


busySubscriber
(4),


callBarred
(5),


cug-Reject
(6),


...}


--
exception handling: 


--
Reception of other values than the ones listed shall result in the service


--
being unavailable for that call.

CCBS-Indicators ::= SEQUENCE {


ccbs-Possible
[0]
NULL

OPTIONAL,


keepCCBS-CallIndicator
[1]
NULL

OPTIONAL,


extensionContainer
[2]
ExtensionContainer
OPTIONAL,


...}

RoutingInfo ::= CHOICE {


roamingNumber
ISDN-AddressString,


forwardingData
ForwardingData}

ForwardingData ::= SEQUENCE {


forwardedToNumber
[5] ISDN-AddressString
OPTIONAL,


-- When this datatype is sent from an HLR which supports CAMEL Phase 2


-- to a GMSC which supports CAMEL Phase 2 the GMSC shall not check the


-- format of the number


forwardedToSubaddress
[4] ISDN-SubaddressString
OPTIONAL,


forwardingOptions
[6] ForwardingOptions
OPTIONAL,


extensionContainer
[7] ExtensionContainer
OPTIONAL,


...,


longForwardedToNumber
[8] FTN-AddressString
OPTIONAL}

ProvideRoamingNumberArg ::= SEQUENCE {


imsi


[0] IMSI,


msc-Number
[1] ISDN-AddressString,


msisdn

[2] ISDN-AddressString
OPTIONAL,


lmsi


[4] LMSI

OPTIONAL,


gsm-BearerCapability
[5] ExternalSignalInfo
OPTIONAL,


networkSignalInfo
[6] ExternalSignalInfo
OPTIONAL,


suppressionOfAnnouncement
[7] SuppressionOfAnnouncement
OPTIONAL,


gmsc-Address
[8] ISDN-AddressString
OPTIONAL,


callReferenceNumber
[9] CallReferenceNumber
OPTIONAL,


or-Interrogation
[10] NULL

OPTIONAL,


extensionContainer
[11] ExtensionContainer
OPTIONAL,


... ,


alertingPattern
[12] AlertingPattern
OPTIONAL,


ccbs-Call

[13] NULL

OPTIONAL,


supportedCamelPhasesInInterrogatingNode
[15] SupportedCamelPhases
OPTIONAL,


additionalSignalInfo
[14] Ext-ExternalSignalInfo
OPTIONAL,


orNotSupportedInGMSC
[16] NULL

OPTIONAL,


pre-pagingSupported
[17] NULL

OPTIONAL,

longFTN-Supported
[18]
NULL

OPTIONAL,


suppress-VT-CSI
[19]
NULL

OPTIONAL,


offeredCamel4CSIsInInterrogatingNode
[20] OfferedCamel4CSIs
OPTIONAL


 }

ProvideRoamingNumberRes ::= SEQUENCE {


roamingNumber
ISDN-AddressString,


extensionContainer
ExtensionContainer
OPTIONAL,


...,


releaseResourcesSupported
NULL


OPTIONAL }

ResumeCallHandlingArg ::= SEQUENCE {


callReferenceNumber
[0] CallReferenceNumber
OPTIONAL,


basicServiceGroup
[1] Ext-BasicServiceCode
OPTIONAL,


forwardingData
[2] ForwardingData
OPTIONAL,


imsi


[3] IMSI

OPTIONAL,


cug-CheckInfo
[4] CUG-CheckInfo
OPTIONAL,


o-CSI

[5] O-CSI

OPTIONAL,


extensionContainer
[7] ExtensionContainer
OPTIONAL,


ccbs-Possible
[8]
NULL

OPTIONAL,


msisdn

[9]
ISDN-AddressString
OPTIONAL,


uu-Data

[10] UU-Data
OPTIONAL,


allInformationSent
[11] NULL

OPTIONAL,


...,


d-csi

[12]
D-CSI
OPTIONAL,


o-BcsmCamelTDPCriteriaList 
[13]
O-BcsmCamelTDPCriteriaList 
OPTIONAL,


basicServiceGroup2
[14] Ext-BasicServiceCode
OPTIONAL

 }

UU-Data ::= SEQUENCE {


uuIndicator
[0] UUIndicator
OPTIONAL,


uui


[1] UUI

OPTIONAL,


uusCFInteraction
[2] NULL

OPTIONAL,


extensionContainer
[3] ExtensionContainer
OPTIONAL,


...}

UUIndicator ::= OCTET STRING (SIZE (1))


-- Octets are coded according to ETS 300 356
UUI  ::= OCTET STRING (SIZE (1..131))


-- Octets are coded according to ETS 300 356
ResumeCallHandlingRes ::= SEQUENCE {


extensionContainer
ExtensionContainer
OPTIONAL,


...}

CamelInfo ::= SEQUENCE {


supportedCamelPhases
SupportedCamelPhases,


suppress-T-CSI
NULL


OPTIONAL,


extensionContainer
ExtensionContainer
OPTIONAL,


... ,

offeredCamel4CSIs
[0] OfferedCamel4CSIs
OPTIONAL }

ExtendedRoutingInfo ::= CHOICE {


routingInfo
RoutingInfo,


camelRoutingInfo
[8] CamelRoutingInfo}

CamelRoutingInfo ::= SEQUENCE {


forwardingData
ForwardingData
OPTIONAL,


gmscCamelSubscriptionInfo
[0] GmscCamelSubscriptionInfo,


extensionContainer
[1] ExtensionContainer
OPTIONAL,


...}

GmscCamelSubscriptionInfo ::= SEQUENCE {


t-CSI

[0] T-CSI
OPTIONAL,


o-CSI

[1] O-CSI
OPTIONAL,


extensionContainer
[2] ExtensionContainer
OPTIONAL,


...,


o-BcsmCamelTDP-CriteriaList
[3] O-BcsmCamelTDPCriteriaList
OPTIONAL,


t-BCSM-CAMEL-TDP-CriteriaList
[4]
T-BCSM-CAMEL-TDP-CriteriaList
OPTIONAL,


d-csi

[5]
D-CSI
OPTIONAL}

SetReportingStateArg ::= SEQUENCE {


imsi


[0]
IMSI

OPTIONAL,


lmsi


[1]
LMSI

OPTIONAL,


ccbs-Monitoring
[2]
ReportingState
OPTIONAL,


extensionContainer
[3]
ExtensionContainer
OPTIONAL,


...}

ReportingState ::= ENUMERATED {


stopMonitoring
(0),


startMonitoring
(1),


...}


-- exception handling:


-- reception of values 2-10 shall be mapped to 'stopMonitoring' 


-- reception of values > 10 shall be mapped to 'startMonitoring'

SetReportingStateRes ::= SEQUENCE{


ccbs-SubscriberStatus 
[0]
CCBS-SubscriberStatus
OPTIONAL,


extensionContainer
[1]
ExtensionContainer
OPTIONAL,


...}

CCBS-SubscriberStatus ::= ENUMERATED {


ccbsNotIdle 
(0),


ccbsIdle 

(1),


ccbsNotReachable
(2),


...}


--  exception handling: 


--  reception of values 3-10 shall be mapped to 'ccbsNotIdle'


--  reception of values 11-20 shall be mapped to 'ccbsIdle'


--  reception of values > 20 shall be mapped to 'ccbsNotReachable' 

StatusReportArg ::= SEQUENCE{


imsi 

[0]
IMSI,


eventReportData
[1]
EventReportData
OPTIONAL,


callReportdata
[2]
CallReportData
OPTIONAL,


extensionContainer
[3]
ExtensionContainer
OPTIONAL,


...}

EventReportData ::= SEQUENCE{


ccbs-SubscriberStatus
[0]
CCBS-SubscriberStatus
OPTIONAL,


extensionContainer
[1]
ExtensionContainer
OPTIONAL,


...}

CallReportData ::= SEQUENCE{


monitoringMode
[0]
MonitoringMode
OPTIONAL,


callOutcome
[1]
CallOutcome
OPTIONAL,


extensionContainer
[2]
ExtensionContainer
OPTIONAL,


...}

MonitoringMode ::= ENUMERATED {


a-side

(0),


b-side

(1),


...}


--
exception handling: 


--  reception of values 2-10 shall be mapped 'a-side'


--  reception of values > 10 shall be mapped to 'b-side'

CallOutcome ::= ENUMERATED {


success

(0),


failure

(1),


busy


(2),


...}


--
exception handling: 


--  reception of values 3-10 shall be mapped to 'success'


--  reception of values 11-20 shall be mapped to 'failure'


--  reception of values > 20 shall be mapped to 'busy'

StatusReportRes ::= SEQUENCE {


extensionContainer
[0]
ExtensionContainer
OPTIONAL,


...}

RemoteUserFreeArg ::= SEQUENCE{


imsi


[0]
IMSI,


callInfo

[1]
ExternalSignalInfo,


ccbs-Feature
[2]
CCBS-Feature,


translatedB-Number
[3]
ISDN-AddressString,


replaceB-Number
[4] 
NULL

OPTIONAL,


alertingPattern
[5]
AlertingPattern
OPTIONAL,


extensionContainer
[6]
ExtensionContainer
OPTIONAL,


...}

RemoteUserFreeRes ::= SEQUENCE{


ruf-Outcome
[0]
RUF-Outcome,


extensionContainer
[1]
ExtensionContainer
OPTIONAL,


...}

RUF-Outcome ::= ENUMERATED{


accepted (0),


rejected (1),


noResponseFromFreeMS (2), -- T4 Expiry


noResponseFromBusyMS (3), -- T10 Expiry


udubFromFreeMS (4),


udubFromBusyMS (5),


...}


-- exception handling:


-- reception of values 6-20 shall be mapped to 'accepted'


-- reception of values 21-30 shall be mapped to 'rejected'


-- reception of values 31-40 shall be mapped to 'noResponseFromFreeMS'


-- reception of values 41-50 shall be mapped to 'noResponseFromBusyMS'


-- reception of values 51-60 shall be mapped to 'udubFromFreeMS'


-- reception of values > 60 shall be mapped to 'udubFromBusyMS'

IST-AlertArg ::= SEQUENCE{


imsi


[0]
IMSI,


extensionContainer
[1]
ExtensionContainer
OPTIONAL,


...}

IST-AlertRes ::= SEQUENCE{


istAlertTimer
[0]
IST-AlertTimerValue 
OPTIONAL,


istInformationWithdraw
[1]
NULL

OPTIONAL,


callTerminationIndicator
[2]
CallTerminationIndicator
OPTIONAL,


extensionContainer
[3]
ExtensionContainer
OPTIONAL,


...}

IST-CommandArg ::= SEQUENCE{


imsi


[0]
IMSI,


extensionContainer
[1]
ExtensionContainer
OPTIONAL,


...}

IST-CommandRes ::= SEQUENCE{


extensionContainer
ExtensionContainer
OPTIONAL,


...}

CallTerminationIndicator ::= ENUMERATED {


terminateCallActivityReferred
(0),


terminateAllCallActivities
(1),


...}


-- exception handling:


-- reception of values 2-10 shall be mapped to ' terminateCallActivityReferred ' 


-- reception of values > 10 shall be mapped to ' terminateAllCallActivities '


-- In MSCs not supporting linkage of all call activities, any value received shall


-- be interpreted as ' terminateCallActivityReferred '

ReleaseResourcesArg ::= SEQUENCE{


msrn


ISDN-AddressString, 


extensionContainer
ExtensionContainer
OPTIONAL,


...}

ReleaseResourcesRes ::= SEQUENCE{


extensionContainer
ExtensionContainer
OPTIONAL,


...}

.#END







