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	1st Modified Section


8.1.1 Operation: SendSms

The application invokes the sendSms operation to send an SMS message, specified by the String message.

If message is longer than the maximum supported length, the message content will be sent as several concatenated short messages.

	Next Modified Section


8.1.4
Operation: GetSmsDeliveryStatus

The application invokes the getSmsDeliveryStatus operation to request the status of a previous SMS delivery request identified by requestIdentifier. The information on the status is returned in deliveryStatus, which is an array of status related to the request identified by requestIdentifier. The status is identified by a couplet indicating a user address and the associated delivery status. This method can be invoked multiple times by the application even if the status has reached a final value. However, after the status has reached a final value, status information will be available only for a limited period of time as defined by a service policy. The following five different SMS delivery status values have been identified:

· 'DeliveredToNetwork': in case of concatenated messages, only when all the SMS-parts have been successfully delivered to the network.

· 'DeliveryUncertain': e.g. because it was handed off to another network.

· 'DeliveryImpossible': unsuccessful delivery; the message could not be delivered before it expired.

· 'MessageWaiting': the message is still queued for delivery.

· 'DeliveredToTerminal': in case of concatenated messages, only when all the SMS-parts have been successfully delivered to the terminal.

8.1.4.1
Input message: GetSmsDeliveryStatusRequest

	Part name
	Part type
	Optional
	Description

	RequestIdentifier
	xsd:string
	No
	It identifies a specific SMS delivery request


8.1.4.2
Output message : GetSmsDeliveryStatusResponse

	Part name
	Part type
	Optional
	Description

	result
	DeliveryInformation [0..unbounded]
	Yes
	It lists the variations on the delivery status of the SMS. Possible values are:

· DeliveredToNetwork

· DeliveryUncertain

· DeliveryImpossible

· MessageWaiting

· DeliveredToTerminal


8.1.4.3
Referenced faults

ServiceException from [6]:

· SVC0001 - Service error.

· SVC0002 - Invalid input value.

PolicyException from [6]:

· POL0001 - Policy error.

· POL0010 – Retention time interval expired

	Next Modified Section


8.3
Interface: ReceiveSms

8.3.1
Operation: GetReceivedSms

The invocation of getReceivedSms retrieves all the SMS messages received that fulfil the criteria identified by registrationIdentifier. The method returns only the list of SMS messages received since the previous invocation of the same method, i.e. each time the method is executed the messages returned are removed from the server. Moreover, each SMS message will be automatically removed from the server after a maximum time interval as defined by a service policy.

The received SMS messages are returned in the getReceivedSmsResponse message. An SMS message is identified by a structure indicating the sender of the SMS message and the content.

8.3.1.1
Input message: GetReceivedSmsRequest

	Part name
	Part type
	Optional
	Description

	RegistrationIdentifier
	xsd:string
	No
	Identifies the provisioning step that enables the application to receive notification of SMS reception according to specified criteria


8.3.1.2
Output message : GetReceivedSmsResponse

	Part name
	Part type
	Optional
	Description

	result
	SmsMessage [0..unbounded]
	Yes
	It lists the received SMS since last invocation


8.3.1.3
Referenced faults

ServiceException from [6]:

· SVC0001 - Service error.

· SVC0002 - Invalid input value.

PolicyException from [6]:

· POL0001 - Policy error.

· POL0010 – Retention time interval expired

	Next Modified Section


10
Service policies

Service policies for this service.

	Name
	Type
	Description

	GroupSupport
	xsd:boolean
	Groups may be included with addresses

	NestedGroupSupport
	xsd:boolean
	Are nested groups supported in group definitions

	ChargingSupported
	xsd:boolean
	Is charging supported for send operations

	StatusRetentionTime
	common:TimeMetric
	A time interval that begins after the status of a short message delivery request has reached a final value.  During this interval, the delivery status information remains available for retrieval by the application.

	MessageRetentionTime
	common:TimeMetric
	A time interval that begins after the the receipt of a short message.  During this interval, the short message remains available for retrieval by the application.


	Next Modified Section


Annex A (normative):
WSDL for Short Messaging

The document/literal WSDL representation of this interface specification is compliant to 3GPP TS 29.199-1 [6] and is contained in text files (contained in archive 29199-04-660-doclit.zip) which accompanies the present document.

	End of modifications
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