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Abstract of document:

This 3GPP Technical Specification (TS) specifies a mobile device Selective Disabling of 3GPP UE capabilities (SDoUE) Management Object (MO).

The SDoUE MO is compatible with the OMA Device Management (DM) protocol specifications version 1.2 and onwards.
The service requirements for the Selective Disabling of 3GPP UE Capabilities are defined in TS 22.011.
CT WG1 agreed at CT1 #44 to send this TS for approval, since the SDoUE Work Item (WI) is considered to be stable enough for approval (at least 80%).
Note that the CT1 proposed version 2.0.0 of TS 24.305 is attached as file 24.305-200.
Changes since last presentation to TSG CT:

The TS now includes the behaviour of the UE when functions/services are disable.
Additionally, new tree leaf nodes in the SDoUE MO and the related UE behaviour have been added in order to fulfil the stage 1 requirements on storage of customer care service numbers that may be provided by the network.

Finally, the MO DDF has been completed as well as several editorials have been done.
Outstanding Issues:

· Behaviour of the UE when emergency calls are indicated as disable. A solution already has been presented, but further work is needed to cover all cases.
· Access to the SDoUE MO when in VPLMN. An LS from SA1 has now clarified the service requirements on this issue, and part of the solution is already included in the TS. However, some work seems to be needed.
Contentious Issues:

None.
