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1) The UE changes the IP-CAN or P-CSCF due to mobility.
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************************** PROPOSED CHANGES ****************************************

5.1.6
Emergency service

5.1.6.1
General

A CS and IM CN subsystem capable UE shall follow the conventions and rules specified in 3GPP TS 22.101 [1A] and 3GPP TS 23.167 [8D] to select the domain for the emergency call attempt. If the CS domain is selected, the UE shall attempt an emergency call setup according to the procedures described in 3GPP TS 24.008 [8]. If the IM CN subsystem is selected, the UE shall attempt an emergency call setup according to the procedures described in this document.

The IP-CAN can, dependant on the IP-CAN capabilities, provide local emergency numbers to the UE which has that capability, in order for the UE to recognize these numbers as emergency call.

5.1.6.2
Initial emergency registration

Editor's note: Stage 2 requirement (23.167, section 4.1, bullet 7) needs to be reflected here: In the case that a UE is already registered, it shall, in addition, perform a registration for the support of emergency services (emergency registration). The emergency registration takes place when user dials the emergency number, i.e. the emergency registration will not be on by default.

Editor's note: It needs to be stated that the UE must be capable to handle the emergency registration completely independent of a possible already existing registration. The already existing (non-emergency) registration shall not be influenced by the parallel emergency registration.

When a UE performs an initial emergency registration the UE shall perform the actions as specified in subclause 5.1.1.2 with the following additions:

-
the UE shall populate the To and From header in the REGISTER request with the emergency public user identity as specified in 3GPP TS 23.003 [3].

Editor's note: More additions needed, stating that UE can register without credentials in the case that regulation allows & UE has no credentials or no credentials that can be handled at the S-CSCF.

Editor's note: In the case when no UICC is available, it needs to be defined where is the emergency public user identity and maybe the private user identity are taken from. Also it needs to be clarified where the UE (for emergency registration) gets the home network domain from. Will this only be reflected in 23.003? For this case it also needs to be indicated whether an Authorization header will be included or not.

Editor's note: The format of the emergency public user identity needs to still be defined.

5.1.6.2a
New initial emergency registration

The UE shall perform a new initial emergency registration, as specified in subclause 5.1.6.2, if the UE determines that:
· it has previously performed an emergency registration which has not yet expired; and
· it has obtained an IP address from the serving IP-CAN, as specified in subclause 9.2.1, different than the IP address used for the emergency registration.
5.1.6.3
Initial subscription to the registration-state event package

The UE shall not subscribe to the reg event package for any emergency public user identity.

5.1.6.4
User-initiated emergency reregistration

With one exception UE shall not perform user-initiated emergency reregistration. If the emergency registration is expected to expire during an ongoing dialog or if outstanding transactions exist, the UE shall perform user-initiated emergency reregistration as specified in subclause 5.1.1.4. The emergency reregistration shall be performed before the the ongoing emergency registration expires.

5.1.6.5
Authentication

When a UE performs authentication a UE shall perform the procedures as specified in subclause 5.1.1.5.

Editor's Note: Is it allowed that if the UE has a UICC (and related credentials), that the S-CSCF does not challenge the UE? This might be applied to speed up the emergency registration procedure.

5.1.6.6
User-initiated emergency deregistration

The UE shall not perform user-initiated deregistration of any registered emergency public user identity.

NOTE:
The UE will be deregistered when the emergency registration expires.

5.1.6.7
Network-initiated emergency deregistration

When a UE performs a network-initiated emergency deregistration a UE shall perform the action as specified in 5.1.1.7.
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