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	Expected sequence 1.5 (REFRESH, UICC Reset) is still not defined in V.6.6.0 of 31.124 even the first draft was submitted to CT6#36 as outcome of the “3GPP-CT6-SCP Adhoc meeting #117 on CAT and USAT testing”. The draft was re-issued at CT6#38 as document C6-060077, but not agreed.
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3.4
Applicability table

Table B.1: Applicability of tests

	Item
	Description
	Re-lease
	Test sequence
(s)
	Rel 99 ME
	Rel-4 ME
	Rel-5 ME
	Rel-6 ME
	Terminal Profile
	Network Dependency
	Sup-port

	[…]

	10
	REFRESH
27.22.4.7
	
	
	
	
	
	
	
	
	

	
	USIM initialization, enabling FDN mode
	R99
	1.1
	C146
	C146
	C146
	C146
	E.1/24
	Yes
	

	
	file change notification of FDN file
	R99
	1.2
	C146
	C146
	C146
	C146
	E.1/24
	Yes
	

	
	USIM initialization and file change notification of ADN
	R99
	1.3
	C168
	C168
	C168
	M
	E.1/24
	No
	

	
	USIM initialization and full file change notification, enabling FDN mode
	R99
	1.4
	C146
	C146
	C146
	C146
	E.1/24
	Yes
	

	
	UICC reset
	R99
	1.5
	
	
	
	M
	E.1/24
	No
	

	
	USIM Initialization after SMS-PP data download
	R99
	1.6
	C146
	C146
	C146
	C146
	E.1/24
	Yes
	

	
	UICC Reset for IMSI Changing procedure
	R99
	2.1
	
	
	
	
	
	TBD
	

	
	USIM Application Reset for IMSI Changing procedure
	R99
	2.2
	
	
	
	M
	E.1/24
	Yes
	

	
	3G Session Reset for IMSI Changing procedure
	R99
	2.3
	
	
	
	
	
	TBD
	

	
	reject 3G Session Reset for IMSI Changing procedure during call
	R99
	2.4
	
	
	
	M
	E 1/24
	Yes
	

	[…]


[…]

27.22.4.7
REFRESH

27.22.4.7.1
REFRESH (normal)

27.22.4.7.1.1
Definition and applicability

See clause 3.2.2.
[…]

27.22.4.7.1.4.2
Procedure

[…]

Expected Sequence 1.5 (REFRESH, UICC Reset)


	Step
	Direction
	MESSAGE / Action
	Comments

	1
	UICC( ME
	PROACTIVE COMMAND PENDING: REFRESH 1.5.1
	

	2
	ME ( UICC
	FETCH
	

	3
	UICC ( ME
	PROACTIVE COMMAND: REFRESH 1.5.1
	

	4
	ME ( UICC
	STATUS[P1='02']
	ME indicates to USIM that the termination procedure is starting

	5
	ME ( UICC
	ME resets the UICC, performs  USIM initialisation, including send STATUS[P1='01']  and
no TERMINAL RESPONSE shall be sent
	


PROACTIVE COMMAND: REFRESH 1.5.1

Logically:

Command details


Command number:
1


Command type:
REFRESH


Command qualifier:
UICC Reset

Device identities


Source device:
UICC


Destination device:
ME
Coding:

	BER-TLV:
	D0
	09
	81
	03
	01
	01
	04
	82
	02
	81
	82
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