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	In TS 29.228 Table 6.3.1, SIP-Number-Auth-Item and SIP-Auth-Data-Item AVPs are Mandatory in the MAR. In TS 29.229, the BNF definition specifies them as optional. This is incorrect and they should be aligned as Mandatory.
Table 6.3.1: Authentication Request

Information element name

Mapping to Diameter AVP

Cat.

Description
Public User Identity

(See 7.2)

Public-Identity

M

This information element contains the Public User Identity of the user

Private User Identity

(See 7.3)
User-Name

M

This information element contains the Private User Identity

Number Authentication Items

(See 7.10)

SIP-Number-Auth-Items

M

This information element indicates the number of authentication vectors requested

Authentication Data

(See 7.9)

SIP-Auth-Data-Item

M

See Tables 6.3.2 and 6.3.3 for the contents of this information element. The content shown in table 6.3.2 shall be used for a normal authentication request; the content shown in table 6.3.3 shall be used for an authentication request after synchronization failure.

S-CSCF Name

(See 7.4)

Server-Name

M

This information element contains the name (SIP URL) of the S-CSCF.
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	The MAR BNF is updated to show the SIP-Number-Auth-Item and SIP-Auth-Data-Item AVPs as mandatory.
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6.1.7
Multimedia-Auth-Request (MAR) Command

The Multimedia-Auth-Request (MAR) command, indicated by the Command-Code field set to 303 and the ‘R’ bit set in the Command Flags field, is sent by a Diameter Multimedia client to a Diameter Multimedia server in order to request security information. 

Message Format

< Multimedia-Auth-Request > ::=  < Diameter Header: 303, REQ, PXY, 16777216 >

< Session-Id >

{ Vendor-Specific-Application-Id }

{ Auth-Session-State }

{ Origin-Host }

{ Origin-Realm }

{ Destination-Realm }

[ Destination-Host ]

{ User-Name }

*[ Supported-Features ]
{ Public-Identity }

{ SIP-Auth-Data-Item }
{ SIP-Number-Auth-Items } 

{ Server-Name }

*[ AVP ]

*[ Proxy-Info ]

*[ Route-Record ]
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