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*** 1st change ***

4.2.1
UE-Initiated

This clause is applicable if an IP-CAN Session is being released by the UE.
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Figure 4.2.1.1: UE-Initiated IP-CAN Session Termination

1.
The GW receives a Remove IP-CAN Session Request that requests the deactivation of the IP-CAN Session. The form of the Remove IP-CAN Session Request depends upon the type of the IP-CAN. For GPRS, the GGSN receives a Delete PDP Context Request for the last PDP context within a PDP session. For I-WLAN, the GW receives an IPSec tunnel termination request.

2.
The GW sends a Diameter CCR message to the PCRF, indicating the IP-CAN Session termination. The GW requests the termination of the DCC session using the CC-Request-Type AVP set to the value TERMINATION_REQUEST.

3.
The PCRF identifies AF sessions that are bound to IP flows of the removed IP-CAN Session.

4.
The PCRF acknowledges the session termination by sending a Diameter CCA message.
5,
The GW sends a response to the Remove IP-CAN Session Request. For GPRS, the GGSN sends a Delete PDP Context Response message. The form of the Remove IP-CAN Session Request depends upon the type of the IP-CAN. For GPRS, the GGSN receives a Delete PDP Context Request for the last PDP context within a PDP session. For I-WLAN, the GW sends an IPSec tunnel termination response. Step 5 may already be executed in parallel to step 2.
For each AF session identified in step 3:

6.
The PCRF indicates the session abort to the AF by sending a Diameter ASR message to the AF.

7.
The AF responds by sending a Diameter ASA message to the PCRF.

8.
The AF sends a Diameter STR message to the PCRF to indicate that the session has been terminated.

9.
The PCRF responds by sending a Diameter STA message to the AF.

*** End of changes ***
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3. 	Identify AF sessions bound to the removed IP CAN session.







5. 	Remove IP CAN Session Response 
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