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	Reason for change:
(

	Frame Identifiers were added to proactive command in TS 102 223 Rel-6. 

3GPP specific commands were not updated 
Frames are intended to enhance the MMI by dividing the terminal's screen into several rectangular regions (frames). The display of frames is optional for the terminal.
The terminal indicates support of frames via the Terminal Profile

For SEND SHORT MESSAGE, a command structure is defined in TS102 223, this command structure contains a Frame Identifier.

	
	

	Summary of change:
(

	Frame Identifier added to SEND SHORT MESSAGE, SEND SS and SEND USSD

	
	

	Consequences if 
(

not approved:
	If a card issues a SEND SHORT MESSAGE proactive command that includes the Frame Identifier TLV with the comprehension required flag set, then terminals will not execute the command but return a failure result to the card.

	
	

	Clauses affected:
(

	6.6.9, 6.6.10 & 6.6.11 
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	affected:
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	 Test specifications
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	Other comments:
(

	8.80, 8.81 & 8.82 included for reference
This CR was previously agreed at CT6 as C6-070319. However, an error was found in the CR that led it to be withdrawn before CT Plenary. 

31.111 Rel-7 had a formatting error that was corrected in the approved CR181R2 (C6-070319). This formatting correction did not appy to Rel-6 however, CR180R2 unnecessarily applied these formatting errors to Rel-6.




6.6.9
SEND SHORT MESSAGE

	Description
	Clause
	M/O/C
	Min
	Length

	Proactive UICC command Tag
	9.2
	M
	Y
	1

	Length (A+B+C+D+E+F+G+H)
	-
	M
	Y
	1 or 2

	Command details
	8.6
	M
	Y
	A

	Device identities
	8.7
	M
	Y
	B

	Alpha identifier
	8.2
	O
	N
	C

	Address
	8.1
	O
	N
	D

	SMS TPDU (SMS-SUBMIT or SMS-COMMAND)
	8.13
	M
	Y
	E

	Icon identifier
	8.31
	O
	N
	F

	Text attribute
	8.70
	C
	N
	G

	Frame Identifier
	8.82
	O
	N
	H


The address data object holds the RP_Destination_Address of the Service Centre. If no RP_Destination_Address is transferred, then the ME shall insert the default Service Centre address.

The Text attribute applies to the Alpha Identifier. It may be present only if the Alpha Identifier is present.

6.6.10
SEND SS

	Description
	Clause
	M/O/C
	Min
	Length

	Proactive UICC command Tag
	9.2
	M
	Y
	1

	Length (A+B+C+D+E+F+G)
	-
	M
	Y
	1 or 2

	Command details
	8.6
	M
	Y
	A

	Device identities
	8.7
	M
	Y
	B

	Alpha identifier
	8.2
	O
	N
	C

	SS string
	8.14
	M
	Y
	D

	Icon identifier 
	8.31
	O
	N
	E

	Text attribute
	8.70
	C
	N
	F

	Frame Identifier
	8.82
	O
	N
	G


The Text attribute applies to the Alpha Identifier. It may be present only if the Alpha Identifier is present.

6.6.11
SEND USSD

	Description
	Clause
	M/O/C
	Min
	Length

	Proactive UICC command Tag
	9.2
	M
	Y
	1

	Length (A+B+C+D+E+F+G)
	-
	M
	Y
	1 or 2

	Command details
	8.6
	M
	Y
	A

	Device identities
	8.7
	M
	Y
	B

	Alpha identifier
	8.2
	O
	N
	C

	USSD String
	8.17
	M
	Y
	D

	Icon identifier
	8.31
	O
	N
	E

	Text attribute
	8.70
	C
	N
	F

	Frame Identifier
	8.82
	O
	N
	G


The Text attribute applies to the Alpha Identifier. It may be present only if the Alpha Identifier is present.

[…]

8.80
Frames Layout

See TS 102 223 [32].

8.81
Frames Information

See TS 102 223 [32].

8.82
Frames identifier

See TS 102 223 [32].
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