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	1st Modified Section


8.3
Interface: CallNotificationManager

The call notification manager enables applications to set up and tear down notifications for calls online.
8.3.1
Operation: StartCallNotification

Start notifications to the application for given called party addresses. The addresses are Address Data items as defined in 3GPP TS 29.199-1 [6].

The correlator provided in the reference must be unique for the application Web Service at the time the notification is initiated, otherwise a ServiceException (SVC0005) will be returned to the application.

The criteria specify the event specific criteria used by application to define the event required. Only events that meet these criteria are notified. If the criteria parameter is not present, all call events will be notified.
The AddressDirection specifies if the Addresses above are "called" or "calling". This parameter is global (only one value for all addresses in the array. If empty, the address direction is "called".
8.3.1.1
Input message: StartCallNotificationRequest

	Part name
	Part type
	Optional
	Description

	Reference
	common:SimpleReference
	No
	Notification endpoint definition

	Addresses
	xsd:anyURI 

[1..unbounded]
	No
	Party addresses to receive notifications on. The address type/direction is determined by the AddressDirection. If the AddressDirection part is not populated this is for notifications on called party addresses.

	Criteria
	CallEvents
[0..unbounded]
	Yes
	List of Call Event values to generate notification. All event values are supported on the CallNotification manager interface.

	Addressdirection
	AddressDirection 
	Yes
	Determine if the address considered is "called" or "calling".
It applies for all the addresses. 


8.3.1.2
Output message: StartCallNotificationResponse

	Part Name
	Part Type
	Optional
	Description

	none
	
	
	


8.3.1.3
Referenced Faults

ServiceException from [6]

· SVC0001 – Service error

· SVC0002 – Invalid input value

· SVC0005 – Duplicate correlator

PolicyException from [6]

· POL0001 – Policy error

	Next Modified Section


8.4
Interface: CallDirectionManager

The call direction manager enables applications to set up and tear down notifications for calls online.

8.4.1
Operation: startCallDirectionNotification

This operation initiates notifications to the application for the specified called party addresses, which are Address Data items as defined in ES 202 504‑1 [2].

The correlator provided in the reference must be unique for the application Web Service at the time the notification is initiated, otherwise a fault (SVC0005) will be returned to the application.

The criteria specifies the event‑specific criteria used by application to define the call event(s) required. Only events that meet this criteria are notified. If the criteria parameter is not present, all supported call events for the CallDirectionManager interface (i.e. all except Answer) will be notified.

The AddressDirection specifies if the Addresses above are "called" or "calling". This parameter is global (only one value for all addresses in the array. If empty, the address direction is "called".
8.4.1.1
Input message: StartCallDirectionNotificationRequest

	Part name
	Part type
	Optional
	Description

	Reference
	common:SimpleReference
	No
	Notification endpoint definition

	Addresses
	xsd:anyURI 

[1..unbounded]
	No
	Party addresses to receive notifications on. The address type/direction is determined by the AddressDirection. If the AddressDirection part is not populated this is for notifications on called party addresses.

	Criteria
	CallEvents
[0..unbounded]
	Yes
	List of Call Event values to generate notification. All event values, with the exception of answer, are supported on the CallDirection manager interface.

	Addressdirection
	AddressDirection 
	Yes
	Determine if the address considered is "called" or "calling".

It applies for all the addresses. 


8.4.1.2
Output message: StartCallDirectionNotificationResponse

	Part Name
	Part Type
	Optional
	Description

	none
	
	
	


8.4.1.3
Referenced Faults

ServiceException from [6]

· SVC0001 – Service error

· SVC0002 – Invalid input value

· SVC0005 – Duplicate correlator

PolicyException from [6]

· POL0001 – Policy error

	End of modifications
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