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***  FIRST CHANGE ***

9.3.3
CSI AS

9.3.3.1
General

The CSI AS shall support the procedure for the multimedia session splitting, modifying, combining and releasing.
To support a CSI session between a UE in IMS only mode and a CSI capable UE (CUA), the CSI AS shall support capability exchange with the CUA in the terminating CS domain on behalf of the CUA in the originating IM CN subsystem, when the CSI AS has determined that the network supports the required CSI functionality. 
The CSI AS can use the media feature tags (e.g. g.3gpp.cs-voice and g.3gpp.cs-video) obtained from the terminating CUA to perform termination logic.

If the media feature tags indicate that the CUA has both voice and video capabilities and that CSI AS knows that video interworking to the CS domain is supported, then the CSI AS can use the CS domain to terminate any realtime voice and video sessions to the CUA. However the IM CN subsystem can also be used for the video component of the real time conversation.
NOTE 1:
The knowledge that the IM CN subsystem supports video interworking to the CS domain is configured in the CSI AS.
The procedure of multimedia session splitting is specified in the subclause 9.3.3.3.

NOTE 2: 
The CSI AS obtains the media feature tags of the terminating CUA from the reg-event package.
*** SECOND CHANGE ***

9.3.3.X
Capability exchange with the CSI UE

When the CSI AS has determined that the network supports the functionality required for CSI sessions between UEs in IMS only mode and a CSI capable UE (CUA) and has received an initial INVITE request, then the CSI AS shall perform CSI capability exchange with the terminating CSI UE on behalf of the originating IMS UE. The SIP INVITE request generated by the CSI AS shall include the User-to-User header as defined in TS 24.229 [5] Annex A. This User-to-User header shall contain the following CSI capability information in the User-user information element as defined in 3GPP TS 24.008 [4] Annex O:

1)
The IM Status is configured as IM subsystem registered;

2)
The radio environment is configured as capable of simultaneous services;

Editor’s note: It is FFS if additional UUS interworking aspects are needed for CSI capability exchange.

Editor’s note: Additional work on UUS may be needed in IETF.

*** END CHANGES ***
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