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However, the SDoUE MO is provided with the possibility of allowing establishing an OMA DM session to the OMA DM server, which disable the MO GPRS SM procedures, in this way access to the SDoUE MO is possible and security is not compromised. 
At the need of the development of the SDoUE MO, the possibility to allow more than one OMA DM server to access the MO was introduced by means of the ACL property mechanism, but at the same time means were provided in order to send and alert message to the OMA DM server who owns the MO every time something is changed by other OMA DM server. Unfortunately, this OMA DM sotred in the AlertServerID leaf was not considered for the case of allowing OMA DM session when the MO GPRS SM procedures are disabled. 
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1st Change

5.11
/<X>/GPRS_SM_PDP

The GPRS_SM_PDP leaf indicates an operator’s preference to enable or disable mobile-originated GPRS Session Management (SM) procedures for PDP contexts, i.e. PDP context activation, deactivation and modification.

The GPRS SM procedures for PDP contexts are specified in 3GPP TS 24.008 [3].

-
Occurrence: ZeroOrOne

-
Format: bool

-
Access Types: Get
-
Values: 0, 1
0 – Indicates that mobile-originated GPRS SM procedures for PDP contexts are enabled.

1 – Indicates that mobile-originated GPRS SM procedures for PDP contexts are disabled.

When the GPRS_SM_PDP leaf value is set to "1", the UE shall initiate the signalling procedure for PDP context deactivation of all PDP contexts (see 3GPP TS 24.008 [3]). Additionally, the UE shall not use mobile-originated GPRS SM procedures for PDP contexts until the GPRS_SM_PDP leaf value is set to "0". The UE is however allowed to use mobile-originated GPRS SM procedure for PDP context activation in the following cases:

-
upon receipt of an OMA DM notification message indicating that the UE shall initiate an OMA DM session to the OMA DM server that either had set the disable value of the GPRS_SM_PDP leaf or is the one stored in the AlertServerID leaf;

-
when the mobile-originated PDP context activation procedure is necessary in order to either establish an emergency call over IMS (if the IMS_EmergencyCalls value is set to "0") or send an OMA DM generic alert message according to the sub-clause 5.17A.
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