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	Reason for change:
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	SA1 Rel-7 CR 0088r2 and 0100r1 on TS 22.011 has introduced the EHPLMN case in the optimisation for automatic network selection.

“As an option, in automatic selection mode, when no EHPLMN list is present, the UE may select the HPLMN. When the EHPLMN list is present, the UE may select the highest priority EHPLMN among the available EHPLMNs.  The operator shall be able to control the UE behaviour by USIM configuration.”
The current description of EFLRPLMNSI (Last RPLMN Selection Indication) only allows the UE to register to the last RPLMN or HPLMN.   


	
	

	Summary of change:
(

	Added a clarification about the UE behaviour in case EF EHPLMN is present :
In case the “Last RPLMN Selection Indication” is set to ‘01’, the UE shall attempt registration on the HPLMN or on the highest priority EHPLMN among the available EHPLMNs in case EF EHPLMN is present in the USIM.


	
	

	Consequences if 
(

not approved:
	Misalignment with SA requirement: 

Incorrect UE behaviour in case EF EHPLMN is present in the USIM.
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4.2.86
EFLRPLMNSI (Last RPLMN Selection Indication)
If service n°74 is "available", this file shall be present.

This EF contains an indication to the ME for the selection of the RPLMN or the home network at switch on, or following recovery from lack of coverage. The usage of the Last RPLMN Selection Indication is defined in TS 23.122 [31].
	Identifier: '6FDC'
	Structure: transparent
	Optional

	File size: 1 byte
	Update activity: low

	Access Conditions:


READ
PIN


UPDATE
ADM


DEACTIVATE
ADM


ACTIVATE
ADM



	Bytes
	Description
	M/O
	Length

	1
	Last RPLMN Selection Indication
	M
	1 byte


-
Last RPLMN Selection Indication:

Contents:


Last RPLMN Selection Indication

Coding:

-
'00' - The UE shall attempt registration on the last RPLMN as described in TS 23.122 [31]

-
'01' - The UE shall attempt registration on the home network as described in TS 23.122 [31]

-
All other values are RFU
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