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Abstract of document:

The present document specifies the stage 3 of the GPRS Tunnelling Protocol, Version 2 for Evolved Packet System interfaces. GTPv2 has two flavors, a control plane protocol (GTPv2-C) and the user plane protocol (GTPv2-U).

In this document, unless otherwise specified the S5 interface refers always to "GTP-based S5" and S8 interface refers always to "GTP-based S8" interface. 

GTPv2-C shall be used across the following signaling interfaces: S3, S4, S5, S8, S10, S11 and S101.
Outstanding Issues:

1. Definition of GTP path and the usage of the GTP-C Header will be added before December 2008.
2. Error handling will be finalized before December 2008.
3. S5/S8 interfaces will be finalized before December 2008.

Contentious Issues:

1. CT4 has reached an agreement to use GTPv2 at least for the following user plane interfaces: S1-U, X2, S4, S5, S8 interfaces. CT4 sent LS to RAN3 and SA2 asking for comments. This impacts only the scope of the spec.  Regardless of the answers from SA2 and RAN3, GTPv2-U related part will be added to the spec before December 2008.

2. S3 and S4 interfaces depend on the outcome of EPS-legacy networks interworking discussions in SA2. Hopefully SA2 would form an opinion by September, so that CT4 could address the matter by December 2008.
