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	Reason for change:
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	General review of the specification of 29.232:
1. Inconsistencies with the title of the following procedures:

    MGW Restoration

MGW Register

MGW Re-register.
 2. Some editorial errors including:
Reduplicate information in clause 13.1 and clause 14
Reduplicate description of “be changed be restricted to "send only" ”.
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	1. Correct the inconsistencies with the title of the following procedures:

    MGW Restoration

MGW Register

MGW Re-register.
2. Correct the editorial errors.
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	1. Misunderstanding will be led to when implementating procedures.

2. Editorial errors exist in the specification.
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************<FIRST CHANGE>************
13.1
Mandatory BICC packages

Mandatory BICC packages are listed in Annex C.14.
************<NEXT CHANGE>************
14
H.248 standard packages

Mandatory and Optional H.248 packages are listed in Annex C.14.
************<NEXT CHANGE>************
14.1.3
MGW Restoration

This procedure is the same as described in the subclause "BIWF Service Restoration Indication" in ITU‑T Recommendation Q.1950 [23] (see 3GPP TS 29.205 [7]) with the following clarification.

Table 14.1.3: MGW Restoration

	· Address Information
	· Control information
	· Bearer information

	
	Transaction ID = z

Context ID = Null

Termination ID  = Root 


	


Delay is not used.
The ServiceChangeMGCId parameter may be returned in the MGW Restoration response if the MGC does not wish to sustain an association with the MGW. If present in the response, the MGW shall not consider itself registered and should preferably attempt to re-register with the MGC specified in the ServiceChangeMgcID before any further alternate MGCs.
************<NEXT CHANGE>************
14.1.4
MGW Register

This procedure is the same as that described in the subclause "BIWF Registration" in ITU‑T Recommendation Q.1950 [23] (see 3GPP TS 29.205 [7]) with the following clarification.

14.1.4: MGW Register

	· Address Information
	· Control information
	· Bearer information

	
	     ServiceChangeProfile = 

     mcprofilename / version
	


Use of time stamps is optional.
Context Id value Null shall be used in this procedure.

Non Standard Data is shall not be supported.
Service Change Address shall not be used.

The ServiceChangeMGCId parameter may be returned in the MGW Register response. If present in the response, the MGW shall not consider itself registered and should preferably attempt to re-register with the MGC specified in the ServiceChangeMgcID before any further alternate MGCs.
************<NEXT CHANGE>************
14.1.5
MGW Re-register 

This procedure is the same as that described in the subclause "BIWF Re-Registration" in ITU‑T Recommendation Q.1950 [23] (see 3GPP TS 29.205 [7]) with the following clarification.

Table 14.1.5.1: MGW Re-register

	· Address Information
	· Control information
	· Bearer information

	
	     ServiceChangeProfile = 

     mcprofilename / version
	


Use of time stamps is optional.

Context Id value Null shall be used in this procedure.

Non Standard Data is shall not be supported.

Service Change Address shall not be used.
The ServiceChangeMGCId parameter may be returned in the MGW Re-register response. If present in the response, the MGW shall not consider itself registered and should preferably attempt to re-register with the MGC specified in the ServiceChangeMgcID before any further alternate MGCs.
************<NEXT CHANGE>************
14.1.7
(G)MSC Server Restoration

This procedure is the same as described in the subclause "CCU Initiated Service Restoration" in ITU‑T Recommendation Q.1950 [23] (see 3GPP TS 29.205 [7]) with the following clarification.

Table 14.1.7.1: (G)MSC Server Restoration

	· Address Information
	· Control information
	· Bearer information

	
	Context ID = Null

Termination ID = 
Root
Service Change Reason = Cold Boot / Warm Boot

Service Change Method = Restart
	


Delay is not used.
************<NEXT CHANGE>************
14.2.12
Play Announcement

This procedure is the same as that defined in the subclause "Media Content Insertion" - "Insert Announcement" in ITU‑T Recommendation Q.1950 [23] (see 3GPP TS 29.205 [7]) with the following clarifications: 
Table 14.2.12.1: Play Announcement additions

	· Address Information
	· Control information
	· Bearer information

	
	If detection of hanging termination is requested: 

NotificationRequested (Event ID = x,

"termination heartbeat")
	


Signal Direction shall be either "internal" or "external". 
Stream mode may be maintained as for the ongoing call or may be restricted to "send only". 
Signal Lists shall be supported. 
The termination heartbeat event shall be configured when requesting a new ephemeral bearer termination.
************<END OF CHANGE>************
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