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	Reason for change:
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	The current specification has no clear difference in using TIR with “permanent mode” and with “temporary mode with default as presentation restricted”.

This should be aligned with the handling of OIR, i.e. clarify the case when “Privacy: none” appears in the message.
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	Add a description to state that when Privacy header with a value “none” appears in the response message when the terminating user is subscribed to TIR in permanent mode, the AS shall delete this Privacy header.
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not approved:
	In the case described above, the originating network may apply TIR service as not requested and may incorrectly present information of the terminating side to the originating side regardless of the subscription status at the originating side.
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Proposal for modification
4.5.2.9
Actions at the AS serving the terminating UE

For a terminating user who subscribes to the TIR service in "permanent mode", if a SIP response to a SIP request does not include a Privacy header field, the AS shall insert a Privacy header field set to "id". If the response includes a Privacy header field that is set to "none", the AS shall remove the "none" value from the Privacy header field.
For a terminating user who subscribes to the TIR service in "permanent mode", if a SIP INVITE with a Supported header field including a option tag "from-change", the AS shall remove the option tag "from-change".

For a terminating user who subscribes to the TIR service in "temporary mode" with default set to "restricted", if a SIP response to a SIP request does not include a Privacy header field, the AS shall insert a Privacy header field set to "id".

For a terminating user who subscribes to the TIR service in "temporary mode" with default set to "not restricted" normal procedures apply.

As a terminating network option, if the "no screening" special arrangement does not exist with the terminating user and an UPDATE request is received from the terminating user, then the AS may attempt to match the information in the From header with the set of registered public user identities for the served user. If no match is found, the AS may change the value of the From header in the UPDATE to the public user identity of the served user.
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