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Stage 3 for UE NAS mobility procedures in idle and active mode
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Stage 3 for Session management, bearer control and QoS aspects
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Stage 3 for security aspects of LTE Access
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SAE for Interoperation between LTE and legacy cellular PS accesses
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Stage 3 for Inter-system mobility between E-UTRAN and 2G/3G
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Stage 3 for Inter-system mobility between E-UTRAN and CDMA2000
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SAE for support for non-3GPP accesses 
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Stage 3 for Inter-system mobility between E-UTRAN and non 3GPP accesses
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Purpose of This Specification:
The purpose of this TS is to specify the protocols for mobility management and session management belonging to the non-access-stratum (NAS) between User Equipment (UE) and Mobility Management Entity (MME) in the Evolved Packet System (EPS). 
The mobility management protocol provides procedures for the control of mobility when the UE is using the Evolved UMTS Terrestrial Radio Access Network (E-UTRAN) and procedures for the control of security for the NAS protocols. The session management protocol provides procedures for the handling of EPS bearer contexts. Additionally, both NAS protocols support procedures for the inter-system mobility between E‑UTRAN and other 3GPP or non-3GPP access networks.
The present document is a member of a TS-family consisting of: 

· TS 24.301:
Non-Access-Stratum (NAS) protocol for Evolved Packet System (EPS); Stage 3
· TS 24.302:
Access to the Evolved Packet Core (EPC) via non-3GPP access networks; Stage 3
· TS 24.303:
Mobility management based on Dual-Stack Mobile IPv6; Stage 3
· TS 24.304:
Mobility management based on Mobile IPv4; User Equipment (UE) - foreign

agent interface; Stage 3
Changes since last presentation:

This is the first presentation.

Outstanding Issues:

· EMM, ESM: specific unsuccessful cases and abnormal cases; detailed coding of some messages and information elements

· EMM, ESM: setup of multiple dedicated EPS bearer contexts during the attach procedure
· security (e.g. list of messages that are sent unciphered; messages to be accepted by the MME without security protection; specific error cases) 

· intersystem change between E-UTRAN and GERAN/UTRAN, incl. handling of security contexts

· EMM: enhanced service request and NAS CS Paging message for CS fallback (CSFB); resumption of EPS bearers
· UE mode of operation for CSFB; specific error cases and abnormal cases (CSFB)
· Transport of SMS messages between UE and MME (CSFB)

· EMM: enhancements for the support of CSG/ Home eNB

· Protocol enhancements for the support of SRVCC
Contentious Issues:

None
