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The present document is a member of a TS-family consisting of:
	TS 24.301
	Non-Access-Stratum (NAS) protocol for Evolved Packet System (EPS); Stage 3

	TS 24.302
	Access to the Evolved Packet Core (EPC) via non-3GPP access networks; Stage 3

	TS 24.303
	Mobility management based on Dual-Stack Mobile IPv6; Stage 3

	TS 24.304
	Mobility management based on Mobile IPv4; User Equipment (UE) - foreign agent interface; Stage 3


Purpose of These Specifications:
The purpose of TS 24.302 is to specify the discovery and network selection procedures for access to 3GPP Evolved Packet Core (EPC) via non-3GPP access networks and includes Authentication and Access Authorization using Authentication, Authorization and Accounting (AAA) procedures used for the interworking of the 3GPP EPC and the non-3GPP access networks.

Additionally, TS 24.302 also specifies the Tunnel management procedures used for establishing an end-to-end tunnel from the UE to the ePDG to the point of obtaining IP connectivity and includes the selection of the IP mobility mode.

Changes since last presentation to CT Meeting #40:

This is the first presentation of this TS to CT Plenary.
Outstanding Issues:

Following issues are outstanding and require work to be done:-

-
Network Selection (of non-3GPP access NWs other than HRPD)

-
protocol specifics for system change for UE- EPC (WiMAX access)

-
AAA server procedures as part of Tunnel Management

In addition CT1 has a working assumption that the protocol between the UE and the ANDSF (over the S14 reference point is OMA-DM. Work needs to be done to complete this topic.
Contentious Issues:

None identified.
Change history of this document:

1999-11-17: original issue

2007-09-06: removal of references to Working Groups; bring names of TSGs up to date; correction of typo

