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3.3
Table of optional features

[..]
The supplier of the implementation shall state the support of possible options in table A.1.

Table A.1: Options

	Item
	Option
	Status
	Support
	Mnemonic

	1
	Capability Configuration parameter
	M
	
	O_Cap_Conf

	[..]

	41
	UCS2 in Cyrillic
	O
	
	O_UCS2_Cyrillic

	42
	UCS2 in Chinese
	O
	
	O_UCS2_Chinese

	43
	UCS2 in Katakana
	O
	
	O_UCS2_Katakana

	44
	Mobile supporting Barred Dialling Numbers
	O
	
	O_BDN

	45
	Mobile supporting Fixed dialling numbers
	O
	
	O_FDN

	[..]

	80
	Terminal supports "Calling Line Identification Restriction"
	O
	
	O_Serv_SS_CLIR

	C001
If terminal is implemented according to Rel-6 or later then M, else O


3.4
Applicability table

Table B.1: Applicability of tests

	Item
	Description
	Re-lease
	Test sequence
(s)
	Rel 99 ME
	Rel-4 ME
	Rel-5 ME
	Rel-6 ME
	Rel-7 ME
	Terminal Profile
	Network Dependency
	Sup-port

	1
	PROFILE DOWNLOAD
27.22.1
	R99
	1
	M
	M
	M
	M
	M
	E.1/1
	No
	

	2
	Contents of the TERMINAL PROFILE command 27.22.2
	R99
	
	M
	M
	M
	M
	M
	E.1/1
	No
	

	3
	Servicing of Proactive UICC Commands
27.22.3
	R99
	
	M
	M
	M
	M
	M
	
	No
	

	[..]

	39
	CALL CONTROL BY USIM
27.22.6
	
	
	
	
	
	
	
	
	
	

	
	[..]

	
	

	
	

	
	

	
	

	
	BDN service enabled 
	R99
	4.1
	C147
	C147
	C147
	C147
	C147
	E.1/7 AND E.1/8 AND E.1/10 AND E.1/11 AND E.1/13 AND E.1/64
	Yes
	

	
	BDN service enabled, interaction with emergency call codes, R99 only
	R99
	4.2A
	C147
	
	
	
	
	E.1/7 AND E.1/8 AND E.1/10 AND E.1/11 AND E.1/13 AND E.1/64
	Yes
	

	
	BDN service enabled, interaction with emergency call codes, Rel-4+
	Rel-4
	4.2B
	
	C147
	C147
	C147
	C147
	E.1/7 AND E.1/8 AND E.1/10 AND E.1/11 AND E.1/13 ND E.1/64
	Yes
	

	
	FDN and BDN enabled, set up a call in EFFDN, Allowed with modifications
	R99
	4.3
	C146 AND C147
	C146 AND C147
	 C146 AND C147
	 C146 AND C147
	 C146 AND C147
	E.1/7 AND E.1/8 AND E.1/10 AND E.1/11 AND E.1/13 AND E.1/64
	Yes
	

	
	Call control on GPRS
	Rel-5
	TBD
	
	
	
	
	
	E.1/98 AND E.1/7 AND E.1/8 AND E.1/10 AND E.1/11 AND E.1/13
	TBD
	

	
	BDN service enabled, ME not supporting BDN
	R99
	5.1
	
	
	Cxxx
	Cxxx
	Cxxx
	N/A
	Yes
	

	40
	EVENT DOWNLOAD
27.22.7
	
	
	
	
	
	
	
	
	
	

	50
	Handling of command number 27.22.9
	
	
	
	
	
	
	
	
	
	

	
	DISPLAY TEXT normal priority
	R99
	1.1
	M
	M
	M
	M
	M
	E.1/17
	No
	


	C101
IF A.1/1 THEN M ELSE N/A
-- O_Cap_Conf

[..]
C146
IF A. 1/45 THEN M ELSE N/A
-- O_FDN

C147
IF A. 1/44 THEN M ELSE N/A
-- O_BDN

C148
IF (A.1/9 AND A.1/47) THEN M ELSE N/A
-- O_Run_At AND O_+CGMI

[..]
C173
IF C110 AND A.1/6 THEN O.2 ELSE N/A
-- O_Run_At AND O_+CIMI AND O_Icons

C174         IF A.1/78 AND A.1/79 THEN M ELSE N/A

  -- O_AddInfo_SS AND_O_Serv_SS_CFU

C175         IF A.1/78 AND A.1/80 THEN M ELSE N/A

  -- O_AddInfo_SS AND O_Serv_SS_CLIR
Cxxx          IF A. 1/44 THEN N/A ELSE M
-- O_BDN

O.1
IF A.1/75 tests x.yA M ELSE tests x.yB M (where x.y is the expected sequence number value)

O.2
IF A.1/76 tests x.yA M ELSE tests x.yB M (where x.y is the expected sequence number value)

O.3
void

O.4
IF A.1/75 AND A.1/77 tests x.yA M ELSE tests x.yB M (where x.y is the expected sequence number value)
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