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* * * First Change * * * *

6.1.2.7.4
Communication Forwarding No Reply (CFNR)

To fulfil the corresponding PSTN/ISDN and CS supplementary service, only the no-answer condition among the communication diversion rule conditions described in 3GPP TS 24.604 [2] subclause 4.9.1.3 is used.

· Information elements

-
Service Authorized

-
Service Activated

-
Diverted-to destination: A SIP URI or a TEL URI

-
Subscription options for CFNR
-
Communication forwarding on no reply timer : Timer duration is a network provider option.
* * * next Change * * * *

6.1.2.7.a
Network provider options for CDIV services
The network provider options for CDIV services supported with the binary option are those described in 3GPP TS 24.604 [2] Table 4.3.1.2, with the exception of the CDIVN Buffer Timer / Timer Value for AS to store CDIVN that is not supported.

* * * next Change * * * *

6.4.2.1
MMTEL-PSTN-ISDN-CS Dataset content

Table 6.4.2.1-1: MMTEL-PSTN-ISDN-CS Dataset fields
	4-byte tuple
	3|3|2|2|2|2|2|2|2|2|2|2|1|1|1|1|1|1|1|1|1|1|0|0|0|0|0|0|0|0|0|0
1|0|9|8|7|6|5|4|3|2|1|0|9|8|7|6|5|4|3|2|1|0|9|8|7|6|5|4|3|2|1|0

	0
	DATASET_HEADER

	4
	

	8
	service_authorisation



	12
	

	16
	service_activation



	20
	

	24
	RESERVED



	28
	identity_services_param



	32
	

	36
	CFU_param



	40
	

	44
	CFB_param



	48
	

	52
	CFNR_param



	56
	

	60
	CFNRc_param



	64
	

	68
	CFNL_param



	72
	

	76
	CD_param


	80
	

	84
	CDIV_network_provider_options


	88
	CW_param


	92
	

	96
	ICB_param


	100
	

	102
	0CB_param


	104
	

	108
	RESERVED



	112
	

	
	Data with variable length



	n
	


NOTE: ACR, HOLD, CCBS, CCNR, MWI, CONF, AOC, ECT have no parameter field.

* * * next Change * * * *

6.4.2.8
CFNR_param
Table 6.4.2.8-1: CFNR_param fields

	4-byte tuple
	3|3|2|2|2|2|2|2|2|2|2|2|1|1|1|1|1|1|1|1|1|1|0|0|0|0|0|0|0|0|0|0

1|0|9|8|7|6|5|4|3|2|1|0|9|8|7|6|5|4|3|2|1|0|9|8|7|6|5|4|3|2|1|0

	48
	no_reply_timer                 |CFNR_subscription_options

                               |(a)|(b)|(c)|(d)|(e)|(f)|(g)|(h)

	52
	CFNR_divertedto_destination_   |CFNR_divertedto_destination_    

Offset                         |Length


· CFNR_divertedto_destination_offset is the pointer to CFNR diverted-to destination in the variable part of the MMTEL-PSTN-ISDN-CS Dataset.

· CFNR_subscription_options: described in sub clause 6.4.2.12.
· no_reply_timer is an integer with values between 0 and 180 seconds for communication forwarding on no reply timer.
* * * next Change * * * *

6.4.2.a
CDIV_network_provider_options
Table 6.4.2.a-1: CDIV_network_provider_options fields
	4-byte tuple
	3|3|2|2|2|2|2|2|2|2|2|2|1|1|1|1|1|1|1|1|1|1|0|0|0|0|0|0|0|0|0|0
1|0|9|8|7|6|5|4|3|2|1|0|9|8|7|6|5|4|3|2|1|0|9|8|7|6|5|4|3|2|1|0

	80
	|   |   |                      |number_of diversions
|(a)|(b)|                      |

	84
	CDIV_indication_timer          |             RESERVED
                               |


· Fields (a) and (b)
Table 6.4.2.a-2: CDIV_network_provider_options values
	Field
	 Network provider option
	 Value
	 Binary value
	 Applicability

	(a)
	Served user communication retention on invocation of diversion
	Retain communication to the served user until alerting begins at the diverted-to user
Clear communication to the served user on invocation of call diversion
	Bit 15

0

0
	Bit 14

1
0
	CFNR
CD

	(b)
	Served user communication retention when diverting is rejected at 
diverted-to user.
	Continue to alert the diverting user
No action at the diverting user
	Bit 13

0

0
	Bit 12

1
0
	CFNR
CD


· number_of diversions is an integer giving the total number of all diversions for each communication
· CDIV_indication_timer is an integer with values between 0 and 60 seconds.
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