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7.3.25
DSR-Flags

The DSR-Flags AVP is of type Unsigned32 and it shall contain a bit mask. The meaning of the bits is defined in table 7.3.25/1:

Table 7.3.25/1: DSR-Flags

	Bit
	Name
	Description

	0
	Regional Subscription Withdrawal
	This bit, when set, indicates that Regional Subscription shall be deleted from the subscriber data.

	1
	Complete APN Configuration Profile Withdrawal
	This bit, when set, indicates that all EPS APN configuration data for the subscriber shall be deleted from the subscriber data.

	2
	Subscribed Charging Characteristics Withdrawal
	This bit, when set, indicates that the Subscribed Charging Characteristics shall be replaced with a local default value or deleted in the MME or SGSN.

	3
	PDN subscription contexts Withdrawal
	This bit, when set, indicates that the PDN subscription contexts whose identifier is included in the Context-Identifier AVP shall be deleted. 

(Note 1)

	4
	STN-SR
	This bit, when set, indicates that the Session Transfer Number for SRVCC shall be deleted from the subscriber data.

	5
	Complete PDP context list Withdrawal
	This bit, when set, indicates that all PDP contexts for the subscriber shall be deleted from the subscriber data.

	6
	PDP contexts Withdrawal
	This bit, when set, indicates that the PDP contexts whose identifier is included in the Context-Identifier AVP shall be deleted. 

(Note 2)

	7
	Roaming Restricted due to unsupported feature
	This bit, when set, indicates that the roaming restriction shall be deleted from the subscriber data in the MME or SGSN.

	8
	Trace Data Withdrawal
	This bit, when set, indicates that the Trace Data shall be deleted from the subscriber data.

	9
	CSG Deleted
	This bit, when set, indicates that the CSG-Subscription-Data shall be deleted from the MME or SGSN.

	10
	APN-OI-Replacement
	This bit, when set, indicates that the APN-OI-Replacement shall be deleted from the subscriber data.

	
	
	

	Note 1: If the Complete APN Configuration Profile Withdrawal bit is set, this bit should not be set.
Note 2: If the Complete PDP context list Withdrawal bit is set, this bit should not be set.
Note 3: Bits not defined in this table shall be cleared by the sending HSS and discarded by the receiving MME or SGSN.
Note 4: Bits 3 and 6 are excluding alternatives and shall not both be set.
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