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* * * First Change * * * *

1
Scope

IP Multimedia (IM) Core Network (CN) subsystem Service Continuity (SC) provides the capability of continuing ongoing communication sessions with multiple media across different access networks or across different user equipments (UEs) under the control of the same subscriber.
NOTE: 
Multiple media across different UEs under the control of the same subscriber is not specified in this version of the document. 
The present document provides the protocol details for enabling IMS SC based on the Session Initiation protocol (SIP) and the Session Description Protocol (SDP) and the protocols of the 3GPP Circuit-Switched (CS) domain (e.g. CAP, MAP, ISUP, BICC and the NAS call control protocol for the CS access). 
The present document is applicable to User Equipment (UEs) and Application Servers (AS) providing IMS Service Continuity capabilities.
* * * Next Change * * * *

4.1
General

In general, IMS Service Continuity provides the capability of continuing ongoing communication sessions with multiple media across different access networks. The main need for such continuity arises because  user equipments (UEs) with multimedia capabilities can move across a multiplicity of different access networks.

The following procedures are provided within this document:

-
procedures for registration in IM CN subsystem are specified in clause 6;

-
procedures for call origination are specified in clause 7;

-
procedures for call termination are specified in clause 8;

-
procedures for PS-CS session continuity are specified in clause 9;

-
procedures for PS-PS session continuity are specified in clause 10;

-
procedures for PS-PS session continuity in conjunction with PS-CS session continuity are specified in clause 11; 

-
procedures for PS-CS session continuity for Single Radio are specified in clause 12; and
-
procedures for media adding/deleting in clause 13.

For a UE or an AS not supporting ICS procedures, PS-CS service continuity is only possible when the UE is active in a single full-duplex speech or speech/video session i.e. support of session transfer with more than one sessions or with non voice media is not provided.
* * * Next Change * * * *

7
Roles for call origination

7.1
Introduction

This clause specifies the procedures for call origination, both where the SC UE is generating calls in the CS domain and where the SC UE is generating calls using the IM CN subsystem. Procedures are specified for the SC UE and the SCC AS.
7.2
SC UE

The SC UE shall support origination of multimedia sessions in the IM CN subsystem as specified in 3GPP TS 24.229 [2].
The SCC UE shall support origination of calls in the CS domain as specified in 3GPP TS 24.008 [8].

The procedures for call origination where the SC UE is initiating calls using CS media are identical to that for ICS UE which is specified in clause 7 in 3GPP TS 24.292 [4].
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