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5.2
Structure and coding of TERMINAL PROFILE

Direction: ME to UICC.

The command header is specified in TS 31.101 [13].

Command parameters/data:

	Description
	Clause
	M/O/C
	Length

	Profile
	-
	M
	lgth


-
Profile:

Contents:

-
The list of USAT facilities that are supported by the ME.

Coding:

-
1 bit is used to code each facility:

-
bit = 1: facility supported by ME.

-
bit = 0: facility not supported by ME.

NOTE:
several bits may need to be set to 1 for the support of the same facility. This is because of backward compatibility with SAT: several options existed in SAT for a given facility, and they are mandatory in USAT when this facility is supported.

First byte (Download):

	
	
	b8
	b7
	b6
	b5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	SMS-PP data download

	
	
	
	
	
	
	
	
	
	
	Cell Broadcast data download

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	Bit = 1 if SMS-PP data download is supported

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	Bit = 1 if Call Control by USIM is supported 

	
	
	
	
	
	
	
	
	
	
	Bit = 1 if Call Control by USIM is supported 


Second byte (Other):

	
	
	b8
	b7
	b6
	b5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	Call Control by USIM

	
	
	
	
	
	
	
	
	
	
	Bit = 1 if Call Control by USIM is supported

	
	
	
	
	
	
	
	
	
	
	MO short message control by USIM 

	
	
	
	
	
	
	
	
	
	
	Bit = 1 if Call Control by USIM is supported

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]


Third byte (Proactive UICC):

-
See ETSI TS 102 223 [32].

Fourth byte (Proactive UICC):

	
	
	b8
	b7
	b6
	b5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	Proactive UICC: SEND SHORT MESSAGE 

	
	
	
	
	
	
	
	
	
	
	Proactive UICC: SEND SS 

	
	
	
	
	
	
	
	
	
	
	Proactive UICC: SEND USSD

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	Proactive UICC: PROVIDE LOCAL INFORMATION (NMR) - in 3GPP terms, this indicates support for GERAN


Fifth byte (Event driven information):

-
See ETSI TS 102 223 [32].

Sixth byte (Event driven information extensions):

-
See ETSI TS 102 223 [32].

Seventh byte (Multiple card proactive commands) for class "a":

-
See ETSI TS 102 223 [32].

Eighth byte (Proactive UICC):

	
	
	b8
	b7
	b6
	b5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	Bit = 1 if Call Control by USIM is supported


Ninth byte:

	
	
	b8
	b7
	b6
	b5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	Proactive UICC: PROVIDE LOCAL INFORMATION (Timing Advance)

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]


Tenth byte (Soft keys support) for class "d":

-
See ETSI TS 102 223 [32].

Eleventh byte: (Soft keys information):

-
See ETSI TS 102 223 [32].

Twelfth byte:

-
See ETSI TS 102 223 [32].

Thirteenth byte:

-
See ETSI TS 102 223 [32].

Fourteenth byte: (Screen height):

-
See ETSI TS 102 223 [32].

Fifteenth byte: (Screen width):

-
See ETSI TS 102 223 [32].

Sixteenth byte: (Screen effects):

-
See ETSI TS 102 223 [32].

Seventeenth byte:

	
	
	b8
	b7
	b6
	b5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	HSDPA (if class "e" is supported)


Eighteenth byte:

	
	
	b8
	b7
	b6
	b5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	CALL CONTROL on GPRS

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]


Nineteenth byte: (reserved for TIA/EIA-136 facilities):

-
See ETSI TS 102 223 [32].

Twentieth byte: (reserved for TIA/EIA/IS-820 facilities):

-
See ETSI TS 102 223 [32].

Twenty-first byte (Extended Launch Browser Capability) for class "c":

-
See ETSI TS 102 223 [32].

Twenty second byte:

	
	
	b8
	b7
	b6
	b5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	
	Support of UTRAN PS with extended parameters

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	Toolkit-initiated GBA

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]


Twenty third byte:

	
	
	b8
	b7
	b6
	b5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	Geographical Location Reporting (if class "n" is supported)

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	Proactive UICC: PROVIDE LOCAL INFORMATION (NMR(UTRAN))

	
	
	
	
	
	
	
	
	
	
	USSD Data download and application mode


Twenty fourth byte for class "i":

-
See ETSI TS 102 223 [32].

[...]
9.3
COMPREHENSION-TLV tags in both directions

	Description
	Length of tag
	Tag value, bits 1-7 (Range: '01' - '7E')
	Tag 

(CR and Tag value)

	SS string tag
	1
	'09'
	'09' or '89'

	USSD string tag
	1
	'0A'
	'0A' or '8A'

	SMS TPDU tag
	1
	'0B'
	'0B' or '8B'

	Cell Broadcast page tag
	1
	'0C'
	'0C' or '8C'

	Cause tag
	1
	'1A'
	'1A' or '9A'

	Transaction identifier tag
	1
	'1C'
	'1C' or '9C'

	BCCH channel list tag
	1
	'1D'
	'1D' or '9D'

	BC Repeat Indicator tag
	1
	'2A'
	'2A' or 'AA'

	Timing Advance tag
	1
	'2E'
	'2E' or 'AE'

	PDP context Activation parameters tag
	1
	‘52’
	‘52’ or ‘D2’

	UTRAN Measurement Qualifier tag
	1
	'69'
	'69' or 'E9'

	I-WLAN Identifier tag
	1
	'4A'
	'4A' or 'CA'

	I-WLAN Access Status tag
	1
	'4B'
	'4B' or 'CB'

	PLMNwAcT List tag
	1
	'72'
	'72' or 'F2'

	Routing Area Information Tag
	1
	'73'
	'73' or 'F3'

	Update/Attach Type Tag
	1
	'74'
	'74' or 'F4'

	Rejection Cause Code Tag
	1
	'75'
	'75' or 'F5'

	Geographical Location Parameters Tag
	1
	'76'
	'76' or 'F6'

	GAD shapes Tag
	1
	'77'
	'77' or 'F7'

	NMEA sentence tag
	1
	'78'
	'78' or 'F8'

	PLMN List tag
	1
	'79'
	'79' or 'F9'


9.4
Type of Command and Next Action Indicator

The table below shows the values which shall be used for Type of Command coding (see clause 8.6) and Next Action Indicator coding (see clause 8.24) in addition to those defined in ETSI TS 102 223 [32].

	Value
	Name
	used for Type of Command coding
	used for Next Action Indicator coding 

	'11'
	SEND SS
	X
	X

	'12'
	SEND USSD
	X
	X

	'16'
	Geographical Location Request
	X
	


10
Allowed Type of command and Device identity combinations

Only certain types of commands can be issued with certain device identities. These combinations are defined below, in addition to ETSI TS 102 223 [32].

	Command description
	Source
	Destination

	CELL BROADCAST DOWNLOAD
	Network
	UICC

	MO SHORT MESSAGE CONTROL
	ME
	UICC

	SEND SS
	UICC
	Network

	SEND USSD
	UICC
	Network

	I-WLAN Access Status
	ME
	UICC

	Network Rejection
	Network
	UICC

	Geographical Location Request
	UICC
	ME


11
Security requirements

TS 23.048 [23] specifies standardized methods of securing the content of application messages. If it is necessary to secure application messaging to Toolkit applications, then TS 23.048 [23] may be used.
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