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* * * First Change * * (1) * *

7.2.18
Create Indirect Data Forwarding Tunnel Request

The Create Indirect Data Forwarding Tunnel Request message shall be sent on the S11/S4 interface by the MME/SGSN to the SGW as part of the Handover procedures. 

NOTE:
The SGW that the MME/SGSN selects for indirect data forwarding and sends Create Indirect Data Forwarding Tunnel Request message to may be different from the SGW used as the anchor point for the UE.

Table 7.2.18-1 specifies the presence requirements and the conditions of the IEs in the message.
Table 7.2.18-1: Information Elements in a Create Indirect Data Forwarding Tunnel Request
	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	Bearer Contexts
	M
	Several IEs with this type and instance values shall be included as necessary to represent a list of Bearers
	Bearer Context 
	0

	Private Extension
	O
	
	Private Extension
	VS


Table 7.2.18-2: Bearer Context within Create Indirect Data Forwarding Tunnel Request
	Octet 1
	
	Bearer Context IE Type = 93 (decimal)
	
	

	Octets 2 and 3
	
	Length = n 
	
	

	Octet 4
	
	Spare and Instance fields
	
	

	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	EPS Bearer ID
	M
	
	EBI
	0

	eNodeB F-TEID for data forwarding
	C
	Target eNodeB F-TEID. 

This IE shall be present in the message sent from the target MME to the target SGW, or shall be included in the message sent from the source SGSN/MME to the source SGW if the eNodeB F-TEID for data forwarding is included in the Forward Relocation Response message.
	F-TEID
	0

	SGW F-TEID for data forwarding
	C
	Target SGW F-TEID

This IE shall be present in the message sent from the source MME/SGSN to the source SGW if SGW F-TEID for data forwarding is included in the Forward Relocation Response message. This F-TEID is assigned by the SGW that the target MME/SGSN selects for indirect data forwarding.
	F-TEID
	1

	SGSN F-TEID for data forwarding
	C
	Target SGSN F-TEID

This IE shall be present in the message sent from the target SGSN to the target SGW in E-UTRAN to GERAN/UTRAN inter RAT handover with SGW relocation procedure, or shall be included in the message sent from the source MME to the source SGW if the SGSN F-TEID for data forwarding is included in the Forwarding Relocation Response message.
	F-TEID
	2

	RNC F-TEID for data forwarding
	C
	Target RNC F-TEID

This IE shall be present in the message sent from the target SGSN to the target SGW in E-UTRAN to UTRAN inter RAT handover with SGW relocation procedure, or shall be included in the message sent from the source MME to the source SGW if the RNC F-TEID for data forwarding is included in the Forwarding Relocation Response message.
	F-TEID
	3
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