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* * * First Change * * *  
4
SWa Description

4.1
Functionality

4.1.1
General
The SWa reference point is defined between the untrusted non-3GPP IP access and the 3GPP AAA Server or Proxy. The definition of the reference point and its functionality is given in 3GPP TS 23.402 [3].

The SWa reference point is optionally used to authenticate and authorize the UE for the access to the EPS. It is up to the non-3GPP  operator’s policy whether this interface and the procedures defined in this section are used.

NOTE:
From the EPS operator's view, the tunnel authentication and authorization procedures described in clause 7 (SWm description) and clause 9 are required to ensure the user's authentication and authorization when the UE is attached to an untrusted non-3GPP IP access.

The same procedures as defined for STa reference point are used also in the SWa, but with reduced message content. As an exception, the service authorization information update procedure is not applicable for the SWa reference point. 

* * * Next Change * * *  
4.1.2.3

SWa Non-3GPP Access Network Initiated Detach
This procedure equals with the STa Non-3GPP Access Network Initiated Detach procedure, refer to clause 5.1.2.4.

4.2
Protocol Specification

4.2.1
General
The SWa reference point shall use the same Diameter application as the STa reference point. The first authentication command exchange (DER/DEA) is common between the SWa and STa reference points. During this initial exchange, the 3GPP AAA Server determines the HPLMN's  trust relationship with the non-3GPP access network and communicates it to the non-3GPP access network and the UE as described in section 5.1.2.1.2. The contents of the subsequent commands are dependent on this trust relationship determination and are specific to the SWa or STa reference points.

* * * Next Change * * *  
4.2.2.3
Commands for Untrusted non-3GPP IP Access network Initiated Session Termination

Refer to clause 5.2.2.4.

* * * End of Changes * * *  
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