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This document contains Various CRs on the SAE PCC Gx/Gxx interfaces that have been agreed by TSG CT WG3, and is forwarded to TSG CT Plenary for approval.
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	C3-090662
	3GPP2 access specific annex including AMBR per APN
	29.212
	275
	2
	F
	Rel-8
	8.3.0
	SAES-St3-PCC

	C3-090610
	Additional filter parameters
	29.212
	267
	1
	F
	Rel-8
	8.3.0
	SAES-St3-PCC

	C3-090622
	Charging ID for S2c
	29.212
	268
	1
	F
	Rel-8
	8.3.0
	SAES-St3-PCC

	C3-090745
	Clarification on QoS rules provided during inter-BBERF handovers
	29.212
	281
	2
	F
	Rel-8
	8.3.0
	SAES-St3-PCC

	C3-090558
	Correction of Gx CCR Message Format
	29.212
	272
	 
	F
	Rel-8
	8.3.0
	SAES-St3-PCC

	C3-090645
	Correction to feature bit definition
	29.212
	266
	1
	F
	Rel-8
	8.3.0
	SAES-St3-PCC

	C3-090559
	Correction to Gxx Experimental-Result-code DIAMETER_BEARER_EVENT
	29.212
	273
	 
	F
	Rel-8
	8.3.0
	SAES-St3-PCC

	C3-090647
	Corrections in multiple BBF procedures
	29.212
	271
	1
	F
	Rel-8
	8.3.0
	SAES-St3-PCC

	C3-090641
	Extend Rule-Failure-Code AVP with UNSUCCESSFUL-QoS-VALIDATION value
	29.212
	258
	1
	F
	Rel-8
	8.3.0
	SAES-St3-PCC

	C3-090781
	Gxx Application ID
	29.212
	288
	 
	F
	Rel-8
	8.3.0
	SAES-St3-PCC

	C3-090733
	Handling Multiple BBERF - BBERF Reclassification
	29.212
	262
	3
	F
	Rel-8
	8.3.0
	SAES-St3-PCC

	C3-090638
	IMS signalling bearer handling for network initiated bearers
	29.212
	256
	1
	F
	Rel-8
	8.3.0
	SAES-St3-PCC

	C3-090715
	Priority level for the default bearer
	29.212
	254
	2
	F
	Rel-8
	8.3.0
	SAES-St3-PCC

	C3-090484
	QoS negotiation in 3GPP-EPS
	29.212
	255
	 
	F
	Rel-8
	8.3.0
	SAES-St3-PCC

	C3-090665
	QoS per APN, etc.
	29.212
	261
	3
	F
	Rel-8
	8.3.0
	SAES-St3-PCC

	C3-090519
	QoS per QCI
	29.212
	260
	 
	F
	Rel-8
	8.3.0
	SAES-St3-PCC

	C3-090728
	Reporting event trigger value to the PCEF when Gxx is used
	29.212
	257
	3
	F
	Rel-8
	8.3.0
	SAES-St3-PCC

	C3-090729
	UE-init Bearer Resource Modification Request
	29.212
	274
	2
	B
	Rel-8
	8.3.0
	SAES-St3-PCC


