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*** 1st change ***

4.4.4.2
PCRF-Initiated Gateway Control Session Termination
This procedure applies for case 2a, as defined in clause 4.0, when the PCRF detects that there is no remaining IP-CAN session at the PCRF.
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4. The BBERF terminates the Gateway control session based on the BBERF-

initiated termination procedures.


Figure 4.4.4.2.1: PCRF-Initiated Gateway Control Session Termination

1.
The H-PCRF is requested to terminate the gateway control session. 
2.
The H-PCRF sends a Diameter RAR message to the BBERF including a Session-Release-Cause AVP to indicate request for terminating the gateway control session. 


If the UE is roaming, then steps in 2a ~ 2b are executed instead of Step 2:


2a. The H-PCRF sends a Diameter RAR message to the V-PCRF to indicate the termination of the S9 session including the Session-Release-Cause AVP. 

2b. The V-PCRF sends a Diameter RAR message to the BBERF based on the termination request received from the H-PCRF to indicate the gateway control session termination.
3. 
The BBERF acknowledges the gateway control session termination request by sending a Diameter RAA message.


If the UE is roaming, then steps 3a ~ 3b are executed instead of Step 3:

3a. The BBERF acknowledges the gateway control session termination request by sending a Diameter RAA message to the V-PCRF.

3b. The V-PCRF sends a Diameter RAA message to the H-PCRF and acknowledges the request for terminating the S9 session or the S9 subsession corresponding to the gateway control session. 
4.   The BBERF follows the BBERF-initiated gateway control session termination procedures described in clause 4.4.4.1 to terminate the gateway control session.
*** End of Changes ***
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