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	Current text in subclause 5.6.3.1 indicates that the procedure for transport of NAS messages is used when the UE is IMSI attached for non-EPS services. While this is correct, this is not sufficient since the UE also has to be registered to EPS services. Additionally, the UE needs to be in EMM-CONNECTED mode. 
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	Clarification made in subclause 5.6.3.1 about the conditions when the procedure is used. 
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------------------------------- FIRST CHANGE -------------------------------

5.6.3
Transport of NAS messages procedure

5.6.3.1
General

The purpose of the transport of NAS messages procedure is to carry SMS messages in an encapsulated form between the MME and the UE. The procedure may be initiated by the UE or the network and can only be used when the UE is attached for EPS services and IMSI attached for non-EPS services and is in EMM-CONNECTED mode.
5.6.3.2
UE initiated transport of NAS messages
Upon request from the SMS entity to send an SMS message, the EMM entity in the UE initiates the procedure by sending an UPLINK NAS TRANSPORT message including the SMS message in the NAS message container IE.

5.6.3.3
Network initiated transport of NAS messages
The network initiates the procedure by sending a DOWNLINK NAS TRANSPORT message. When receiving the DOWNLINK NAS TRANSPORT message, the EMM entity in the UE shall forward the contents of the NAS message container IE to the SMS entity.
------------------------------- END OF CHANGE -------------------------------
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