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* * * First change * * * *

5.1
Access network discovery and selection procedures

5.1.1
General

If PLMN selection specified in 3GPP TS 23.122 [4] and in 3GPP TS 24.234 [9] is applicable (e.g., at switch on, recovery from lack of coverage, or user selection of applicable access technology), the PLMN selection to select the highest priority PLMN according to these specifications is performed before any access network discovery and selection procedures based on ANDSF rules are performed in the selected PLMN. 

In the access network discovery procedure the UE may get from the ANDSF information on available access networks in its vicinity. The UE may obtain this information by querying the ANDSF, and may use this information when determining the presence of operator preferred access networks. If the UE has previously downloaded ANDSF information on available access networks from the UE's home PLMN and is roaming in a visited PLMN, the downloaded ANDSF information will not be applicable in the visited PLMN. The UE shall not consider any previously downloaded ANDSF information for access network discovery and selection procedures in the visited PLMN. Determination of the presence of access networks requires using radio access specific procedures, which are not further described here.

The UE can first select an access network and then determine the presence of this access network, or first determine the presence of several access networks and then select between them. If a higher priority access network has been found connected to the same PLMN or a higher priority PLMN, the UE will then attempt to attach via that network.

* * * End of first change * * * *

* * * Second change * * * *

6.8.2.2.4
UE using information provided by ANDSF
Network detection and selection shall take into account the access network specific requirements and the UE's local policy, e.g. user preference settings, access history, etc, along with the information provided by the ANDSF when selecting an access network. The local policy and the information provided by the ANDSF shall be used by the UE in an implementation dependent way to limit the undesired alternating between access systems, e.g. ping-pong type of inter-system changes. However, the use of such information from the ANDSF shall not be in contradiction to functions specified in 3GPP TS 23.122 [4], 3GPP TS 25.304 [14] and 3GPP TS 36.304 [16].
If the UE has previously downloaded ANDSF information on available access networks from the UE's home PLMN and is roaming in a visited PLMN, the UE shall not consider any previously downloaded ANDSF information for access network discovery and selection procedures.
* * * End of second change * * * *
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